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[Start of change]
[bookmark: _Toc27402896][bookmark: _Toc35976560][bookmark: _Toc35977506][bookmark: _Toc36028814][bookmark: _Toc43822138][bookmark: _Toc52167248][bookmark: _Toc75886412][bookmark: _Toc75980163]–	RadioResourceConfigCommonSIB-DEFAULT
Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	Not present
	
	

	
	UplinkPowerControlCommon-v1020-DEFAULT
	
	CA

	  rach-ConfigCommon-v1250
	Not present
	
	

	  pusch-ConfigCommon-v1270
	Not present
	
	

	pusch-ConfigCommon-v1270 SEQUENCE {
	
	
	UL64QAM

	enable64QAM-v1270
	true
	
	

	}
	
	
	

	  bcch-Config-v1310
	Not present
	
	

	  pcch-Config-v1310
	Not present
	
	

	
	PCCH-Config-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  freqHoppingParameters-r13
	Not Present
	
	

	
	FreqHoppingParameters-r13-DEFAULT
	
	CEmodeA, CEmodeB

	  pdsch-ConfigCommon-v1310
	Not present
	
	

	
	PDSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pusch-ConfigCommon-v1310
	Not present
	
	

	
	PUSCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  prach-ConfigCommon-v1310
	Not present
	
	

	
	PRACH-ConfigSIB-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  pucch-ConfigCommon-v1310
	Not present
	
	

	
	PUCCH-ConfigCommon-v1310-DEFAULT
	
	CEmodeA, CEmodeB

	  highSpeedConfig-r14
	Not present
	
	

	
	HighSpeedConfig-r14-DEFAULT
	
	HighSpeedEnhance

	  prach-Config-v1430
	Not present
	
	

	
	PRACH-Config-v1430-DEFAULT
	
	HighSpeedEnhance

	  pucch-ConfigCommon-v1430
	Not present
	
	

	  prach-Config-v1530
	Not present
	
	

	
	PRACH-ConfigSIB-v1530-DEFAULT
	
	EDT

	  ce-RSS-Config-r15
	Not present
	
	

	  wus-Config-r15
	Not present
	
	

	  highSpeedConfig-v1530
	Not present
	
	

	  uplinkPowerControlCommon-v1540
	Not present
	
	

	  wus-Config-v1560
	Not present
	
	

	  wus-Config-v1610
	Not present
	
	

	  highSpeedConfig-v1610
	Not present
	
	

	  crs-ChEstMPDCCH-ConfigCommon-r16
	Not present
	
	

	  gwus-Config-r16
	Not present
	
	

	  uplinkPowerControlCommon-v1610
	Not present
	
	

	  rss-MeasConfig-r16
	Not present
	
	

	  rss-MeasNonNCL-r16
	Not present
	
	

	  puncturedSubcarriersDL-r16
	Not present
	
	

	  highSpeedInterRAT-NR-r16
	Not present
	
	

	  pcch-Config-v1700
	Not present
	
	

	  ntn-ConfigCommon-r17
	Not present
	
	

	  ntn-ConfigCommon-r17 SEQUENCE {
	
	
	NTN

	    ta-Report-r17
	enabled
	
	

	    t318-r17
	ms4000
	
	

	    prach-TxDuration-r17
	Not present
	
	

	    prach-TxDuration-r17 SEQUENCE {
	
	
	NGSO

	      prach-TxDuration-r17
	n64
	
	

	    }
	
	
	

	    pucch-TxDuration-r17
	Not present
	
	

	    pucch-TxDuration-r17 SEQUENCE {
	
	
	NGSO

	      pucch-TxDuration-r17
	sf64
	
	

	    }
	
	
	

	    pusch-TxDuration-r17
	Not present
	
	

	    pusch-TxDuration-r17 SEQUENCE {
	
	
	NGSO

	      pusch-TxDuration-r17
	n64
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	CA
	For Carrier Aggregation test cases

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	HighSpeedEnhance
	High speed test environment

	UL64QAM
	Used for UL 64QAM testing

	EDT
	For Early Data Transmission testing

	NTN
	Non-Terrestrial Networks test environment

	NGSO
	Non-Geosynchronous-Stationary Orbit test environment



[Skip unchanged text]
[bookmark: _Toc446340599]–	RadioResourceConfigCommonSIB-NB-DEFAULT
Table 8.1.6.3-9: RadioResourceConfigCommonSIB-NB-DEFAULT
	Derivation Path: TS 36.331 [17], clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon-r13
	RACH-ConfigCommon-NB-DEFAULT
	
	

	  bcch-Config-r13
	BCCH-Config-NB-DEFAULT
	
	

	  pcch-Config-r13
	PCCH-Config-NB-DEFAULT
	
	

	  nprach-Config-r13
	NPRACH-ConfigSIB-NB-DEFAULT
	
	

	  npdsch-ConfigCommon-r13
	NPDSCH-ConfigCommon-NB-DEFAULT
	
	

	  npusch-ConfigCommon-r13
	NPUSCH-ConfigCommon-NB-DEFAULT
	
	

	  dl-Gap-r13
	Not present
	
	

	  uplinkPowerControlCommon-r13
	UplinkPowerControlCommon-NB-DEFAULT
	
	

	  nprach-Config-v1330
	Not present
	
	

	  nprach-Config-v1450
	Not present
	
	

	  nprach-Config-v1530
	NPRACH-ConfigSIB-NB-v1530-DEFAULT
	
	TDD

	  dl-Gap-v1530
	Not present
	
	

	  wus-Config-v1530
	Not present
	
	

	  nprach-Config-v1550
	NPRACH-ConfigSIB-NB-v1550-DEFAULT
	
	TDD

	  gwus-Config-r16
	Not present
	
	

	  nrs-NonAnchorConfig-r16
	Not present
	
	

	  ue-SpecificDRX-CycleMin-r16
	Not present
	
	

	  ntn-ConfigCommon-r17
	Not present
	
	

	  ntn-ConfigCommon-r17 SEQUENCE {
	
	
	NTN

	    ta-Report-r17
	enabled
	
	

	    t318-r17
	ms8000
	
	

	    nprach-TxDurationFmt01-r17
	Not present
	
	

	    nprach-TxDurationFmt01-r17 SEQUENCE {
	
	
	NGSO

	      nprach-TxDurationFmt01-r17
	n32
	
	

	    }
	
	
	

	    nprach-TxDurationFmt2-r17
	Not present
	
	

	    nprach-TxDurationFmt2-r17 SEQUENCE {
	
	
	NGSO

	      nprach-TxDurationFmt2-r17
	n8
	
	

	    }
	
	
	

	    npusch-TxDuration-r17
	Not present
	
	

	    npusch-TxDuration-r17 SEQUENCE {
	
	
	NGSO

	      npusch-TxDuration-r17
	ms128
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	NTN
	Non-Terrestrial Networks test environment

	NGSO
	Non-Geosynchronous-Stationary Orbit test environment
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