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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Hlk157759876]<<< START OF CHANGES 1>>>
Table 13.3.2.1.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	us66dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	2540
	-116dBm
	Normal

	    RSRP-Range[2]
	4054
	-101dBm102dBm
	

	  }
	
	
	

	    RSRP-Range[1]
	2540
	-116dBm
	Extreme

	    RSRP-Range[2]
	3651
	-105dBm
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<<< END OF CHANGES 1>>>
<<< START OF CHANGE 2>>>
Table 13.3.2.1.5-3: NPRACH-Configuration parameters for HD-FDD contention based random access test for UE category NB1 Standalone mode in Normal Coverage
	Field
	Value
	Comment

	Parameters not per NPRACH resource

	RSRP-ThresholdsNPRACH-InfoList
	{40, 5554}
	Corresponding to {-116, -101102} dBm as defined in TS36.133 Section 9.1.22.9

	
	{40, 51}
	Extreme condition: Corresponding to {-116, -105} dBm as defined in 3GPP TS 36.331 Section 9.1.22.9

	nprach-CP-Length
	us66dot7
	

	nrs-Power
	-5 dBm/15 kHz
	As defined in clause 6.7.3 in TS 36.331.

	Backoff Parameter Index
	1
	As defined in table 7.2-2 in TS 36.321

	
Configured UE transmitted power ()
	23 dBm for power class 3,
20 dBm for power class 5
	As defined in clause 6.2B.4 in TS 36.102

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-112
	

	preambleTransMax-CE
	n6
	

	Parameters per NPRACH Resource

	NPRACH Resource
	Level 0
	Level 1
	Level 2
	

	nprach-Periodicity
	ms40
	ms240
	ms1280
	

	nprach-StartTime
	ms8
	ms64
	ms512
	

	nprach-SubcarrierOffset
	n0
	n0
	n0
	

	nprach-NumSubcarriers
	n12
	n12
	n12
	

	nprach-SubcarrierMSG3-RangeStart
	zero
	zero
	zero
	

	maxNumPreambleAttemptCE
	n3
	n6
	n10
	

	numRepetitionsPerPreambleAttempt
	n2
	n8
	n64
	

	npdcch-NumRepetitions-RA
	r4
	r16
	r128
	

	npdcch-StartSF-CSS-RA
	v1dot5
	v1dot5
	v1dot5
	

	npdcch-Offset-RA
	zero
	zero
	Zero
	

	nprach-NumCBRA-StartSubcarriers
	n8
	n8
	n8
	

	ra-ResponseWindowSize (per NPRACH Resource)
	pp2
	pp2
	pp2
	

	mac-ContentionResolutionTimer (per NPRACH Resource)
	pp8
	pp8
	pp8
	

	Note 1:	See TS36.133 Clause 6.7.3 in TS 36.331 for further information on the parameters in this table.



<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
Table 13.3.2.2.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	Us266dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	3534
	-121dBm122dBm
	Normal

	    RSRP-Range[2]
	5657
	-100dBm99dBm
	

	    RSRP-Range[1]
	31
	-125dBm
	Extreme

	    RSRP-Range[2]
	60
	-96dBm
	

	  }
	
	
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<<< END OF CHANGES 3>>>
<<< START OF CHANGES 4>>>
Table 13.3.2.23.4.3-3: RACH-ConfigCommon-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleTransMax-CE-r13
	n6
	
	

	  powerRampingParameters-r13 SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-120
	
	

	  }
	
	
	

	  rach-InfoList-r13 (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-r13 {
	3 entries
	
	

	    RACH-Info-NB-r13[1] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp8
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[2] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp8
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[3] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp8
	
	

	    }
	
	
	

	  }
	
	
	

	  powerRampingParameters-v1450
	Not present
	
	

	}
	
	
	



Table 13.3.2.23.4.3-4: NPRACH-ConfigSIB-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	Us266dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	3534
	-121dBm122dBm
	Normal

	    RSRP-Range[2]
	5657
	-100dBm99dBm
	

	    RSRP-Range[1]
	31
	-125dBm
	Extreme

	    RSRP-Range[2]
	60
	-96dBm
	

	  }
	
	
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 13.3.2.23.4.3-5: NPDSCH-ConfigCommon-NB-DEFAULT
	Derivation Path: 36.508 Table 8.1.6.3-4

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	-5 (dBm)
	
	

	}
	
	
	



<<< END OF CHANGES 4>>>
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