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1. [bookmark: _Toc122434485][bookmark: _Toc151728276]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2022-09_D23wk37 related to the title of this CR.
Contact:	Mohit Kanchan
	moiht.kanchan@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc151728277]Corrections required
1.1 [bookmark: _Toc151728278]Change 1
	Function name
	function f_TC_7_24a_NR5GC_IMS1() 

	Reason for change
	A conformance UE may fail the test case in Step-23A due to a mismatch in the Contact header of the SIP Update Request. According to TS 34.229-1, clause A.2.5 the Contact header should be the same as 183 Session Progress for the same dialog sent by SS.

	Summary of change
	Modified the parameter in the function f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7() to pass px_IMS_CalleeContactUri2.

	TTCN module
	IMS_NR5GC_CallControlTestcases.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_7_24a_NR5GC_IMS1() runs on IMS_PTC
  {
   <<< Skipped >>>

    // @siclog "Step 21" siclog@                183 Session progress (dialog 2)
    v_MessageHeader := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite, px_IMS_CalleeContactUri2);
    v_SdpAnswer := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);     /* @sic R5-226704: EVS_A2 sic@ */
    IMS_Server.send(cas_IMS_DATA_RSP(v_InviteRequestWithSdp.RoutingInfo, cs_Response(c_statusLine183, v_MessageHeader, cs_MessageBody_SDP(v_SdpAnswer))));

    // @siclog "Step 22 - 23B" siclog@
    v_SdpOffer := f_IMS_BuildSDP_UpdatedOfferAudio_RX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2);           /* Updated offer for 2nd remote UE  @sic R5-226704: EVS_A2 sic@ */
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7(IPCAN_MO_SpeechCall, v_InviteRequestWithSdp, v_MessageHeader, -,  v_SdpOffer, -, v_RadioBearersEstablished);   /* @sic R5s220385 Change 1.1 + R5-222101 sic@
                                                                                                                                                                        @sic R5-231508/RP-230602: optional UPDATE / 200 OK sic@ */
    // @siclog "Step 24 - 26" siclog@
    f_IMS_MOCallSetup_Send180_Reliable(v_InviteRequestWithSdp, px_IMS_CalleeContactUri2);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 25");

   <<< Skipped >>>
}






After Change:
	function f_TC_7_24a_NR5GC_IMS1() runs on IMS_PTC
  {
   <<< Skipped >>>

    // @siclog "Step 21" siclog@                183 Session progress (dialog 2)
    v_MessageHeader := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite, px_IMS_CalleeContactUri2);
    v_SdpAnswer := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);     /* @sic R5-226704: EVS_A2 sic@ */
    IMS_Server.send(cas_IMS_DATA_RSP(v_InviteRequestWithSdp.RoutingInfo, cs_Response(c_statusLine183, v_MessageHeader, cs_MessageBody_SDP(v_SdpAnswer))));

    // @siclog "Step 22 - 23B" siclog@
    v_SdpOffer := f_IMS_BuildSDP_UpdatedOfferAudio_RX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2);           /* Updated offer for 2nd remote UE  @sic R5-226704: EVS_A2 sic@ */
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7(IPCAN_MO_SpeechCall, v_InviteRequestWithSdp, v_MessageHeader, px_IMS_CalleeContactUri2,  v_SdpOffer, -, v_RadioBearersEstablished);   /* @sic R5s220385 Change 1.1 + R5-222101 sic@
                                                                                                                                                                        @sic R5-231508/RP-230602: optional UPDATE / 200 OK sic@ */
    // @siclog "Step 24 - 26" siclog@
    f_IMS_MOCallSetup_Send180_Reliable(v_InviteRequestWithSdp, px_IMS_CalleeContactUri2);
    f_IMS_PreliminaryPass(__FILE__, __LINE__, "Step 25");

   <<< Skipped >>>
}



1.2 [bookmark: _Toc151728279]Change 2
	Function name
	function f_TC_7_24b_NR5GC_IMS1() 

	Reason for change
	A conformance UE may fail the test case in Step-23A due to a mismatch in the Contact header of the SIP Update Request. According to TS 34.229-1, clause A.2.5 the Contact header should be the same as 183 Session Progress for the same dialog sent by SS.

	Summary of change
	Modified the parameter in the function f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7() to pass px_IMS_CalleeContactUri2.

	TTCN module
	IMS_NR5GC_CallControlTestcases.ttcn

	MCC160 Comment
	



Before Change:
	function f_TC_7_24b_NR5GC_IMS1() runs on IMS_PTC
  {
   <<< Skipped >>>

    // @siclog "Step 21" siclog@                183 Session progress (dialog 2)
    v_MessageHeader := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite, px_IMS_CalleeContactUri2);
    v_ContactUrlSS := f_MessageHeader_GetContactSipUrl(v_MessageHeader);
    v_SdpAnswer := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);     // @sic R5-225929: EVS_A2 sic@
    IMS_Server.send(cas_IMS_DATA_RSP(v_InviteRequestWithSdp.RoutingInfo, cs_Response(c_statusLine183, v_MessageHeader, cs_MessageBody_SDP(v_SdpAnswer))));

    // @siclog "Step 22 - 23B siclog@
    v_SdpOffer := f_IMS_BuildSDP_UpdatedOfferAudio_RX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2);           // @sic R5-225929: EVS_A2 sic@
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7(IPCAN_MO_SpeechCall, v_InviteRequestWithSdp, v_MessageHeader, -,  v_SdpOffer, -, v_RadioBearersEstablished);   /* @sic R5s220385 Change 1.1 + R5-222101 sic@
                                                                                                                                                                        @sic R5-231508/RP-230602: optional UPDATE / 200 OK sic@ */
    // @siclog "Step 24 - 26" siclog@
    f_IMS_MOCallSetup_Send180_Reliable(v_InviteRequestWithSdp, px_IMS_CalleeContactUri2);

   <<< Skipped >>>
}






After Change:
	function f_TC_7_24b_NR5GC_IMS1() runs on IMS_PTC
  {
   <<< Skipped >>>

    // @siclog "Step 21" siclog@                183 Session progress (dialog 2)
    v_MessageHeader := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite, px_IMS_CalleeContactUri2);
    v_ContactUrlSS := f_MessageHeader_GetContactSipUrl(v_MessageHeader);
    v_SdpAnswer := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);     // @sic R5-225929: EVS_A2 sic@
    IMS_Server.send(cas_IMS_DATA_RSP(v_InviteRequestWithSdp.RoutingInfo, cs_Response(c_statusLine183, v_MessageHeader, cs_MessageBody_SDP(v_SdpAnswer))));

    // @siclog "Step 22 - 23B siclog@
    v_SdpOffer := f_IMS_BuildSDP_UpdatedOfferAudio_RX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2);           // @sic R5-225929: EVS_A2 sic@
    f_IMS_MOCallSetup_NR5GC_WithPreconditions_Step4_7(IPCAN_MO_SpeechCall, v_InviteRequestWithSdp, v_MessageHeader, px_IMS_CalleeContactUri2,  v_SdpOffer, -, v_RadioBearersEstablished);   /* @sic R5s220385 Change 1.1 + R5-222101 sic@
                                                                                                                                                                        @sic R5-231508/RP-230602: optional UPDATE / 200 OK sic@ */
    // @siclog "Step 24 - 26" siclog@
    f_IMS_MOCallSetup_Send180_Reliable(v_InviteRequestWithSdp, px_IMS_CalleeContactUri2);

   <<< Skipped >>>
}




