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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc153443351]Corrections required
1.1 [bookmark: _Toc153443352]Change 1
	Function name
	f_TC_11_4_1_NR5GC_IMS1

	Reason for change
	In the current TTCN implementation, the function f_TC_11_4_1_NR5GC_IMS1 is still being used which calls function f_IMS_NR5GC_MOSpeechCallAndRelease. This is not needed anymore ans the Prose does not have a speech call.
As a result, the function f_TC_11_4_1_NR5GC_IMS1 itself is now not needed. The basic IMS registration/deregistration can be handled on default IMS PTC.

	Summary of change
	Removed (voided) the function f_TC_11_4_1_NR5GC_IMS1

	TTCN module
	Emergency_NR5GC_IMS.ttcn

	MCC160 Comment
	




Before Change:
	function f_TC_11_4_1_NR5GC_IMS1()runs on IMS_PTC
  { //@sic R5-220560 sic@
    //Initial PDU session - for e.g Registration and 'normal' calls
    var template (present) SipUrl v_OtherCalleeUri := cr_SipUrl_Common((c_sipScheme, c_telScheme), ?); // @sic R5s210603 sic@
    
    f_IMS_PTC_Init(PDN_1);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
   
    //@sic R5s221039 sic@
    f_IMS_GlobalRelease();
   
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
   
    
    f_IMS_NR5GC_MOSpeechCallAndRelease(v_OtherCalleeUri);

    f_IMS_IpcanReleaseWithOptionalDeregistration();
   }



After Change:
	/*WA#11_4_1 COMMENTED OUT function f_TC_11_4_1_NR5GC_IMS1()runs on IMS_PTC
  { //@sic R5-220560 sic@
    //Initial PDU session - for e.g Registration and 'normal' calls
    var template (present) SipUrl v_OtherCalleeUri := cr_SipUrl_Common((c_sipScheme, c_telScheme), ?); // @sic R5s210603 sic@
    
    f_IMS_PTC_Init(PDN_1);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
   
    //@sic R5s221039 sic@
    f_IMS_GlobalRelease();
   
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
   
    
    f_IMS_NR5GC_MOSpeechCallAndRelease(v_OtherCalleeUri);

    f_IMS_IpcanReleaseWithOptionalDeregistration();
   }*/


1.1 [bookmark: _Toc153443353]Change 2
	Function name
	testcase TC_11_4_1_NR5GC()

	Reason for change
	See change 1 above

	Summary of change
	Updated the function to remove calls for IMS1.

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	




Before Change:
	testcase TC_11_4_1_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Utilising emergency number stored on the USIM / New emergency PDU session / Network failing the authentication check (5G AKA)
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
    v_IMS1 := IMS_PTC.create("IMS1") alive;
    v_IMS2 := IMS_PTC.create("IMS2") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_11_4_1_NR5GC());
    v_IMS1.start(f_TC_11_4_1_NR5GC_IMS1());
    v_IMS2.start(f_TC_11_4_1_NR5GC_IMS2());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }



After Change:
	testcase TC_11_4_1_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   5GMM-REGISTERED.NORMAL-SERVICE / 5GMM-IDLE / Emergency call / Utilising emergency number stored on the USIM / New emergency PDU session / Network failing the authentication check (5G AKA)
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
    //WA#11_4_1 COMMENTED OUT v_IMS1 := IMS_PTC.create("IMS1") alive;
    v_IMS2 := IMS_PTC.create("IMS2") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_11_4_1_NR5GC());
    //WA#11_4_1 COMMENTED OUT v_IMS1.start(f_TC_11_4_1_NR5GC_IMS1());
    v_IMS2.start(f_TC_11_4_1_NR5GC_IMS2());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }


1.1 [bookmark: _Toc153443354]Change 3
	Function name
	f_NR_SS_BWP_List_UL

	Reason for change
	After Step 3EA, when the rrc connection is released, the IMS PTC also needs resetting to prepare it for the next IMS registration. This needs to be implemented.

	Summary of change
	Called function f_NR5GC_ResetIMS(PDN_1); after Step 3EA.

	TTCN module
	Emergency_NR5GC.ttcn

	MCC160 Comment
	




Before Change:
	<<SKIPPf_NR5GC_EmergencyCallRelease(nr_Cell1);
    f_Delay(0.1);
    //@siclog "Step 3EA" siclog@
    //@sic R5-237482 sic@
    //The SS transmits an RRCRelease message
    f_NR_RRCRelease(nr_Cell1);
    deactivate(v_MyDefaultVar); //@sic Rs230748 sic@    
    //@siclog "Step 3EB" siclog@
    //@sic R5-237482 sic@
    //SS configures the RA Response.
    f_NR_SS_RachProcedureConfig_Def(nr_Cell1);ED CODE>>

<<SKIPPED CODE>>



After Change:
	<<SKIPPED CODE>>
f_NR5GC_EmergencyCallRelease(nr_Cell1);
    f_Delay(0.1);
    //@siclog "Step 3EA" siclog@
    //@sic R5-237482 sic@
    //The SS transmits an RRCRelease message
    f_NR_RRCRelease(nr_Cell1);
    deactivate(v_MyDefaultVar); //@sic Rs230748 sic@
    f_NR5GC_ResetIMS(PDN_1); //WA#11_4_1 : This is needed to handle the next IMS registration.
    //@siclog "Step 3EB" siclog@
    //@sic R5-237482 sic@
    //SS configures the RA Response.
    f_NR_SS_RachProcedureConfig_Def(nr_Cell1);
<<SKIPPED CODE>>



