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[bookmark: _Toc146124258]5.5.3.3.1A	Resource-lists from the UE for initial configuration
Table 5.5.3.3.1A-1: Resource-lists from the UE for initial configuration
	Derivation Path: RFC 5366 [35] / RFC 4826 [83]

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	resource-lists
	encrypted (NOTE 1)
	
	TS 24.481 [11] 
TS 24.484 [14]
	

	  list[1]
	encrypted (NOTE 1)
	
	
	

	  name attribute
	not present
	
	
	

	  display-name
	Not present
	
	
	

	    entry[1]
	NOTE 1, 2
	
	TS 24.484 [14]
	CONFIG

	      uri attribute
	AUID-ue-config & “/users/” & XUID & “/” & MCSUEID & “/”
	UE Configuration document 
(NOTE 3)
	
	

	
	AUID-ue-config & “/users/” & XUID & “/” 
	Editor’s note: It is not clear in the core specs whether both options are allowed or only one of both; if the UE is allowed not to include the MCSUEID, it is not clear where the MC server gets it from
	
	

	      display-name
	Not present
	
	
	

	    entry[2]
	NOTE 1, 2
	
	TS 24.484 [14]
	CONFIG

	      uri attribute
	AUID-user-profile & “/users/” & XUID & “/” 
	UE User Profile document
(NOTE 3)
	
	

	      display-name
	Not present
	
	
	

	    entry[3]
	NOTE 1, 2
	
	TS 24.484 [14]
	CONFIG

	      uri attribute
	AUID-service-config & “/global/service-config.xml”
	UE Service Configuration document
(NOTE 3)
	
	

	      display-name
	Not present
	
	
	

	    entry[1]
	NOTE 1, 2
	
	TS 24.484 [14]
	GROUPCONFIG

	      uri attribute
	“org.openmobilealliance.groups/global/byGroupID/” & Group-ID
	UE Group Configuration document
	
	

	      display-name
	Not present
	
	
	

	    entry[2]
	optional,
NOTE 1, 2
	
	TS 24.481 [11]
	GROUPCONFIG AND GROUPKEY

	      uri attribute
	Doc-Sel_T & “~~” & Node-Sel
	MCPTT-GKTP document (NOTE 3)
	
	

	      display-name
	Not present
	
	
	

	    entry[1]
	NOTE 1, 2
	
	TS 24.481 [11]
	GROUPKEY AND NOT GROUPCONFIG

	      uri attribute
	Doc-Sel & “~~” & Node-Sel
	MCPTT-GKTP document (NOTE 3)
	
	

	       display-name
	Not present
	
	
	

	NOTE 1:	XML encryption may be done by
-	element content encryption of the root element <resource-lists> as described in Table 5.5.13.2-1
-	element content encryption of (each) <list> element as described in Table 5.5.13.2-1
-	attribute URI encryption of the entry’s uri attribute as described in Table 5.5.13.3-1
NOTE 2:	When a resource-lists document contains more than one entry, the entries may be in any order.
NOTE 3:	The terms AUID-ue-config, AUID-user-profile, AUID-service-config, XUID, Group-ID, Doc-Sel, Node-Sel and MCSUEID are defined in table 5.5.3.3.1A-2.



Table 5.5.3.3.1A-2: Terms used in Resource-lists' URIs
	Term
	Value
	Condition

	AUID-ue-config
	"org.3gpp.mcptt.ue-config"
	MCPTT

	
	"org.3gpp.mcvideo.ue-config"
	MCVideo

	
	"org.3gpp.mcdata.ue-config"
	MCData

	AUID-user-profile
	"org.3gpp.mcptt.user-profile"
	MCPTT

	
	"org.3gpp.mcvideo.user-profile"
	MCVideo

	
	"org.3gpp.mcdata.user-profile"
	MCData

	AUID-service-config
	"org.3gpp.mcptt.service-config"
	MCPTT

	
	"org.3gpp.mcvideo.service-config"
	MCVideo

	
	"org.3gpp.mcdata.service-config"
	MCData

	XUID
	"sip:" & px_MCPTT_ID_User_A
	MCPTT

	
	"sip:" & px_MCVideo_ID_User_A
	MCVideo

	
	"sip:" & px_MCData_ID_User_A
	MCData

	Group-ID
	px_MCPTT_Group_A_ID
	MCPTT

	
	px_MCVideo_Group_A_ID
	MCVideo

	
	px_MCData_Group_A_ID
	MCData

	Doc-Sel
	"org.3gpp.MCPTT-GKTP/global/byGroupID/" & Group-ID & "/"
	

	Node-Sel
	"/group/list-service/mgktp:GKTPs?xmlns(mgktp=urn:3gpp:ns:mcpttGKTP:1.0)"
	

	MCSUEID
	Instance id of the UE (derived from the IMEI according to 23.003 [69] clause 13.8)
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