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3. Removed not applicable IE qcl-InfoPeriodicCSI-RS in Table 5.4.2.0-20: ZP-CSI-RS-Resource.
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	Consequences if not approved:
	Conformance test cannot be performed correctly.

	
	

	Clauses affected:
	5.4.2.0, 5.4.2.1, 5.4.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	This is an update of R5-241095 and the outcome of 2 revisions to this document.
r1: Condition of searchSpaceType was clarified in Table 5.4.2.0-7 instead of removing searchSpaceType.
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<<Unchanged sections skipped>>
5.4.2.0	Parameters common to all Demod and CSI tests
<<Unchanged sections skipped>>
PDCCH-ConfigCommon
[bookmark: _CRTable5_4_2_04]Table 5.4.2.0-4: PDCCH-ConfigCommon
	Derivation Path: Table 4.6.3-96

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon::= SEQUENCE {
	
	
	

	  searchSpaceZero
	4
	
	FDD
FR1.15-1
FR1.30-1
FR1.30-2
FR1.30-3
FR1.30-4
FR2.60-1
FR2.120-1
FR2.120-2

	
	2
	
	FR1.30-5
FR1.30-6

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	1 search space for both SA and NSA
	

	    SearchSpace [1]
	SearchSpace with condition CSS
	entry 1
	

	    }
	
	
	

	searchSpaceOtherSystemInformation
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	CSS
	Common SearchSpace



[bookmark: _CRTable5_4_2_07]<<Unchanged sections skipped>>
Table 5.4.2.0-7: PDCCH Search Space
	Derivation Path: Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Starting symbol 0
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-1-And-1-1
	DCI Format 1_1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	USS
	UE-Specific SearchSpace



<<Unchanged sections skipped>>
ZP-CSI-RS-Resource
[bookmark: _CRTable5_4_2_020]Table 5.4.2.0-20: ZP-CSI-RS-Resource
	Derivation Path: Table 4.6.3-204

	Information Element
	Value/remark
	Comment
	Condition

	ZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	DEMOD_FR1
DEMOD_FR2

	  zp-CSI-RS-ResourceId
	ZP-CSI-RS-ResourceId
	
	

	  resourceMapping
	ZP CSI-RS-ResourceMapping
	
	

	  periodicityAndOffset
	ZP CSI-ResourcePeriodicityAndOffset
	
	

	  qcl-InfoPeriodicCSI-RS
	TCI-State #1
	
	

	}
	
	
	



[bookmark: _CRPUCCHConfig]<<Unchanged sections skipped>>
PUCCH-Config
[bookmark: _CRTable5_4_2_041]Table 5.4.2.0-41: PUCCH-Config
	Derivation Path: Table 4.6.3-112

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	4 entries
	
	FR1.15-1
FR1.30-2
FR2.120-1
FR2.120-1A

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	6
	entry 4
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	7 entries
	
	FR1.30-1
FR1.30-1A
FR1.30-4

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	5
	entry 4
	

	    INTEGER[5]
	6
	entry 5
	

	    INTEGER[6]
	7
	entry 6
	

	    INTEGER[7]
	8
	entry 7
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	4 entries
	
	FR1.30-3

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	5
	entry 4
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	2 entries
	
	FR1.30-5
FR1.30-6

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	3 entries
	
	FR2.60-1
FR2.120-2

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	5
	entry 3
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	2 entries
	
	FR2.120-1_CSI

	    INTEGER[1]
	3
	entry 1
	

	    INTEGER[2]
	6
	entry 2
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	3 entries
	
	FR2.120-2_CSI

	    INTEGER[1]
	6
	entry 1
	

	    INTEGER[2]
	7
	entry 2
	

	    INTEGER[3]
	11
	entry 3
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	FR1.15-1
	TDD UL-DL pattern FR1.15-1 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-1
	TDD UL-DL pattern FR1.30-1 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-2
	TDD UL-DL pattern FR1.30-2 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-3
	TDD UL-DL pattern FR1.30-3 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-4
	TDD UL-DL pattern FR1.30-4 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-5
	TDD UL-DL pattern FR1.30-5 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-6
	TDD UL-DL pattern FR1.30-6 is used. Ref Annex A.1.2 of TS 38.521-4

	FR2.60-1
	TDD UL-DL pattern FR2.60-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-1
	TDD UL-DL pattern FR2.120-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-2
	TDD UL-DL pattern FR2.120-2 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-1_CSI
	TDD UL-DL pattern FR2.120-1 is used for CSI reporting test cases. Ref Table 8.1.2-1 of TS 38.521-4

	FR2.120-2_CSI
	TDD UL-DL pattern FR2.120-2 is used for CSI reporting test cases. Ref Table 8.1.2-1 of TS 38.521-4



SearchSpaceZero
Table 5.4.2.0-42: SearchSpaceZero
	Derivation Path: Table 4.6.3-164

	Information Element
	Value/remark
	Comment
	Condition

	searchSpaceZero
	4
	
	FDD
FR1.15-1
FR1.30-1
FR1.30-2
FR1.30-3
FR1.30-4
FR2.60-1
FR2.120-1
FR2.120-2

	
	2
	
	FR1.30-5
FR1.30-6



5.4.2.1	Message contents for PDSCH Demodulation requirements
<<Unchanged sections skipped>>
CSI-MeasConfig
[bookmark: _CRTable5_4_2_12]Table 5.4.2.1-2: CSI-MeasConfig
	Derivation Path: Table 4.6.3-38

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-Resources)) OF NZP-CSI-RS-Resource {
	n entries
	dependent on test condition
	

	  NZP-CSI-RS-Resource[1]
	NZP-CSI-RS-Resource for TRS (1)
	entry 1
CSI-RS resource 1
	

	  NZP-CSI-RS-Resource[2]
	NZP-CSI-RS-Resource for TRS (2)
	entry 2
CSI-RS resource 2
	

	  NZP-CSI-RS-Resource[3]
	NZP-CSI-RS-Resource for TRS (3)
	entry 3
CSI-RS resource 3
	

	  NZP-CSI-RS-Resource[4]
	NZP-CSI-RS-Resource for TRS (4)
	entry 4
CSI-RS resource 4
	

	  NZP-CSI-RS-Resource[5]
	NZP-CSI-RS-Resource for CSI Acquisition
	entry 5
CSI-RS resource 5
	

	  NZP-CSI-RS-Resource[6]
	CSI-RS-Resource for beam refinement
	entry 5
CSI-RS resource 6
	DEMOD_FR2

	  NZP-CSI-RS-Resource[7]
	CSI-RS-Resource for beam refinement
	entry 5
CSI-RS resource 7
	DEMOD_FR2

	  }
	
	
	

	  nzp-CSI-RS-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSets)) OF NZP-CSI-RS-ResourceSetId {
	n entries
	dependent on test condition
	

	    NZP-CSI-RS-ResourceSet[1]
	NZP-CSI-RS-ResourceSet for TRS
	entry 1
	

	    NZP-CSI-RS-ResourceSet[2]
	NZP-CSI-RS-ResourceSet for CSI Acquisition
	entry 2
	

	    NZP-CSI-RS-ResourceSet[3]
	CSI-RS-ResourceSet for beam refinement
	entry 3
	DEMOD_FR2

	  }
	
	
	

	  csi-IM-ResourceToAddModList
	Not present
	
	

	  csi-IM-ResourceSetToAddModList 
	Not present
	
	

	  csi-SSB-ResourceSetToAddModList 
	Not present
	
	

	  csi-ResourceConfigToAddModList SEQUENCE (SIZE (1..maxNrofCSI-ResourceConfigurations)) OF CSI-ResourceConfig {
	n entries
	dependent on test condition
	

	    CSI-ResourceConfig[1]
	CSI-ResourceConfig for TRS
	entry 1
	

	    CSI-ResourceConfig[2]
	CSI-ResourceConfig for CSI Acquisition
	entry 2
	

	    CSI-ResourceConfig[2]
	CSI-ResourceConfig for beam refinement
	entry 3
	DEMOD_FR2

	  }
	
	
	

	  csi-ReportConfigToAddModList
	Not present
	
	

	  reportTriggerSize
	Not present
	
	

	  aperiodicTriggerStateList
	Not present
	
	

	}
	
	
	



<<Unchanged sections skipped>>

5.4.2.2	Message contents for PDCCH Demodulation requirements
<<Unchanged sections skipped>>
CSI-MeasConfig
[bookmark: _CRTable5_4_2_22]Table 5.4.2.2-2: CSI-MeasConfig
	Derivation Path: Table 4.6.3-38

	Information Element
	Value/remark
	Comment
	Condition

	CSI-MeasConfig::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-Resources)) OF NZP-CSI-RS-Resource {
	n entries
	Dependent on test condition
	

	  NZP-CSI-RS-Resource[1]
	NZP-CSI-RS-Resource for TRS (1)
	entry 1
CSI-RS resource 1
	

	  NZP-CSI-RS-Resource[2]
	NZP-CSI-RS-Resource for TRS (2)
	entry 2
CSI-RS resource 2
	

	  NZP-CSI-RS-Resource[3]
	NZP-CSI-RS-Resource for TRS (3)
	entry 3
CSI-RS resource 3
	

	  NZP-CSI-RS-Resource[4]
	NZP-CSI-RS-Resource for TRS (4)
	entry 4
CSI-RS resource 4
	

	  NZP-CSI-RS-Resource[5]
	NZP-CSI-RS-Resource for beam management (5)
	entry 4
CSI-RS resource 5
	PDCCH_FR2

	  NZP-CSI-RS-Resource[6]
	NZP-CSI-RS-Resource for beam management (6)
	entry 4
CSI-RS resource 6
	PDCCH_FR2

	  }
	
	
	

	  nzp-CSI-RS-ResourceSetToAddModList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSets)) OF NZP-CSI-RS-ResourceSetId {
	1 entry
	
	

	    NZP-CSI-RS-ResourceSet[1]
	NZP-CSI-RS-ResourceSet for TRS
	entry 1
	

	    NZP-CSI-RS-ResourceSet[2]
	NZP-CSI-RS-ResourceSet for beam management
	entry 1
	PDCCH_FR2

	  }
	
	
	

	  csi-IM-ResourceToAddModList
	Not present
	
	

	  csi-IM-ResourceSetToAddModList 
	Not present
	
	

	  csi-SSB-ResourceSetToAddModList 
	Not present
	
	

	  csi-ResourceConfigToAddModList SEQUENCE (SIZE (1..maxNrofCSI-ResourceConfigurations)) OF CSI-ResourceConfig {
	1 entry
	
	

	    CSI-ResourceConfig[1]
	CSI-ResourceConfig
	entry 1
	

	    CSI-ResourceConfig[2]
	CSI-ResourceConfig for beam management
	entry 1
	PDCCH_FR2

	  }
	
	
	

	  csi-ReportConfigToAddModList
	Not present
	
	

	  reportTriggerSize
	Not present
	
	

	  aperiodicTriggerStateList
	Not present
	
	

	}
	
	
	



<<End of change>>

