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<< Unchanged sections omitted >>
Table C.1-2: Definition of additional parameters used in Annex C.
	kSSB
	as defined in TS 38.211 [29] clause 7.4.3.1

	SCSCarrier
	subcarrier spacing for the carrier (SCS-SpecificCarrier):
FR1:	15kHz, 30kHz or 60kHz according to TS 38.101-1 [7] Table 5.3.5-1 
FR2:	60kHz or 120kHz according to TS 38.101-2 [8] Table 5.3.5-1

	SCSSSB
	SS/PBCH block subcarrier spacing
FR1:	15kHz or 30kHz according to TS 38.101-1 [7] Table 5.4.3.3-1
FR2:	120kHz or 240kHz according to TS 38.101-2 [8] Table 5.4.3.3-1
NOTE: According to the tables in clause 13 of TS 38.213 [22] not all combinations of SCSSSB and SCSCarrier are applicable.

	SCScommon
	Subcarrier spacing for SIB1, Msg.2/4 for initial access, paging and broadcast SI-messages. Provided to the UE in the MIB in IE subCarrierSpacingCommon.

	PRBsize
	Physical Resource Block size of the carrier = 12 * SCSCarrier.

	CRBsize
	Common Resource Block size = 12 * SCScommon.

	FDL_Low, FUL_Low
	Lowest frequency of the downlink and uplink frequency range of the band as defined in clause 5.2 of TS 38.101-1 [7] and TS 38.101-2 [8].

	FDL_High, FUL_High
	Highest frequency of the downlink and uplink frequency range of the band as defined in clause 5.2 of TS 38.101-1 [7] and TS 38.101-2 [8].

	ΔFRaster
	Frequency raster of the band as defined in clause 5.4.2.3 of TS 38.101-1 [7] and TS 38.101-2 [8].

	BWDL
	Bandwidth of downlink frequency range of the band.

	BWUL
	Bandwidth of uplink frequency range of the band.

	CBWDL
	Downlink channel bandwidth (MHz) of the carrier according to Table 5.3.2-1 of TS 38.101-1 [7] and TS 38.101-2 [8].

	CBWUL
	Uplink channel bandwidth (MHz) of the carrier according to Table 5.3.2-1 of TS 38.101-1 [7] and TS 38.101-2 [8].

	FTx-Rx_separation
	Default Tx – Rx carrier centre frequency separation of the band as defined in clause 5.4.4 of TS 38.101-1 [7]. For TDD bands FTx-Rx_separation = 0.

	ΔFTx-Rx_separation
	ΔFTx-Rx  = | (BWDL – BWUL)/2 | is the deviation to the default Tx-Rx carrier centre frequency separation (FTx-Rx_separation) for FDD FR1 bands supporting asymmetric channel bandwidths as defined in clause 5.3.6 of TS 38.101-1 [7].

	BWSSB
	Bandwidth of the SSB. BWSSB = 12 * SCSSSB * 20

	ΔGSCN, GSCNMIN, GSCNMAX
	GSCN step size, GSCN minimum and GSCN maximum values for the NR band according to table 5.4.3.3-1 of TS 38.101-1 [7] and TS 38.101-2 [8]

	OffsetRBs
	Offset (RBs) according to the applicable table 13-1 to 13-10 in TS 38.213 [22] for the given band and {SCSSSB, SCSCarrier} combination of the carrier.

	OffsetRBs,max
	

Maximum value for Offset (RBs) according to the applicable table 13-1 to 13-1o in TS 38.213 [22] for the given band and {SCSSSB, SCSCarrier} combination of the carrier limited to the table indexes with number of RBs  equal to the minimum maximum value of  in the table.

	OffsetRBs,min
	

Minimum value for Offset (RBs) according to the applicable table 13-1 to 13-1o in TS 38.213 [22] for the given band and {SCSSSB, SCSCarrier} combination of the carrier limited to the table indexes with number of RBs  equal to the minimum value of  in the table.



<< Unchanged sections omitted >>
C.3.2	Determination of SSB, CORESET#0 and signalling parameters for a PCell
Calculation of SSB and CORESET#0 parameters is limited to FR1 carriers with SCS=15 kHz or SCS=30 kHz, and to FR2 carriers with SCS=60 kHz or SCS=120 kHz. CORESET#0 is required for a carrier to be used as a PCell.
The following procedure is used to determine an SSB on the synchronisation raster (GSCN) and a CORESET#0 configuration (kSSB, OffsetRBs and OffsetToPointA) as close as possible to the carrier’s lower edge. See figure C1-1 and clause C.1 for definition of parameters referenced in the procedure.
1.	Determine SSB and CORESET#0:
1a.	Calculate the lower of FSSref, FSSref_Min, correspondent to SSB lowest subcarrier being at the same frequency as the carrier’s lowest subcarrier; and the higher limit of FSSref, FSSref_Max, correspondent to SSB highest subcarrier being at the same frequency as the carrier’s highest subcarrier FSSref_MinMax
	FcarrierLow = see formula for FcarrierLow in Table C.1-1

	FSSref_Min = FcarrierLow + CRBsize * OffsetRBs,min + BWSSB / 2

	FSSref_Max = FcarrierLow + ΔFcarrierBandwidth - BWSSB / 2



1b.	Calculate GSCNMIN correspondent to FSSref_Min in accordance to TS 38.101-1 [7], clause 5.4.3.1 for FR1 and TS 38.101-2 [7], clause 5.4.3.1 for FR2 and select the closest valid GSCN value with GSCN >= GSCNMIN for the carrier in according to the carrier’s synchronisation raster as specified in clause 5.4.3.3 in TS 38.101-1 [7] and TS 38.101-2 [8].
<< Unchanged sections omitted >>
C.3.3	Determination of SSB and signalling parameters for a carrier without CORESET#0
The following procedure is used for calculation of SSB and signalling parameters for a carrier without a CORESET#0.
1. 	Calculate FSSref, kSSB and FPointA with the SSB lowest subcarrier at the carrier’s lowest subcarrier (ΔFOffsetSSB-Carrier in Figure C.1-1 = 0):
	FSSref = FcarrierLow + BWSSB / 2

	kSSB = {31 for FR1; 15 for FR2} indicating that no CORESET#0 is present for the carrier (TS 38.213 [4], clause 13). 

	offsetToCarrier = target value for offsetToCarrier dependent on frequency range as specified in Table C.3.12-1. 

	FPointA = FcarrierLow - offsetToCarrier * PRBsize



2.	Calculate signalling parameters:
	IE field
	Value

	ssb-SubcarrierOffset
	Set to the 4 least significant bits of kSSB. For the case kSSB > 15 the extended by an additional most significant bit encoded within PBCH as specified in TS 38.213 [22]. 
The IE field ssb-SubcarrierOffset is signalled in the MIB.

	controlResourceSetZero
	Set to 0 indicating that no CORESET#0 exist (TS 38.213 [22], clause 13). The IE field controlResourceSetZero is signalled in the IE pdcch-ConfigSIB1 in the MIB.

	searchSpaceZero
	Set to 0 indicating that no CORESET#0 exist (TS 38.213 [22], clause 13). The IE field searchSpaceZero is signalled in the IE pdcch-ConfigSIB1 in the MIB.

	absoluteFrequencySSB
	Set to FSSref expressed in ARFCN as defined in TS 38.101-1 [15] and TS 38.101-2 [39], clause 5.4.2.

	absoluteFrequencyPointA
	Set to FPointA expressed in ARFCN as defined in TS 38.101-1 [15] and TS 38.101-2 [39], clause 5.4.2. 

	offsetToCarrier
	Set to offsetToCarrier target value selected in step 1.



<< End of changes >>
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