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<Start of first modified section>
[bookmark: _Toc21353761][bookmark: _Toc27749379]–	SystemInformation
Table 4.6.1-29: SystemInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
	n entries 
See subclause 4.4.3.1.3
	See subclause 4.4.3.1.3 for number of entries and SIB types.
	

	        CHOICE [n]
	A reference to a valid system information block
	entry n. E,g, SIB2.
	

	      }
	
	
	

	        sibX
	"X" denotes the SIB number
	
	

	...
	
	
	

	        sibY
	"Y" denotes the SIB number
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	    criticalExtensionsFuture-r16 CHOICE {
	
	
	posSIB

	      posSystemInformation-r16
	PosSystemInformation-r16-IEs
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	[bookmark: OLE_LINK37][bookmark: OLE_LINK38]Condition
	Explanation 

	posSIB
	For test cases using posSIBs in system information.



<End of modified section>



