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	Reason for change:
	In RAN1#107-e meeting, it was agreed that a PDCCH without UL/DL assignment for the primary cell is not supported for Case 1 SCell dormancy indication, such as a DCI indicating UL grant Type 2 release, or deactivate semi-persistent CSI report(s) on PUSCH, or SPS PDSCH release. 
However, the current descriptions of 38.213 include the case that a DCI format indicating a TCI state update without DL assignment, the SCell dormancy indication field in the DCI is valid and can indicate the dormancy of SCell(s). This is inconsistent with previous RAN1 agreement and should be precluded from Case 1 SCell dormancy indication.

	
	

	Summary of change:
	Add a case to clarify that the DCI format that has a valid SCell dormancy indication field shall not be a DCI format that provides a TCI state update without scheduling PDSCH reception. 

	
	

	Consequences if not approved:
	A DCI format indicating a TCI state update without DL assignment may indicate the dormancy of SCell(s), which leads to inconsistent implementation. 
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	Other comments:
	This CR has isolated impact on determination on SCell dormancy indication in DCI format 1_1 when the DCI indicates a TCI state update without scheduling PDSCH.
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< Unchanged parts are omitted >
If a UE is provided search space sets to monitor PDCCH for detection of DCI format 0_1 and DCI format 1_1 and if one or both of DCI format 0_1 and DCI format 1_1 include a SCell dormancy indication field, 
-	the SCell dormancy indication field is a bitmap with size equal to a number of groups of configured SCells, provided by dormancyGroupWithinActiveTime, 
-	each bit of the bitmap corresponds to a group of configured SCells from the number of groups of configured Scells
-	if the UE detects a DCI format 0_1 or a DCI format 1_1 that does not include a carrier indicator field, or detects a DCI format 0_1 or DCI format 1_1 that includes a carrier indicator field with value equal to 0, and if the DCI format 0_1 does not indicate UL grant Type 2 release nor deactivate semi-persistent CSI report(s) on PUSCH, or if the DCI format 1_1 does not indicate SPS PDSCH release, or if the DCI format 1_1 does not indicate a TCI state update without scheduling PDSCH reception
-	a '0' value for a bit of the bitmap indicates an active DL BWP, provided by dormantBWP-Id, for the UE for each activated SCell in the corresponding group of configured SCells
-	a '1' value for a bit of the bitmap indicates 
-	an active DL BWP, provided by firstWithinActiveTimeBWP-Id, for the UE for each activated SCell in the corresponding group of configured SCells, if a current active DL BWP is the dormant DL BWP
-	a current active DL BWP, for the UE for each activated SCell in the corresponding group of configured SCells, if the current active DL BWP is not the dormant DL BWP
-	the UE sets the active DL BWP to the indicated active DL BWP
< Unchanged parts are omitted >

