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	Reason for change:
	In TS 38.212, the following is specified about typeA SRS TPC commands transmitted over DCI format 2_3: 
The following information is transmitted by means of the DCI format 2_3 with CRC scrambled by TPC-SRS-RNTI:

-	block number 1, block number 2, …, block number 
	where the starting position of a block is determined by the parameter startingBitOfFormat2-3 or startingBitOfFormat2-3SUL-v1530 provided by higher layers for the UE configured with the block. 
If the UE is configured with higher layer parameter srs-TPC-PDCCH-Group = typeA for an UL without PUCCH and PUSCH or an UL on which the SRS power control is not tied with PUSCH power control, one block is configured for the UE by higher layers, with the following fields defined for the block:
-	SRS request – 0 or 2 bits. The presence of this field is according to the definition in Clause 11.4 of [5, TS38.213]. If present, this field is interpreted as defined by Table 7.3.1.1.2-24.
-	TPC command number 1, TPC command number 2, ..., TPC command number N, where each TPC command applies to a respective UL carrier provided by higher layer parameter cc-IndexInOneCC-Set


Additionally, TS 38.331 includes the following field description for the fields indicating the starting bit:
	startingBitOfFormat2-3
The starting bit position of a block within the group DCI with SRS request fields (optional) and TPC commands. The value 1 of the field corresponds to the first/left most bit of format2-3. The value 2 of the field corresponds to the second bit format2-3, and so on (see TS 38.212 [17], clause 7.3.1 and TS 38.213 [13], clause 11.3).

	startingBitOfFormat2-3SUL
The starting bit position of a block within the group DCI with SRS request fields (optional) and TPC commands for SUL carrier (see TS 38.212 [17], clause 7.3.1 and TS 38.213 [13], clause 11.3).



The highlighted sentences in TS 38.212 can be seen to be contradictory for the following reasons:
· The first sentence states that the starting position of a block is determined by startingBitOfFormat2-3 or startingBitOfFormat2-3SUL-v1530. This, together with the field description in TS 38.331, indicates that two starting positions (and therefore two blocks) are provided, one  for the SUL and one for the non-SUL carriers.
· The second sentence states that “one block is configured for the UE by higher layers”, which contradicts the previous bullet.

	
	

	Summary of change:
	Clarify that for typeA SRS TPC command up to two blocks can be indicated by higher layers, one for non-SUL carriers and one for SUL carriers.

	
	

	Consequences if not approved:
	Specification is contradictory. 
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	Other comments:
	Impact analysis: This CR only applies to cases where both SUL and non-SUL carriers are power controlled by DCI format 2_3 (e.g. this CR does not affect the case where SUL is not configured)
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DCI format 2_3 is used for the transmission of a group of TPC commands for SRS transmissions by one or more UEs. Along with a TPC command, a SRS request may also be transmitted. 
The following information is transmitted by means of the DCI format 2_3 with CRC scrambled by TPC-SRS-RNTI:

-	block number 1, block number 2, …, block number 
	where the starting position of a block is determined by the parameter startingBitOfFormat2-3 or startingBitOfFormat2-3SUL-v1530 provided by higher layers for the UE configured with the block. 
If the UE is configured with higher layer parameter srs-TPC-PDCCH-Group = typeA for an UL without PUCCH and PUSCH or an UL on which the SRS power control is not tied with PUSCH power control, one or two blocks is are configured for the UE by higher layers where one block applies to non-SUL carriers and another block applies to SUL carriers, with the following fields defined for the each block:
-	SRS request – 0 or 2 bits. The presence of this field is according to the definition in Clause 11.4 of [5, TS38.213]. If present, this field is interpreted as defined by Table 7.3.1.1.2-24.
-	TPC command number 1, TPC command number 2, ..., TPC command number N, where each TPC command applies to a respective UL carrier provided by higher layer parameter cc-IndexInOneCC-Set
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