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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.104
	4991
	1
	Rel-16
	(MB_MSR_RF) CR to 36.104: clarification on requirements for BS capable of multi-band operation
	F
	16.15.0
	RAN4#110
	R4-2403033
	Huawei, HiSilicon
	MB_MSR_RF
	4.5
	TS/TR ... CR ... ; TS 36.141; TS/TR ... CR ... 

	36.104
	4992
	-
	Rel-17
	(MB_MSR_RF) CR to 36.104: clarification on requirements for BS capable of multi-band operation
	A
	17.11.0
	RAN4#110
	R4-2402133
	Huawei, HiSilicon
	MB_MSR_RF
	4.5
	TS/TR ... CR ... ; TS 36.141; TS/TR ... CR ... 

	36.104
	4993
	-
	Rel-18
	(MB_MSR_RF) CR to 36.104: clarification on requirements for BS capable of multi-band operation
	A
	18.4.0
	RAN4#110
	R4-2402134
	Huawei, HiSilicon
	MB_MSR_RF
	4.5
	TS/TR ... CR ... ; TS 36.141; TS/TR ... CR ... 

	36.113
	0093
	1
	Rel-15
	(LTE-RF) CR to TS 36.113: clarification on the limit value for the step frequency case, Rel-15
	F
	15.6.0
	RAN4#110
	R4-2402954
	Huawei, HiSilicon
	LTE-RF
	8.2.2.3, 8.3.3, 8.4.3
	

	36.113
	0094
	-
	Rel-16
	(LTE-RF) CR to TS 36.113: clarification on the limit value for the step frequency case, Rel-16
	A
	16.4.0
	RAN4#110
	R4-2402599
	Huawei, HiSilicon
	LTE-RF
	8.2.2.3, 8.3.3, 8.4.3
	

	36.113
	0095
	-
	Rel-17
	(LTE-RF) CR to TS 36.113: clarification on the limit value for the step frequency case, Rel-17
	A
	17.2.0
	RAN4#110
	R4-2402600
	Huawei, HiSilicon
	LTE-RF
	8.2.2.3, 8.3.3, 8.4.3
	

	36.113
	0096
	-
	Rel-18
	(LTE-RF) CR to TS 36.113: clarification on the limit value for the step frequency case, Rel-18
	A
	18.0.0
	RAN4#110
	R4-2402601
	Huawei, HiSilicon
	LTE-RF
	8.2.2.3, 8.3.3, 8.4.3
	

	36.141
	1384
	1
	Rel-16
	(MB_MSR_RF) CR to 36.141: clarification on requirements for BS capable of multi-band operation
	F
	16.18.0
	RAN4#110
	R4-2403034
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 36.104 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.141
	1385
	-
	Rel-17
	(MB_MSR_RF) CR to 36.141: clarification on requirements for BS capable of multi-band operation
	A
	17.11.0
	RAN4#110
	R4-2402136
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 36.104 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	36.141
	1386
	-
	Rel-18
	(MB_MSR_RF) CR to 36.141: clarification on requirements for BS capable of multi-band operation
	A
	18.3.0
	RAN4#110
	R4-2402137
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 36.104 ; TS/TR ... CR ... ; TS/TR ... CR ... 

	37.104
	1009
	1
	Rel-16
	(MB_MSR_RF) CR to 37.104: clarification on requirements for BS capable of multi-band operation
	F
	16.19.0
	RAN4#110
	R4-2403029
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 37.141 ; TS/TR ... CR ... 

	37.104
	1010
	-
	Rel-17
	(MB_MSR_RF) CR to 37.104: clarification on requirements for BS capable of multi-band operation
	A
	17.11.0
	RAN4#110
	R4-2402121
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 37.141 ; TS/TR ... CR ... 

	37.104
	1011
	-
	Rel-18
	(MB_MSR_RF) CR to 37.104: clarification on requirements for BS capable of multi-band operation
	A
	18.4.0
	RAN4#110
	R4-2402122
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 37.141 ; TS/TR ... CR ... 

	37.113
	0138
	-
	Rel-17
	(NB_IOT) CR to TS 37.113 on update of FRC used in performance criteria
	A
	17.3.0
	RAN4#110
	R4-2402768
	Ericsson
	NB_IOT
	6.1.1, 6.1.5, 6.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	37.113
	0140
	1
	Rel-16
	(NB_IOT) CR to TS 37.113 on update of FRC used in performance criteria
	F
	16.5.0
	RAN4#110
	R4-2402952
	Ericsson
	NB_IOT
	6.1.1, 6.1.5, 6.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	37.141
	1080
	1
	Rel-16
	(MB_MSR_RF) CR to 37.141: clarification on requirements for BS capable of multi-band operation
	F
	16.20.0
	RAN4#110
	R4-2403030
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 37.104; TS/TR ... CR ... ; TS/TR ... CR ... 

	37.141
	1081
	-
	Rel-17
	(MB_MSR_RF) CR to 37.141: clarification on requirements for BS capable of multi-band operation
	A
	17.12.0
	RAN4#110
	R4-2402124
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 37.104; TS/TR ... CR ... ; TS/TR ... CR ... 

	37.141
	1082
	-
	Rel-18
	(MB_MSR_RF) CR to 37.141: clarification on requirements for BS capable of multi-band operation
	A
	18.4.0
	RAN4#110
	R4-2402125
	Huawei, HiSilicon
	MB_MSR_RF
	4.12
	TS 37.104; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.104
	0570
	1
	Rel-16
	(MB_MSR_RF) CR to 38.104: clarification on requirements for BS capable of multi-band operation
	F
	16.18.0
	RAN4#110
	R4-2403031
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 38.141-1; TS/TR ... CR ... 

	38.104
	0571
	-
	Rel-17
	(MB_MSR_RF) CR to 38.104: clarification on requirements for BS capable of multi-band operation
	A
	17.12.0
	RAN4#110
	R4-2402127
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 38.141-1; TS/TR ... CR ... 

	38.104
	0572
	-
	Rel-18
	(MB_MSR_RF) CR to 38.104: clarification on requirements for BS capable of multi-band operation
	A
	18.4.0
	RAN4#110
	R4-2402128
	Huawei, HiSilicon
	MB_MSR_RF
	4.8
	TS/TR ... CR ... ; TS 38.141-1; TS/TR ... CR ... 

	38.141-1
	0416
	1
	Rel-16
	(MB_MSR_RF) CR to 38.141-1: clarification on requirements for BS capable of multi-band operation
	F
	16.18.0
	RAN4#110
	R4-2403032
	Huawei, HiSilicon
	MB_MSR_RF
	4.11
	TS 38.104; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.141-1
	0417
	-
	Rel-17
	(MB_MSR_RF) CR to 38.141-1: clarification on requirements for BS capable of multi-band operation
	A
	17.12.0
	RAN4#110
	R4-2402130
	Huawei, HiSilicon
	MB_MSR_RF
	4.11
	TS 38.104; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.141-1
	0418
	-
	Rel-18
	(MB_MSR_RF) CR to 38.141-1: clarification on requirements for BS capable of multi-band operation
	A
	18.4.0
	RAN4#110
	R4-2402131
	Huawei, HiSilicon
	MB_MSR_RF
	4.11
	TS 38.104; TS/TR ... CR ... ; TS/TR ... CR ... 


