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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.174
	0096
	-
	Rel-16
	(NR_IAB-Core) CR for TS 38.174, Correction on BS related description issues
	F
	16.9.0
	RAN4#110
	R4-2400062
	CATT
	NR_IAB-Core
	
	

	38.174
	0097
	-
	Rel-17
	(NR_IAB-Core) CR for TS 38.174, Correction on BS related description issues
	A
	17.6.0
	RAN4#110
	R4-2400063
	CATT
	NR_IAB-Core
	3.2, 4.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.174
	0098
	-
	Rel-18
	(NR_IAB-Core) CR for TS 38.174, Correction on BS related description issues
	A
	18.3.0
	RAN4#110
	R4-2400064
	CATT
	NR_IAB-Core
	3.2, 4.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.174
	0099
	-
	Rel-16
	(NR_IAB-Core)CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	F
	16.9.0
	RAN4#110
	R4-2402111
	Huawei, HiSilicon
	NR_IAB-Core
	
	

	38.174
	0100
	-
	Rel-17
	(NR_IAB-Core)CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	A
	17.6.0
	RAN4#110
	R4-2402112
	Huawei, HiSilicon
	NR_IAB-Core
	3.1, 3.2, 9.1, 9.3.1,9.7.4.3, 9.7.5.2.2, 9.7.5.2.3, 9.7.5.2.4, 10.7.1, 10.7.3
	TS/TR ... CR ... ; TS 38.176-2; TS/TR ... CR ... 

	38.174
	0101
	-
	Rel-18
	(NR_IAB-Core)CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	A
	18.3.0
	RAN4#110
	R4-2402113
	Huawei, HiSilicon
	NR_IAB-Core
	3.1, 3.2, 9.1, 9.3.1,9.7.4.3, 9.7.5.2.2, 9.7.5.2.3, 9.7.5.2.4, 10.7.1, 10.7.3
	TS/TR ... CR ... ; TS 38.176-2; TS/TR ... CR ... 

	38.174
	0102
	-
	Rel-16
	(NR_IAB-Perf) Reference Table Correction in 38.174
	F
	16.9.0
	RAN4#110
	R4-2402722
	Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	
	

	38.174
	0103
	-
	Rel-17
	(NR_IAB-Perf) Reference Table Correction in 38.174
	A
	17.6.0
	RAN4#110
	R4-2402723
	Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	
	

	38.174
	0104
	-
	Rel-18
	(NR_IAB-Perf) Reference Table Correction in 38.174
	A
	18.3.0
	RAN4#110
	R4-2402724
	Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	
	

	38.176-1
	0041
	-
	Rel-16
	(NR_IAB-Perf) CR for TS 38.176-1, Correction on Classes for IAB-DU
	F
	16.7.0
	RAN4#110
	R4-2400065
	CATT
	NR_IAB-Perf
	
	

	38.176-1
	0042
	-
	Rel-17
	(NR_IAB-Perf) CR for TS 38.176-1, Correction on Classes for IAB-DU
	A
	17.7.0
	RAN4#110
	R4-2400066
	CATT
	NR_IAB-Perf
	4.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-1
	0043
	-
	Rel-18
	(NR_IAB-Perf) CR for TS 38.176-1, Correction on Classes for IAB-DU
	A
	18.3.0
	RAN4#110
	R4-2400067
	CATT
	NR_IAB-Perf
	4.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-1
	0048
	-
	Rel-16
	(NR_IAB-Perf) CR for TS 38.176-1, Correction due to scaling factor for IAB-MT type 1-O changes
	F
	16.7.0
	RAN4#110
	R4-2402114
	Huawei, HiSilicon
	NR_IAB-Perf
	
	

	38.176-1
	0049
	-
	Rel-17
	(NR_IAB-Perf) CR for TS 38.176-1, Correction due to scaling factor for IAB-MT type 1-O changes
	A
	17.7.0
	RAN4#110
	R4-2402115
	Huawei, HiSilicon
	NR_IAB-Perf
	3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-1
	0050
	-
	Rel-18
	(NR_IAB-Perf) CR for TS 38.176-1, Correction due to scaling factor for IAB-MT type 1-O changes
	A
	18.3.0
	RAN4#110
	R4-2402116
	Huawei, HiSilicon
	NR_IAB-Perf
	3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-2
	0044
	-
	Rel-16
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on Classes for IAB-DU
	F
	16.8.0
	RAN4#110
	R4-2400068
	CATT
	NR_IAB-Perf
	
	

	38.176-2
	0045
	-
	Rel-17
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on Classes for IAB-DU
	A
	17.7.0
	RAN4#110
	R4-2400069
	CATT
	NR_IAB-Perf
	4.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-2
	0046
	-
	Rel-18
	(NR_IAB-Perf) CR for TS 38.176-2, Correction on Classes for IAB-DU
	A
	18.3.0
	RAN4#110
	R4-2400070
	CATT
	NR_IAB-Perf
	4.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-2
	0051
	-
	Rel-16
	(NR_IAB-Perf) CR for TS 38.176-2, Implimentaion of scaling factor for IAB-MT type 1-O
	F
	16.8.0
	RAN4#110
	R4-2402117
	Huawei, HiSilicon
	NR_IAB-Perf
	
	

	38.176-2
	0052
	-
	Rel-17
	(NR_IAB-Perf) CR for TS 38.176-2, Implimentaion of scaling factor for IAB-MT type 1-O
	A
	17.7.0
	RAN4#110
	R4-2402118
	Huawei, HiSilicon
	NR_IAB-Perf
	3.1, 3.2, 4.2, 4.6, 6.1, 6.3.1, 6.7.3.5.1, 6.7.4.5.1, 6.7.4.6.1, 6.7.4.6.2, 6.7.4.6.3, 6.7.4.6.4, 6.7.5.2.5, 6.7.5.4.5, 6.7.5.5.5, 7.7.1, 7.7.5.1, 8.2.1.1
	TS 38.174; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.176-2
	0053
	-
	Rel-18
	(NR_IAB-Perf) CR for TS 38.176-2, Implimentaion of scaling factor for IAB-MT type 1-O
	A
	18.3.0
	RAN4#110
	R4-2402119
	Huawei, HiSilicon
	NR_IAB-Perf
	3.1, 3.2, 4.2, 4.6, 6.1, 6.3.1, 6.7.3.5.1, 6.7.4.5.1, 6.7.4.6.1, 6.7.4.6.2, 6.7.4.6.3, 6.7.4.6.4, 6.7.5.2.5, 6.7.5.4.5, 6.7.5.5.5, 7.7.1, 7.7.5.1, 8.2.1.1
	TS 38.174; TS/TR ... CR ... ; TS/TR ... CR ... 


