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<< Start of change >>
[bookmark: _Toc21351543][bookmark: _Toc29807125][bookmark: _Toc36648839][bookmark: _Toc36651564][bookmark: _Toc37256498][bookmark: _Toc37256839][bookmark: _Toc45890545][bookmark: _Toc45891769][bookmark: _Toc45892179][bookmark: _Toc45892589][bookmark: _Toc52353002][bookmark: _Toc53174825][bookmark: _Toc61378139][bookmark: _Toc61378614][bookmark: _Toc67953804][bookmark: _Toc68733471][bookmark: _Toc68784787][bookmark: _Toc76736743][bookmark: _Toc77241155][bookmark: _Toc77241660][bookmark: _Toc83743036][bookmark: _Toc83909557][bookmark: _Toc91071524]6	Transmitter characteristics
[bookmark: _Toc21351544][bookmark: _Toc29807126][bookmark: _Toc36648840][bookmark: _Toc36651565][bookmark: _Toc37256499][bookmark: _Toc37256840][bookmark: _Toc45890546][bookmark: _Toc45891770][bookmark: _Toc45892180][bookmark: _Toc45892590][bookmark: _Toc52353003][bookmark: _Toc53174826][bookmark: _Toc61378140][bookmark: _Toc61378615][bookmark: _Toc67953805][bookmark: _Toc68733472][bookmark: _Toc68784788][bookmark: _Toc76736744][bookmark: _Toc77241156][bookmark: _Toc77241661][bookmark: _Toc83743037][bookmark: _Toc83909558][bookmark: _Toc91071525]6.1	General
Unless otherwise stated the transmitter characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with E-UTRA or NR FR1 connecting to the network by OTA without calibration.
Unless otherwise stated, requirements for NR transmitter written in TS 38.101-1 [2] and TS 38.101-2 [3] apply and are assumed anchor agnostic. Requirements are verified under conditions where anchor resources do not interfere NR operation. If UE indicates IE powerClassNRPart-r16 as defined in TS 38.331 [9] in EN-DC, UE shall meet NR requirements according to this power class.
For sub-clauses with suffix A or B: the minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.

<< End of change >>



<< Start of change >>

[bookmark: _Toc21351703][bookmark: _Toc29807285][bookmark: _Toc36648999][bookmark: _Toc36651724][bookmark: _Toc37256658][bookmark: _Toc37256999][bookmark: _Toc45890746][bookmark: _Toc45891970][bookmark: _Toc45892380][bookmark: _Toc45892790][bookmark: _Toc52353204][bookmark: _Toc53175027][bookmark: _Toc61378366][bookmark: _Toc61378841][bookmark: _Toc67954033][bookmark: _Toc68733700][bookmark: _Toc68785016][bookmark: _Toc76736976][bookmark: _Toc77241388][bookmark: _Toc77241893][bookmark: _Toc83743269][bookmark: _Toc83909790][bookmark: _Toc91071757]7	Receiver characteristics
[bookmark: _Toc21351704][bookmark: _Toc29807286][bookmark: _Toc36649000][bookmark: _Toc36651725][bookmark: _Toc37256659][bookmark: _Toc37257000][bookmark: _Toc45890747][bookmark: _Toc45891971][bookmark: _Toc45892381][bookmark: _Toc45892791][bookmark: _Toc52353205][bookmark: _Toc53175028][bookmark: _Toc61378367][bookmark: _Toc61378842][bookmark: _Toc67954034][bookmark: _Toc68733701][bookmark: _Toc68785017][bookmark: _Toc76736977][bookmark: _Toc77241389][bookmark: _Toc77241894][bookmark: _Toc83743270][bookmark: _Toc83909791][bookmark: _Toc91071758]7.1	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE for the bands operating on frequency range 1 and over the air of the UE for the bands operating on frequency range 2. The requirements for frequency range 1 and frequency range 2 can be verified separately. For the carrier in frequency range 1, requirements can be verified with NR FR2 link disabled. For the carrier in frequency range 2, requirements can be verified in OTA mode with E-UTRA or NR FR1 connecting to the network by OTA without calibration.
The requirements defined in this clause are the extra requirements compared with the single carrier requirements defined in TS 38.101-1 [2] and TS 38.101-2 [3].
Unless otherwise stated, the UL and DL reference measurement channels are the same with the configurations specified in TS 38.101-1 [2] and TS 38.101-2 [3].
Unless otherwise stated, requirements for NR receiver written in TS 38.101-1 [2] and TS 38.101-2 [3] apply and are assumed anchor agnostic. Requirements are verified under conditions where anchor resources do not interfere NR operation.
For intra-band EN-DC, the output power is configured as follows:
-	One E-UTRA uplink carrier with the output power set to 29 dB below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to 4 dB below PCMAX_L,f,c.
-	One NR uplink carrier with the output power set to 29 dB below PCMAX_L,f,c and the E-UTRA band whose downlink is being tested has its uplink carrier output power set to 4 dB below PCMAX_L,c.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an in-gap test refers to the case when the interfering signal is located at a negative offset with respect to the assigned lowest channel frequency of the highest sub-block and located at a positive offset with respect to the assigned highest channel frequency of the lowest sub-block.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks, an out-of-gap test refers to the case when the interfering signal(s) is (are) located at a positive offset with respect to the assigned channel frequency of the highest carrier frequency or located at a negative offset with respect to the assigned channel frequency of the lowest carrier frequency.
For the additional requirements for intra-band non-contiguous EN-DC of two sub-blocks with channel bandwidth larger than or equal to 5 MHz, the existing adjacent channel selectivity requirements, in-band blocking requirements (for each case), and narrow band blocking requirements apply for in-gap tests only if the corresponding interferer frequency offsets with respect to the two measured carriers satisfy the following condition in relation to the sub-block gap size Wgap for at least one of the E-UTRA or NR sub-blocks, so that the interferer frequency position does not change the nature of the core requirement tested:
	Wgap ≥ 2∙|FInterferer (offset)| – BWChannel
For the E-UTRA sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in clause 7.5.1, clause 7.6.1 and clause 7.6.3 for the respective requirement in TS 36.101 [4] and BWChannel. FInterferer (offset) for the E-UTRA sub-block with two or more contiguous component carriers is the interference frequency offset with respect to the carrier adjacent to the gap is specified in clause 7.5.1A, 7.6.1A and 7.6.3A in TS 36.101 [4].
For the NR sub-block, the FInterferer (offset), for a sub-block with a single component carrier is the interferer frequency offset with respect to carrier as specified in clause 7.5.1, clause 7.6.1 and clause 7.6.3 for the respective requirement in TS 38.101-1 [2] and BWChannel.
The interferer frequency offsets for adjacent channel selectivity, each in-band blocking case and narrow-band blocking shall be tested separately with a single in-gap interferer at a time.
For sub-clauses with suffix A or B: the minimum requirements for band combinations including Band n41 also apply for the corresponding band combinations with Band n90 replacing Band n41 but with otherwise identical parameters. For brevity the said band combinations with Band n90 are not listed in the tables below but are covered by this specification.
For the requirements of FR1 in this clause, the UE shall be verified with four or eight Rx antenna ports and skip two Rx antenna ports requirements in operating bands where the UE is equipped with four or eight Rx antenna ports, otherwise, the UE shall be verified with two Rx antenna ports.

<< End of change >>

