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<Unchanged sections are omitted>

[bookmark: _Toc21345610][bookmark: _Toc29806459][bookmark: _Toc37255992][bookmark: _Toc37256333][bookmark: _Toc45890167][bookmark: _Toc52381992][bookmark: _Toc61375091][bookmark: _Toc67936443][bookmark: _Toc67937316][bookmark: _Toc76452552][bookmark: _Toc76630395][bookmark: _Toc83742955][bookmark: _Toc83887069][bookmark: _Toc83887870][bookmark: _Toc90588711]7.3B.2.3.1	Reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by UL harmonic interference from another band part of the same EN-DC configuration. Reference sensitivity exceptions for the victim band (high) are specified in Table 7.3B.2.3.1-1 with uplink configuration of the aggressor band (low) specified in Table 7.3B.2.3.1-2.
Table 7.3B.2.3.1-1: Reference sensitivity exceptions (MSD) due to UL harmonic for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz (dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	1, 3
	n772,13
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	2
	n782,13
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	3
	n782,13
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	5
	n786,7
	
	10.5
	8.9
	7.8
	
	
	5.4
	4.2
	3.5
	2.3
	2.1
	1.4

	8
	n776,7
n786,7
	
	10.8
	9.1
	8
	
	
	5.1
	4.2
	3.5
	2.3
	2.1
	1.4

	8
	n794,5
	
	
	
	
	
	
	6.8
	6.2
	5.6
	4.9
	
	4.4

	12
	n668,9,10
	10
	7.5
	6.2
	5.5
	
	
	2.4
	
	
	
	
	

	18，19
	n774,5
n784,5
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	19
	n774,5
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	
	n776,7
n786,7
	
	10.5
	8.9
	7.8
	
	
	5.4
	4.2
	3.5
	2.3
	2.1
	1.4

	28
	n512,13
	27.8
	
	
	
	
	
	
	
	
	
	
	

	
	n513
	1.9
	
	
	
	
	
	
	
	
	
	
	

	28
	n774,5 n784,5
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	20
	n776,7
n786,7
	
	10.8
	9.1
	8
	
	
	6
	4.0
	3.2
	2.0
	1.5
	1.0

	26
	n418,9
	
	10.3
	8.4
	7.4
	
	
	5
	4.3
	3.9
	3.1
	2.9
	2.7

	26
	n776,7
n786,7
	
	10.8
	9.1
	8
	
	
	6
	4.0
	3.2
	2.0
	1.5
	1.0

	n28
	18,9,10
	10.2
	7.6
	6.2
	5.3
	
	
	
	
	
	
	
	

	n71
	211
	4.6
	1.0
	0.7
	0.6
	
	
	
	
	
	
	
	

	
	212
	1.7
	1.0
	0.7
	0.6
	
	
	
	
	
	
	
	

	66
	n782,13
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	NOTE 1:	Void


NOTE 2:	The requirements should be verified for UL EARFCN or  NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , whereandare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 5:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 7:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 9	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LBsuch that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the low band.
NOTE 10:	Void.
NOTE 11:	These requirements apply when the lower edge frequency of the 5 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz.
NOTE 12:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz.
NOTE 13: These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the EN-DC band combination: ∆FHD = 10 MHz for DC_1_n77, DC_2_n77, DC_66_n77, DC_3_n77 , DC_3_n78, DC_28_n51, DC_66_n78.
NOTE 14: MSD test point can be chosen according to supported BW and lowest SCS supported by the UE.




<Unchanged sections are omitted>

[bookmark: _Toc21345616][bookmark: _Toc29806465][bookmark: _Toc37255998][bookmark: _Toc37256339][bookmark: _Toc45890173][bookmark: _Toc52381998][bookmark: _Toc61375097][bookmark: _Toc67936449][bookmark: _Toc67937322][bookmark: _Toc76452558][bookmark: _Toc76630401][bookmark: _Toc83742961][bookmark: _Toc83887075][bookmark: _Toc83887876][bookmark: _Toc90588717]7.3B.2.3.5.2	MSD test points for intermodulation interference due to dual uplink operation for EN-DC in NR FR1 involving three bands
Table 7.3B.2.3.5.2-0: MSD test points for Pcell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_66A_(n)71AA
	66
	1750
	5
	25
	2150
	5
	IMD4

	
	n71
	678
	10
	10 (RBstart =0)
	632
	N/A
	N/A

	NOTE 1:	For NR band, UL/DL BW and UL LCRB can be adjusted according to the supported BW and lowest SCS supported by the UE.



Table 7.3B.2.3.5.2-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_1A-3A_n28A
	1
	1975
	5
	25
	2165
	N/A
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	N/A

	
	3
	1723.5
	5
	25
	1818.5
	4.0
	IMD5

	DC_1A-3A_n28A
	3
	1780
	5
	25
	1875
	N/A
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	N/A

	
	1
	1949
	5
	25
	2139
	11.0
	IMD4

	DC_1A-7A_n28A
	1
	1935
	5
	25
	2125
	N/A
	N/A

	
	n28
	718
	5
	25
	773
	N/A
	N/A

	
	7
	2533
	10
	50
	2653
	30.0
	IMD2

	DC_1A-3A_n77A
DC_1A-3A_n77C
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	3
	1712.5
	5
	25
	1807.5
	31.5
	IMD2

	
	n77
	3757.5
	10
	50
	3757.5
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	3
	1775
	5
	25
	1870
	8.5
	IMD4

	
	n77
	3980
	10
	50
	3980
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	31.0
	IMD2

	
	3
	1775
	5
	25
	1870
	N/A
	N/A

	
	n77
	3915
	10
	50
	3915
	N/A
	N/A

	DC_1A-3A_n78A
DC_1A-3A_n78C
DC_1A-3C_n78A
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	3
	1712.5
	5
	25
	1807.5
	31.2
	IMD2


	
	n78
	3757.5
	10
	50
	3757.5
	N/A
	N/A

	
	1
	1935
	5
	25
	2125
	2.8
	IMD5


	
	3
	1775
	5
	25
	1870
	N/A
	N/A

	
	n78
	3725
	10
	50
	3725
	N/A
	N/A

	DC_1A-5A_n78A
	1
	1932
	5
	25
	2122
	18.1
	 IMD3


	
	5
	829
	5
	25
	874
	N/A
	N/A

	
	n78
	3780
	10
	50
	3780
	N/A
	N/A

	
	1
	1975
	5
	25
	2165
	N/A
	N/A

	
	5
	840
	5
	25
	885
	3.1
	IMD5


	
	n78
	3405
	10
	50
	3405
	N/A
	N/A

	DC_1A-7A_n78A
	1
	1977.5
	5
	25
	2167.5
	N/A
	N/A

	
	7
	2507.5
	5
	25
	2627.5
	9.1
	IMD4


	
	n78
	3305
	10
	50
	3305
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	8.7
	IMD4


	
	7
	2510
	10
	50
	2630
	N/A
	N/A

	
	n78
	3580
	10
	50
	3580
	N/A
	N/A

	DC_1A-8A_n78A
	1
	1945
	5
	25
	2135
	N/A
	N/A

	
	8
	900
	5
	25
	945
	N/A
	N/A

	
	n78
	3745
	10
	52
	3745
	14.9
	IMD3

	
	1
	1940
	5
	25
	2130
	N/A
	N/A

	
	8
	895
	5
	25
	940
	3.3
	IMD5

	
	n78
	3380
	10
	52
	3330
	N/A
	N/A

	DC_1A-3A_n79A 
	1
	1950
	5
	25
	2140
	3.6
	IMD5

	
	3
	1750
	5
	25
	1845
	N/A
	N/A

	
	n79
	4860
	40
	216
	4860
	N/A
	N/A

	DC_1A-18A_n77A
	1
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	18
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD5

	
	n77
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	1
	1930
	5
	25
	2120
	16.4
	IMD3

	
	18
	825
	5
	25
	870
	N/A
	N/A

	
	n77
	3770
	10
	50
	3770
	N/A
	N/A

	DC_1A-18A_n78A
	1
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	18
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD5

	
	n78
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	1
	1930
	5
	25
	2120
	16.4
	IMD3

	
	18
	819
	5
	25
	864
	N/A
	N/A 

	
	n78
	3758
	10
	50
	3758
	N/A
	N/A 

	DC_1A-18A_n79A
	1
	1935
	5
	25
	2125
	N/A
	N/A 

	
	18
	822.5
	5
	25
	867.5
	18.3
	IMD3

	
	n79
	4737.5
	40
	216
	4737.5
	N/A
	N/A 

	
	1
	1930
	5
	25
	2120
	N/A
	N/A 

	
	18
	820
	5
	25
	865
	8.9
	IMD4

	
	n79
	4925
	40
	216
	4925
	N/A
	N/A 

	
	1
	1935
	5
	25
	2125
	8.1
	IMD4

	
	18
	822.5
	5
	25
	867.5
	N/A
	N/A

	
	n79
	4592.5
	40
	216
	4592.5
	N/A
	N/A

	DC_1A-19A_n77A
DC_1A-19A_n78A
	1
	1940
	5
	25
	2130
	17.8
	IMD3

	
	19
	832.5
	5
	25
	877.5
	N/A
	N/A

	
	n77, n78
	3795
	10
	50
	3795
	N/A
	N/A

	
	1
	1940
	5
	25
	2130
	N/A
	N/A

	
	19
	835
	5
	25
	880
	5.1
	IMD5

	
	N77, n78
	3350
	10
	50
	3350
	N/A
	N/A

	DC_1A-19A_n79A
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	19
	837.5
	5
	25
	882.5
	18.3
	IMD3

	
	n79
	4782.5
	40
	216
	4782.5
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	8.1
	IMD4

	
	19
	837.5
	5
	25
	882.5
	N/A
	N/A

	
	n79
	4652.5
	40
	216
	4652.5
	N/A
	N/A

	DC_1A-20A_n78A
	1
	1930
	5
	25
	2120
	20.3
	IMD3

	
	20
	835
	5
	25
	794
	N/A
	N/A

	
	n78
	3790
	10
	50
	3790
	N/A
	N/A

	DC_1A-20A_n78A
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	20
	851
	5
	25
	810
	3.0
	IMD5

	
	n78
	3330
	10
	50
	3330
	N/A
	N/A

	DC_1A-21A_n77A
DC_1A-21A_n78
A
	1
	1964.6
	5
	25
	2154.6
	30.6
	IMD2

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n77, n78
	3605
	10
	50
	3605
	N/A
	N/A

	
	1
	1964.6
	5
	25
	2154.6
	3.6
	IMD5

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n77, n78
	3647
	10
	50
	3647
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	21
	1452
	5
	25
	1500
	31.5
	IMD2

	
	n77, n78
	3450
	10
	50
	3450
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	21
	1452
	5
	25
	1500
	2.9
	IMD5

	
	n77, n78
	3675
	10
	50
	3675
	N/A
	N/A

	DC_1A-21A_n79A
	1
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD4

	
	n79
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	DC_1A-28A_n77A
	1
	1960
	5
	25
	2150
	15.8
	IMD3

	
	28
	740
	5
	25
	795
	N/A
	N/A

	
	n77
	3630
	10
	50
	3630
	N/A
	N/A

	DC_1A-28A_n77A
	1
	1960
	5
	25
	2150
	N/A
	N/A

	
	28
	725
	5
	25
	780
	4.3
	IMD5

	
	n77
	3330
	10
	50
	3330
	N/A
	N/A

	DC_1A-28A_n78A
	1
	1960
	5
	25
	2150
	15.7
	IMD3

	
	28
	740
	5
	25
	795
	N/A
	N/A

	
	n78
	3630
	10
	50
	3630
	N/A
	N/A

	DC_1A-28A_n78A
	1
	1970
	5
	25
	2160
	N/A
	N/A

	
	28
	739
	5
	25
	794
	4.2
	IMD5

	
	n78
	3352
	10
	50
	3352
	N/A
	N/A

	DC_1A_n28A-n78A
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	n28
	733
	5
	25
	788
	N/A
	N/A

	
	n78
	3416
	10
	50
	3416
	15.7
	IMD3

	
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	n78
	3320
	10
	50
	3320
	N/A
	N/A

	
	n28
	735
	5
	25
	790
	3.3
	IMD5

	DC_1A-28A_n79A
	1
	1930
	5
	25
	2120
	N/A 
	N/A 

	
	28
	733
	5
	25
	788
	15.2
	IMD3

	
	n79
	4648
	40
	216
	4648
	N/A 
	N/A 

	
	1
	1925
	5
	25
	2115
	N/A 
	N/A 

	
	28
	740
	5
	25
	795
	10.0
	IMD4

	
	n79
	4980
	40
	216
	4980
	N/A 
	N/A 

	
	1
	1977.5
	5
	25
	2167.5
	1.2
	IMD4

	
	28
	745.5
	5
	25
	800.5
	N/A
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A 
	N/A

	
	1
	1935
	5
	25
	2125
	4.5
	IMD5

	
	28
	718
	5
	25
	773
	N/A
	N/A

	
	n79
	4807
	40
	216
	4807
	N/A 
	N/A

	DC_1A-41A_n77A
	1
	1970
	5
	25
	2160
	N/A
	N/A

	
	n77
	3400
	10
	50
	3400
	N/A
	

	
	41
	2510
	5
	25
	2510
	11.0
	IMD4

	
	1
	1950
	5
	25
	2140
	9.3
	IMD4

	
	n77
	3710
	10
	50
	3710
	N/A
	N/A

	
	41
	2640
	5
	25
	2640
	N/A
	N/A

	
	1
	1930
	5
	25
	2120
	N/A
	N/A

	
	n77
	4150
	10
	50
	4150
	N/A
	

	
	41
	2510
	5
	25
	2510
	3.6
	IMD5

	DC_1A-41A_n78A
	1
	1950
	5
	25
	2140
	9.3
	IMD4

	
	41
	2640
	5
	25
	2640
	N/A
	N/A

	
	n78
	3710
	10
	50
	3710
	N/A
	N/A

	
	1
	1975
	5
	25
	2165
	N/A
	N/A

	
	41
	2515
	5
	25
	2515
	12
	IMD4

	
	n78
	3410
	10
	50
	3410
	N/A
	N/A

	DC_1A-41A_n78A
	1
	1955
	5
	25
	2145
	8.7
	IMD4

	
	41
	2507.5
	10
	50
	2507.5
	N/A
	N/A

	
	n78
	3580
	10
	50
	3580
	N/A
	N/A

	DC_1A-41A_n79A
	1
	1970
	5
	25
	2160
	N/A
	N/A

	
	n79
	4500
	40
	216
	4500
	N/A
	

	
	41
	2530
	5
	25
	2530
	29.4
	IMD2

	DC_1A-42A_n79A
	1
	1977.5
	5
	25
	2167.5
	N/A
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	N/A

	
	42
	3490
	5
	25
	3490
	4.8
	IMD5

	
	42
	3402.5
	5
	25
	3402.5
	N/A
	N/A

	
	n79
	4640
	40
	216
	4640
	N/A
	N/A

	
	1
	1975
	5
	25
	2165
	15.5
	IMD3

	
	42
	3450
	5
	25
	3450
	N/A
	N/A

	
	n79
	4520
	40
	216
	4520
	N/A
	N/A

	
	1
	1950
	5
	25
	2140
	9.3
	IMD4

	DC_1A_n78A-n79A
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	n78
	3410
	10
	50
	3410
	N/A
	N/A

	
	n79
	4870
	40
	216
	4870
	15.9
	IMD3

	
	1
	1950
	5
	25
	2140
	N/A
	N/A

	
	n79
	4670
	40
	216
	4670
	N/A
	N/A

	
	n78
	3490
	10
	50
	3490
	4.6
	IMD5

	DC_2A-12A_n66A
	2
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD4

	
	12
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	n66
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	DC_3A-5A_n78A
	3
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD3

	
	5
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	n78
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	DC_3A-7A_n28A
	3
	1712.5
	5
	25
	1807.5
	N/A
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	N/A

	
	7
	2562
	10
	50
	2682
	16.9
	IMD3

	
	7
	2543
	10
	50
	2663
	N/A
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	N/A

	
	3
	1737.5
	5
	25
	1832.5
	26.0
	IMD2

	DC_3A-7A_n78A
DC_3C-7A_n78A DC_3C-7C_n78A
	3
	1725
	5
	25
	1820
	17.6
	IMD3


	
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	N/A

	
	3
	1725
	5
	25
	1820
	8.6
	IMD4


	
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n78
	3475
	10
	50
	3475
	N/A
	N/A

	DC_3A-8A_n78A
	8
	910
	5
	25
	955
	N/A
	N/A

	
	n78
	3640
	10
	50
	3640
	N/A
	N/A

	
	3
	1725
	5
	25
	1820
	16.5
	IMD3

	DC_3A-19A_n77A
DC_3A-19A_n78A
	3
	1775
	5
	25
	1850
	17.3
	IMD3

	
	19
	835
	5
	25
	880
	N/A
	N/A

	
	N77, n78
	3520
	10
	50
	3520
	N/A
	N/A

	DC_3A-19A_n79A
	3
	1775
	5
	25
	1870
	N/A
	N/A

	
	19
	840
	5
	25
	885
	18.5
	IMD3

	
	n79
	4435
	40
	216
	4435
	N/A
	N/A

	
	3
	1782.5
	5
	25
	1877.5
	0.25.5
	IMD4

	
	19
	842.5
	5
	25
	887.5
	N/A
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	N/A

	DC_3A-20A_n28A
	20
	852
	5
	25
	811
	N/A
	N/A

	
	n28
	728
	5
	25
	783
	N/A
	N/A

	
	3
	1733
	5
	25
	1828
	9.4
	IMD4

	DC_3A-20A_n78A
DC_3C-20A_n78A
	3
	1725
	5
	25
	1820
	17.3
	IMD3


	
	20
	845
	5
	25
	804
	N/A
	N/A

	
	n78
	3510
	10
	50
	3510
	N/A
	N/A

	DC_3A-21A_n77A
DC_3A-21A_n78A
	3
	1767.5
	5
	25
	1862.5
	N/A
	N/A

	
	21
	1459.5
	5
	25
	1507.5
	8.8
	IMD42

	
	n77, n78
	3795
	10
	50
	3795
	N/A
	N/A

	
	3
	1767.5
	5
	25
	1862.5
	30.8
	IMD2

	
	21
	1459.5
	5
	25
	1507.5
	N/A
	N/A

	
	N77, n78
	3322
	10
	50
	3322
	N/A
	N/A

	DC_3A-21A_n77A
	3
	1771.6
	5
	25
	1866.6
	3.4
	IMD5

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n77
	3935
	10
	50
	3935
	N/A
	N/A

	DC_3A-21A_n79A
	3
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD3

	
	n79
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	3
	1774.2
	5
	25
	1869.2
	17.8
	IMD3

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	N/A

	DC_3A-28A_n77A
	3
	1712.5
	5
	25
	1807.5
	N/A
	N/A

	
	28
	715
	5
	25
	770
	15.3
	IMD3

	
	n77
	4195
	10
	50
	4195
	N/A
	N/A

	
	3
	1755
	5
	25
	1850
	17.0
	IMD3

	
	28
	735
	5
	25
	790
	N/A
	N/A

	
	n77
	3320
	10
	50
	3320
	N/A
	N/A

	DC_3A-28A_n78A
	3
	1775
	5
	25
	1870
	17.3
	IMD3

	
	28
	740
	5
	25
	760
	N/A
	N/A

	
	n78
	3350
	10
	25
	3350
	N/A
	N/A

	DC_3A-28A_n79A
	3
	1770
	5
	25
	1865
	N/A
	N/A

	
	28
	725
	5
	25
	780
	10.3
	IMD4

	
	n79
	4530
	40
	216
	4530
	N/A
	N/A

	
	3
	1775
	5
	25
	1870
	5.7
	IMD5

	
	28
	725
	5
	25
	780
	N/A
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	N/A

	DC_3A_n28A-n78A
	3
	1750
	5
	25
	1845
	N/A
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	N/A

	
	n78
	3764
	10
	50
	3764
	4.5
	IMD5

	DC_3A-41A_n78A
	41
	2620
	5
	25
	2620
	N/A
	N/A

	
	n78
	3400
	10
	50
	3400
	N/A
	N/A

	
	3
	1745
	5
	25
	1840
	16.4
	IMD3


	DC_3A_n78A-n79A
	3
	1770
	5
	25
	1865
	N/A
	N/A

	
	n78
	3340
	10
	50
	3340
	N/A
	N/A

	
	n79
	4910
	40
	216
	4910
	16.3
	IMD3

	
	3
	1770
	5
	25
	1865
	N/A
	N/A

	
	n79
	4510
	40
	216
	4510
	N/A
	N/A

	
	n78
	3710
	10
	50
	3710
	4.2
	IMD5

	DC_3A-SUL_n78A-n82A
	3
	1775
	5
	25
	1870
	4
	IMD4

	
	n82
	840
	5
	25
	
	N/A
	N/A

	DC_3A-21A_n79A 
	3
	1774.2
	5
	25
	1869.2
	17.8
	IMD3

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	N/A

	DC_5A-7A_n78A
	5
	844
	5
	25
	889
	N/A 
	N/A 

	
	7
	2525
	5
	25
	2645
	30.1
	IMD2
 

	
	n78
	3489
	10
	50
	3489
	N/A 
	N/A 

	
	5
	834
	5
	25
	879
	30.2
	IMD2


	
	7
	2550
	5
	25
	2670
	N/A
	N/A

	
	n78
	3429
	10
	50
	3429
	N/A
	N/A

	
	5
	830
	5
	25
	875
	3.3
	IMD5


	
	7
	2525
	5
	25
	2645
	N/A
	N/A

	
	n78
	3350
	10
	50
	3350
	N/A
	N/A

	DC_5A_41A_n78A
	5
	860
	5
	25
	885
	30.2
	IMD2

	
	41
	2615
	5
	25
	2615
	N/A
	N/A

	
	n78
	3500
	10
	50
	3500
	N/A
	N/A

	
	5
	856.5
	5
	25
	881.5
	3.1
	IMD5

	
	41
	2620.5
	5
	25
	2620.5
	N/A
	N/A

	
	n78
	3490
	10
	50
	3490
	N/A
	N/A

	DC_7A-20A_n28A
	20
	842
	5
	25
	801
	N/A
	N/A

	
	n28
	728
	5
	25
	783
	N/A
	N/A

	
	7
	2520
	10
	50
	2640
	5.9
	IMD5

	DC_7A-20A_n78A
	7
	2560
	5
	25
	2680
	N/A
	N/A

	
	20
	851
	5
	25
	810
	30.5
	IMD2


	
	n78
	3370
	10
	50
	3370
	N/A
	N/A

	DC_7A-20A_n78A
	7
	2560
	5
	25
	2680
	N/A
	N/A

	
	20
	851
	5
	25
	810
	3.0
	IMD5


	
	n78
	3435
	10
	50
	3435
	N/A
	N/A

	DC_7A-20A_n78A
	7
	2555
	5
	25
	2675
	30.8
	IMD2


	
	20
	845
	5
	25
	804
	N/A
	N/A

	
	n78
	3520
	10
	50
	3520
	N/A
	N/A

	DC_7A-28A_n78A
	7
	2567.5
	5
	25
	2687.5
	N/A
	N/A

	
	28
	727.5
	5
	25
	782.5
	28.8
	IMD2

	
	n78
	3350
	10
	50
	3350
	N/A
	N/A

	
	7
	2567.5
	5
	25
	2687.5
	N/A
	N/A

	
	28
	727.5
	5
	25
	782.5
	3.0
	IMD5

	
	n78
	3460
	10
	50
	3460
	N/A
	N/A

	
	7
	2530
	5
	25
	2650
	30.5
	IMD2

	
	28
	740
	5
	25
	795
	N/A
	N/A

	
	n78
	3390
	10
	50
	3390
	N/A
	N/A

	DC_7A_n28A-n78A
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n28
	745
	5
	25
	800
	N/A
	N/A

	
	n78
	3310
	10
	50
	3310
	29.7
	IMD2

	
	7
	2565
	5
	25
	2685
	N/A
	N/A

	
	n78
	3365
	10
	50
	3365
	N/A
	N/A

	
	n28
	745
	5
	25
	800
	28.8
	IMD2

	DC_7A-46A_n78A6
	7
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	46
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD2, IMD5

	
	n78
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	DC_18A-28A_n77A
	18
	820
	5
	25
	865
	N/A
	N/A

	
	28
	723
	5
	25
	778
	4.4
	IMD5

	
	n77
	4058
	10
	50
	4058
	N/A
	N/A

	DC_18A-28A_n77A
	18
	820
	5
	25
	865
	3.9
	IMD5

	
	28
	723
	5
	25
	778
	N/A
	N/A

	
	n77
	3757
	10
	50
	3757
	N/A
	N/A

	DC_18A-28A_n78A
	18
	819
	5
	25
	864
	3.8
	IMD5

	
	28
	723
	5
	25
	778
	N/A
	N/A

	
	n78
	3756
	10
	50
	3756
	N/A
	N/A

	DC_19A-21A_n77A
DC_19A-21A_n78A
	19
	837.5
	5
	25
	882.5
	18.7
	IMD3

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n77, n78
	3783.3
	10
	50
	3783.3
	N/A
	N/A

	
	19
	837.5
	5
	25
	882.5
	13.2
	IMD4

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	N/A

	
	n77, n78
	3468.7
	10
	50
	3468.7
	N/A
	N/A

	DC_19A-21A_n77A
	19
	837.5
	5
	25
	882.5
	N/A
	N/A

	
	21
	1454.5
	5
	25
	1502.5
	9.0
	IMD4

	
	n77
	4015
	10
	50
	4015
	N/A
	N/A

	DC_19A-21A_n79A
	19
	N/A
	N/A
	N/A
	N/A
	N/A
	IMD5

	
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	n79
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	19
	837.5
	5
	25
	882.2
	N/A
	N/A

	
	21
	1452
	5
	25
	1500
	3.8
	IMD5

	
	n79
	4850
	40
	216
	4850
	N/A
	N/A

	DC_21A-28A_n77A
	21
	1452
	5
	25
	1500
	N/A
	N/A

	
	28
	730.5
	5
	25
	785.5
	16.9
	IMD3

	
	n77
	3689.5
	10
	50
	3689.5
	N/A
	N/A

	
	21
	1450.5
	5
	25
	1498.5
	9.9
	IMD4

	
	28
	730.5
	5
	25
	785.5
	N/A
	N/A

	
	n77
	3690
	10
	50
	3690
	N/A
	N/A

	DC_21A-28A_n79A
	21
	1450
	5
	25
	1498
	5.2
	IMD5

	
	28
	730.5
	5
	25
	785.5
	N/A
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	N/A

	DC_28A-42A_79A
	28
	730
	5
	25
	785
	N/A
	N/A

	
	42
	3420
	5
	25
	3420
	15.3
	IMD3

	
	n79
	4880
	40
	216
	4880
	N/A
	N/A

	
	28
	745
	5
	25
	800
	16.2
	IMD2

	
	42
	3597.5
	5
	25
	3597.5
	N/A
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	N/A

	DC_19A_n78A-n79A
	19
	835
	5
	25
	880
	N/A
	N/A

	
	n78
	3680
	10
	50
	3680
	N/A
	N/A

	
	n79
	4515
	40
	216
	4515
	29.3
	IMD2

	
	19
	835
	5
	25
	880
	N/A
	N/A

	
	n79
	4550
	40
	216
	4550
	N/A
	N/A

	
	n78
	3715
	10
	50
	3715
	28.8
	IMD2

	DC_20A_n28A-n78A, DC_20A_SUL_n78A-n83A
	20
	857
	5
	25
	816
	N/A
	N/A

	
	n28, n83
	743
	5
	25
	798
	N/A
	N/A

	
	n78
	3314
	10
	50
	3314
	8.7
	IMD4

	
	20
	837
	5
	25
	796
	N/A
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	N/A

	
	n28
	744
	5
	25
	799
	9.4
	IMD4

	DC_21A_n78A-n79A
	21
	1453
	5
	25
	1501
	N/A
	N/A

	
	n78
	3420
	10
	50
	3420
	N/A
	N/A

	
	n79
	4873
	40
	216
	4873
	30.1
	IMD2

	
	21
	1453
	5
	25
	1501
	N/A
	N/A

	
	n79
	4940
	40
	216
	4940
	N/A
	N/A

	
	n78
	3487
	10
	50
	3487
	29.8
	IMD2

	NOTE 1:	For NR band, UL/DL BW and UL LCRB can be adjusted according to the supported BW and lowest SCS supported by the UE.
NOTE 2:	This band is subject to IMD5 also which MSD is not specified.



<Unchanged sections are omitted>
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