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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#103 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	2163
	1
	Rel-17
	Compensating for post antenna connector gain impact to unwanted emissions for n101 band
	F
	17.12.0
	RAN4#110
	R4-2403694
	Vodafone, Deutsche Telekom, Orange, Telia Company, KPN, Telecom Italia
	NR_RAIL_EU_1900MHz_TDD
	6.1, Annex X (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.101-1
	2189
	-
	Rel-18
	Compensating for post antenna connector gain impact to unwanted emissions for n101 band
	A
	18.4.0
	RAN4#110
	R4-2403904
	Vodafone, Deutsche Telekom, Orange, Telia Company, KPN, Telecom Italia
	NR_RAIL_EU_1900MHz_TDD, NR_RAIL_HPUE_n100_n101
	6.1, Annex X (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.101-2
	0701
	-
	Rel-18
	CR to TS 38.101-2 Correction on beam correspondence for RedCap Rel-18
	A
	18.4.0
	RAN4#110
	R4-2400525
	Sony, Ericsson
	NR_redcap-Core
	
	

	38.104
	0562
	-
	Rel-17
	(NR_RAIL_EU_900MHz-Core) CR to TS 38.104 on additional unwanted emission limits for band n100
	F
	17.12.0
	RAN4#110
	R4-2400683
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_900MHz-Core
	6.6.4.2.5.7
	TS/TR ... CR ...; TS 38.141-1 CR ...; TS/TR ... CR ... 

	38.104
	0563
	-
	Rel-18
	(NR_RAIL_EU_900MHz-Core) CR to TS 38.104 on additional unwanted emission limits for band n100
	A
	18.4.0
	RAN4#110
	R4-2400684
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_900MHz-Core
	6.6.4.2.5.7
	TS/TR ... CR ...; TS 38.141-1 CR ...; TS/TR ... CR ... 

	38.104
	0595
	1
	Rel-17
	(NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core) CR to TS 38.104: correction on n100/n101 deployment aspects and additional n100 OBUE requirement, Rel-17
	F
	17.12.0
	RAN4#110
	R4-2403697
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core
	3, 6.2.1, 6.2.4
	TS38.141-1 CR0431

	38.104
	0596
	1
	Rel-18
	(NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core) CR to TS 38.104: correction on n100/n101 deployment aspects and additional n100 OBUE requirement, Rel-18
	A
	18.4.0
	RAN4#110
	R4-2403698
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core
	3, 6.2.1, 6.2.4
	TS38.141-1 CR0431

	38.133
	4101
	1
	Rel-17
	(NR_redcap-Core) Correction to RedCap core requirements_R17
	F
	17.12.0
	RAN4#110
	R4-2403400
	Huawei, HiSilicon
	NR_redcap-Core
	6.1D.1.3, 9.11A.2
	TS/TR ... CR ... ; TS 38.533; TS/TR ... CR ... 

	38.133
	4102
	-
	Rel-18
	(NR_redcap-Core) Correction to RedCap core requirements_R18
	A
	18.4.0
	RAN4#110
	R4-2401303
	Huawei, HiSilicon
	NR_redcap-Core
	6.1D.1.3, 9.11A.2
	TS/TR ... CR ... ; TS 38.533; TS/TR ... CR ... 

	38.133
	4113
	-
	Rel-18
	(NR_redcap-Core) Correction on relaxation measurement requirements for RedCap inactive UE with idle eDRX>10.24s
	A
	18.4.0
	RAN4#110
	R4-2401356
	Huawei, HiSilicon
	NR_redcap-Core
	5.1B.2.9, 5.1B.2.10, 5.1B.2.11
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4156
	-
	Rel-18
	(NR_redcap-Core) CR on handover requirements for RedCap
	A
	18.4.0
	RAN4#110
	R4-2401629
	vivo
	NR_redcap-Core
	6.1D.1
	TS/TR ... CR ... ; TS 38.533 ; TS/TR ... CR ... 

	38.133
	4182
	-
	Rel-18
	Corrections in RRC_INACTIVE for RedCap
	A
	18.4.0
	RAN4#110
	R4-2401857
	Nokia, Nokia Shanghai Bell
	NR_redcap-Core
	
	

	38.141-1
	0411
	-
	Rel-17
	(NR_RAIL_EU_900MHz-Perf) CR to TS 38.141-1 on additional unwanted emission limits for band n100
	F
	17.12.0
	RAN4#110
	R4-2400685
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_900MHz-Perf
	6.6.4.5.6.7
	TS 38.104 CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.141-1
	0412
	-
	Rel-18
	(NR_RAIL_EU_900MHz-Perf) CR to TS 38.141-1 on additional unwanted emission limits for band n100
	A
	18.4.0
	RAN4#110
	R4-2400686
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_900MHz-Perf
	6.6.4.5.6.7
	TS 38.104 CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.141-1
	0431
	1
	Rel-17
	(NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf)  CR to TS 38.141-1: correction on n100/n101 deployment aspects and additional n100 OBUE requirement, Rel-17
	F
	17.12.0
	RAN4#110
	R4-2403699
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf
	3, 6.2.1
	38.104 CR0595

	38.141-1
	0432
	1
	Rel-18
	(NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf)  CR to TS 38.141-1: correction on n100/n101 deployment aspects and additional n100 OBUE requirement, Rel-18
	A
	18.4.0
	RAN4#110
	R4-2403700
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf
	3, 6.2.1
	38.104 CR0595

	38.852
	0007
	-
	Rel-17
	(NR_RAIL_EU_1900MHz_TDD-Core) CR to TR 38.852 on correction of reference to EU Decision
	F
	17.3.0
	RAN4#110
	R4-2400681
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_1900MHz_TDD-Core
	4.1, 4.2
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.852
	0008
	1
	Rel-17
	(NR_RAIL_EU_1900MHz_TDD-Core) CR to TR 38.852: Corrections on FRMCS n101 deployment aspects and related output power limits, Rel-17
	F
	17.3.0
	RAN4#110
	R4-2403695
	Huawei, HiSilicon
	NR_RAIL_EU_1900MHz_TDD-Core
	2, 7.1.2.1, 9, 10
	

	38.852
	0009
	1
	Rel-17
	(NR_RAIL_EU_1900MHz_TDD-Core) CR to TR 38.852: complementary update for the n101 cab-radio aspects, Rel-17
	F
	17.3.0
	RAN4#110
	R4-2403702
	Huawei, HiSilicon
	NR_RAIL_EU_1900MHz_TDD-Core
	1, 2, 4.1, 4.2, 4.3, 5, 6, 7.1, 7.2, 10
	

	38.853
	0007
	-
	Rel-17
	(NR_RAIL_EU_900MHz-Core) CR to TR 38.853 on correction of reference to EU Decision
	F
	17.3.0
	RAN4#110
	R4-2400682
	Nokia, Nokia Shanghai Bell
	NR_RAIL_EU_900MHz-Core
	4.1, 4.2
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.853
	0008
	1
	Rel-17
	(NR_RAIL_EU_900MHz-Core) CR to TR 38.853: Corrections on FRMCS n100 deployment aspects and related output power limits, Rel-17
	F
	17.3.0
	RAN4#110
	R4-2403696
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core
	1, 2, 7.1.2.1, 7.1.2.1.2, 9, 10
	

	38.853
	0009
	1
	Rel-17
	(NR_RAIL_EU_900MHz-Core) CR to TR 38.853: complementary update for the n100 cab-radio aspects, Rel-17
	F
	17.3.0
	RAN4#110
	R4-2403703
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core
	2, 4.1, 4.2, 4.3, 5, 7.1.1, 7.1.2.1.3, 7.1.3.1, 7.2, 10
	


