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<<start of change>>
[bookmark: _Toc75466970][bookmark: _Toc76508992][bookmark: _Toc76717982][bookmark: _Toc83580292][bookmark: _Toc84404801][bookmark: _Toc84413410]3	Definitions, symbols and abbreviations
[bookmark: _Toc21344179][bookmark: _Toc29801663][bookmark: _Toc29802087][bookmark: _Toc29802712][bookmark: _Toc36107454][bookmark: _Toc37251213][bookmark: _Toc45887992][bookmark: _Toc45888591][bookmark: _Toc61367231][bookmark: _Toc61372614][bookmark: _Toc68230554][bookmark: _Toc69083967][bookmark: _Toc75466973][bookmark: _Toc76508995][bookmark: _Toc76717985][bookmark: _Toc83580295][bookmark: _Toc84404804][bookmark: _Toc84413413]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
ATG	Air-To-Ground
BS	Base Station
BW	Bandwidth
BWP	Bandwidth Part
CA	Carrier Aggregation
CA_nX-nY	Inter-band CA of component carrier(s) in one sub-block within Band nX and component carrier(s) in one sub-block within Band nY where nX and nY are the applicable NR operating bands
CC	Component Carriers
CG	Carrier Group
CP-OFDM	Cyclic Prefix-OFDM
CW	Continuous Wave
DC	Dual Connectivity
DFT-s-OFDM	Discrete Fourier Transform-spread-OFDM
DM-RS	Demodulation Reference Signal
DTX	Discontinuous Transmission
E-UTRA	Evolved UTRA
EIRP	Equivalent Isotropically Radiated Power
EVM	Error Vector Magnitude
FR	Frequency Range
FRC	Fixed Reference Channel
FWA	Fixed Wireless Access
GSCN	Global Synchronization Channel Number
HD	Half Duplex
IBB	In-band Blocking
IDFT	Inverse Discrete Fourier Transformation
ITS	Intelligent Transportation System
ITU‑R	Radiocommunication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MCG	Master Cell Group
MOP	Maximum Output Power
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
NR	New Radio
NR-ARFCN	NR Absolute Radio Frequency Channel Number
NS	Network Signalling
OCNG	OFDMA Channel Noise Generator
OOB	Out-of-band
P-MPR	Power Management Maximum Power Reduction
PRB	Physical Resource Block
PS	Public Safety
PSBCH	Physical Sidelink Broadcast CHannel
PSCCH	Physical Sidelink Control CHannel
PSFCH	Physical Sidelink Feedback CHannel
PSSCH	Physical Sidelink Shared CHannel
QAM	Quadrature Amplitude Modulation
RE	Resource Element
REFSENS	Reference Sensitivity
RedCap	Reduced Capability
RF	Radio Frequency
RMS	Root Mean Square (value)
RSRP	Reference Signal Receiving PowerRx	Receiver
Rx	Receiver
SC	Single Carrier
SCG	Secondary Cell Group
SCS	Subcarrier spacing
SDL	Supplementary Downlink
SEM	Spectrum Emission Mask
SL	Sidelink
SL-U                   Sidelink at unlicensed band
SL-MIMO	Sidelink-Multiple Antenna transmission
SNR	Signal-to-Noise Ratio
SRS	Sounding Reference Symbol
SS	Synchronization Symbol
S-SSB	Sidelink Synchronization Signal Block
SUL	Supplementary uplink
TAB	Transceiver Array Boundary
TAE	Time Alignment Error 
TAG	Timing Advance Group
Tx	Transmitter
TxD	Tx Diversity
UAS	Uncrewed Aircraft Systems
UAV	Uncrewed Aerial Vehicle
UL MIMO	Uplink Multiple Antenna transmission
ULFPTx	Uplink Full Power Transmission
USS	UAS Service Supplier
V2X	Vehicle to Everything
5.2E.2F	Operating bands for SL-U con-current operation
For NR SL-U inter-band con-current operation, NR sidelink in the unlicensed operating band is designed to operate concurrently with NR uplink/downlink on the operating band combinations are listed in Table 5.2E.2F-1.
Table 5.2E.2F-1 SL-U Inter-band con-current operating bands
	NR SL inter-band con-current operating Band
	NR Operating Band
	Interface

	SL_n78-n46
	n78
	Uu

	
	n46
	PC5




5.3E.1A	Channel bandwidth for Sidelink CA
For NR SL CA operation, the SL CA channel bandwidths for each band are specified in Table 5.3E.1A-1. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path.
Table 5.3E.1A-1 NR SL intra-band contiguous CA operating bands for SL CA in FR1
	Sidelink CA configuration / Bandwidth combination set

	Sidelink CA configuration 
	Sidelink CA configuration for TX
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz](MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz](MHz)
	Channel bandwidths for carrier [MHz](MHz)
	Channel bandwidths for carrier [MHz](MHz)
	Channel bandwidths for carrier [MHz](MHz)
	
	

	SL_n47B
	SL_n47B
	10
	10, 20,30
	
	
	70
	0

	
	
	[20]
	[20,30]
	
	
	
	

	
	
	30
	30,40
	
	
	
	


5.3E.1F	Channel bandwidth for Sidelink Unlicensed
NR SL-U Channel bandwidths for each band are specified in Table 5.3E.1F-1. The same (symmetrical) channel bandwidth is specified for both the transmission and reception path.
Table 5.3E.1F-1 NR SL-U channel bandwidth
	
	
	SL-U band /channel bandwidth

	NR SL-U Operating Band
	SCS kHz
	10 MHz
	20 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n46
	15
	
	20
	
	40
	
	
	
	
	

	
	30
	
	20
	
	40
	
	60
	80
	
	1001

	
	60
	
	20
	
	40
	
	60
	80
	
	1001

	n96
	15
	
	20
	
	40
	
	
	
	
	

	
	30
	
	20
	
	40
	
	60
	80
	
	1001

	
	60
	
	20
	
	40
	
	60
	80
	
	1001

	n102
	15
	
	20
	
	40
	
	
	
	
	

	
	30
	
	20
	
	40
	
	60
	80
	
	1001

	
	60
	
	20
	
	40
	
	60
	80
	
	1001

	NOTE 1: This UE channel bandwidth is optional in this release of the specification.



The nominal intra-cell guard bands in Table 5.3.3-2 are applicable when the IE intraCellGuardBandsSL-List for the sidelink is not provided, as specified in [10]. If configured for the sidelink by the IE intraCellGuardBandsSL-List [7], the applicable intra-cell guard bands and corresponding RB-set(s) shall be in accordance with Table 5.3.3-3.

[bookmark: _Toc45888049][bookmark: _Toc45888648][bookmark: _Toc61367289][bookmark: _Toc61372672][bookmark: _Toc68230612][bookmark: _Toc69084025][bookmark: _Toc75467032][bookmark: _Toc76509054][bookmark: _Toc76718044][bookmark: _Toc83580354][bookmark: _Toc84404863][bookmark: _Toc84413472]5.4E.2	Channel raster
[bookmark: _Toc45888050][bookmark: _Toc45888649][bookmark: _Toc61367290][bookmark: _Toc61372673][bookmark: _Toc68230613][bookmark: _Toc69084026][bookmark: _Toc75467033][bookmark: _Toc76509055][bookmark: _Toc76718045][bookmark: _Toc83580355][bookmark: _Toc84404864][bookmark: _Toc84413473]5.4E.2.1	NR-ARFCN and channel raster
For NR V2X, the NR-ARFCN and channel raster requirements in clause 5.4.2.1 apply for each operating band.
For NR V2X UE, the reference frequency can be shifted by configuration.
FREF_V2X = FREF + Δshift + N * 5 kHz
where
Δshift = 0 kHz or 7.5 kHz indicated in IE (frequencyShift7p5khz), and
N can be set as one of following values {-1, 0, 1}, which are signalled by the network in higher layer parameters or configured by pre-configuration parameters.
[bookmark: _Toc45888051][bookmark: _Toc45888650][bookmark: _Toc61367291][bookmark: _Toc61372674][bookmark: _Toc68230614][bookmark: _Toc69084027][bookmark: _Toc75467034][bookmark: _Toc76509056][bookmark: _Toc76718046][bookmark: _Toc83580356][bookmark: _Toc84404865][bookmark: _Toc84413474]5.4E.2.1A	VoidNR-ARFCN and channel raster for Sidelink CA
For NR SL intra-band contiguous CA operation, the NR-ARFCN and channel raster requirements in clause 5.4E.2.1 apply for each component carrier.
5.4E.2.1F	VoidNR-ARFCN and channel raster for Sidelink Unlicensed
For NR SL-U operation, the general requirements in clause 5.4.2  are applied.
NR-ARFCN and channel raster requirements in clause 5.4.2.1 are applied for NR SL-U with following exception:
-	N*5kHz/7.5kHz frequency raster shift, which can be used in NR V2X in band n47 is not defined for NR SL-U operation in bands n46, n96, n102.
-	Channel raster entries for each operating band requirements in clause 5.4.2.3 are applied for NR SL-U with following exception: Channel raster points for 10MHz CBW in band n46 as defined in Table 5.4.2.3-2 are not applicable for NR SL-U.

5.4E.2.2	Channel raster to resource element mapping
For NR V2X, the channel raster to resource element mapping requirements in clause 5.4.2.2 apply for each operating band.
5.4E.2.2A	VoidChannel raster to resource element mapping for Sidelink CA
For NR SL intra-band contiguous CA operation, the channel raster to resource element mapping requirements in clause 5.4.2.2 apply for each component carrier.
5.4E.2.2F	VoidChannel raster to resource element mapping for Sidelink Unlicensed
The mapping between the RF reference frequency on the channel raster and the corresponding resource element is given in Table 5.4.2.2-1 and can be used to identify the RF channel position. The mapping depends on the total number of RBs that are allocated in the channel and applies to both Tx and Rx for SL. The mapping must apply to at least one numerology supported by the UE.
[bookmark: _Toc45888052][bookmark: _Toc45888651][bookmark: _Toc61367292][bookmark: _Toc61372675][bookmark: _Toc68230615][bookmark: _Toc69084028][bookmark: _Toc75467035][bookmark: _Toc76509057][bookmark: _Toc76718047][bookmark: _Toc83580357][bookmark: _Toc84404866][bookmark: _Toc84413475]5.4E.2.3	Channel raster entries for each operating band
For NR V2X, the channel raster entries requirements in clause 5.4.2.3 apply for each operating band.
The RF channel positions on the channel raster in each NR V2X operating band are given through the applicable NR-ARFCN in Table 5.4.2.3-1, using the channel raster to resource element mapping in clause 5.4.2.2.
For NR V2X operating band n47, ΔFRaster = I × ΔFGlobal, where I ϵ {1}. Every Ith  NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3-1 is given as <I>.
5.4E.2.3A	VoidChannel raster entries for each operating band for Sidelink CA
For NR SL intra-band contiguous CA operation, the channel raster entries requirements in clause 5.4E.2.3 apply for each component carrier.
5.4E.2.3F	VoidChannel raster entries for Sidelink Unlicensed
For NR SL-U operation, the channel raster entries requirements in clause 5.4.2.3 apply for each operating band.
5.4E.2A	Channel raster for Sidelink CA
5.4E.2A.1	NR-ARFCN and channel raster for Sidelink CA
For NR SL intra-band contiguous CA operation, the NR-ARFCN and channel raster requirements in clause 5.4E.2.1 apply for each component carrier.
5.4E.2A.2	Channel raster to resource element mapping for Sidelink CA
For NR SL intra-band contiguous CA operation, the channel raster to resource element mapping requirements in clause 5.4.2.2 apply for each component carrier.
5.4E.2A.3	Channel raster entries for each operating band for Sidelink CA
For NR SL intra-band contiguous CA operation, the channel raster entries requirements in clause 5.4E.2.3 apply for each component carrier.
5.4E.2F	Channel raster for Sidelink Unlicensed
5.4E.2F.1	NR-ARFCN and channel raster for Sidelink Unlicensed
For NR SL-U operation, the general requirements in clause 5.4.2 are applied.
NR-ARFCN and channel raster requirements in clause 5.4.2.1 are applied for NR SL-U with following exception:
-	N*5kHz/7.5kHz frequency raster shift, which can be used in NR V2X in band n47 is not defined for NR SL-U operation in bands n46, n96, n102.
-	Channel raster entries for each operating band requirements in clause 5.4.2.3 are applied for NR SL-U with following exception: Channel raster points for 10MHz CBW in band n46 as defined in Table 5.4.2.3-2 are not applicable for NR SL-U.
5.4E.2F.2	Channel raster to resource element mapping for Sidelink Unlicensed
The mapping between the RF reference frequency on the channel raster and the corresponding resource element is given in Table 5.4.2.2-1 and can be used to identify the RF channel position. The mapping depends on the total number of RBs that are allocated in the channel and applies to both Tx and Rx for SL. The mapping must apply to at least one numerology supported by the UE.
5.4E.2F.3	Channel raster entries for Sidelink Unlicensed
For NR SL-U operation, the channel raster entries requirements in clause 5.4.2.3 apply for each operating band.
6.2E	Transmitter power for V2X
[bookmark: _Toc45888145][bookmark: _Toc45888744][bookmark: _Toc61367389][bookmark: _Toc61372772][bookmark: _Toc68230713][bookmark: _Toc69084126][bookmark: _Toc75467136][bookmark: _Toc76509158][bookmark: _Toc76718148][bookmark: _Toc83580458][bookmark: _Toc84404967][bookmark: _Toc84413576]6.2E.1	UE maximum output power for V2X
[bookmark: _Toc45888146][bookmark: _Toc45888745][bookmark: _Toc61367390][bookmark: _Toc61372773][bookmark: _Toc68230714][bookmark: _Toc69084127][bookmark: _Toc75467137][bookmark: _Toc76509159][bookmark: _Toc76718149][bookmark: _Toc83580459][bookmark: _Toc84404968][bookmark: _Toc84413577]6.2E.1.1	General
When NR V2X UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the allowed NR V2X UE maximum output power is specified in Table 6.2E.1.1-0.
Table 6.2E.1.1-0: NR V2X UE Power Class
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n14
	31
	+2/-3
	
	
	23
	±2

	n38
	
	
	
	
	23
	±2

	n47
	
	
	26
	+2/-3
	23
	±2

	n79
	
	
	
	
	23
	+2/-3



When a UE is configured for NR V2X sidelink transmissions in NR Band n47, the V2X UE shall meet the following additional requirements for transmission within the frequency ranges 5855-5925 MHz:
-	The maximum mean power spectral density shall be restricted to 23 dBm/MHz EIRP when the network signaling value NS_33 is indicated.
where the network signaling values are specified in clause 6.2E.3.
NOTE:	The PSD limit in EIRP shall be converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
For NR V2X UE supporting SL MIMO or Tx diversity, the maximum output power requirements in Table 6.2E.1.1-1 is defined as the sum of the maximum output power from each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). For UE supporting SL MIMO, the requirements shall be met with the SL MIMO configurations specified in Table 6.2D.1-2.
Table 6.2E.1.1-1: NR V2X UE Power Class for SL-MIMO
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	
	
	
	
	
	
	
	
	

	n38
	
	
	
	
	23
	+2/-3
	
	

	n47
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	
	
	23
	+2/-3
	
	



[bookmark: _Toc45888147][bookmark: _Toc45888746][bookmark: _Toc61367391][bookmark: _Toc61372774][bookmark: _Toc68230715][bookmark: _Toc69084128][bookmark: _Toc75467138][bookmark: _Toc76509160][bookmark: _Toc76718150][bookmark: _Toc83580460][bookmark: _Toc84404969][bookmark: _Toc84413578]If the UE transmits on one antenna connector at a time, the requirements in Table 6.2E.1.1-0 shall apply to the active antenna connector.
6.2E.1.1A	VoidUE maximum output power for sidelink CA
For the intra-band SL CA operation, the following NR SL CA UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.1A-1: NR SL CA UE Power Class
	NR SL CA band Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	SL _n47B
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1: PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2: For intra-band SL CA UE, the maximum power requirement apply to the total transmitted power over all component carriers (per UE).



6.2E.1.2	UE maximum output power for V2X con-current operation
For the inter-band NR V2X con-current operation, the maximum output power is specified in Table 6.2E.1.2-1 for each operating band. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-1: Power Class for NR V2X inter-band con-current combination (two bands)
	NR V2X con-current operating band Configuration
	NR band
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n1A-n47A

	n1
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n5A-n47A

	n5
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n8A-n47A

	n8
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n39A-n47A
	n39
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n40A-n47A
	n40
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n41A-n47A
	n41
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n71A-n47A
	n71
	
	
	
	
	23
	+2/-34
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n78A-n47A
	n78
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n79A-n47A
	n79
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	For the con-current band combinations, the simultaneous transmission and reception of sidelink and Uu interfaces can be supported while operation is agnostic of the service used on each interface.
NOTE 2:	PPowerClass is the maximum  output power specified without taking into account the tolerance for each operating band.
NOTE 3:	For inter-band con-current operation, the aggregation power apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



For the intra-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.2-2. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-2: NR V2X UE Power Class for intra-band con-current combination
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance
(dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n79B
	
	
	26
	+2/-32
	23
	+2/-32
	
	

	NOTE 1:	Void.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For intra-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power Class 3 is the default power class unless otherwise stated.



6.2E.1A	UE maximum output power for Sidelink CA
For the intra-band SL CA operation, the following NR SL CA UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1A-1: NR SL CA UE Power Class
	NR SL CA band Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	SL _n47B
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1: PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2: For intra-band SL CA UE, the maximum power requirement apply to the total transmitted power over all component carriers (per UE).



6.2E.1F	UE maximum output power for Sidelink Unlicensed
6.2E.1F.1	General
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of shared spectrum channel access carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1F-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)

	n46
	
	
	
	
	
	
	20
	+2/-3

	n96
	
	
	
	
	
	
	20
	+2/-3

	n102
	
	
	
	
	
	
	20
	+2/-3

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:   Power   class 5 is default power class unless otherwise stated



The UE operating shall meet the following additional requirements for maximum mean transmission power density specified in Table 6.2E.1F-2 when NS is signaled and when transmission overlaps with any portion of the specified frequency range.  In case transmission overlaps multiple frequency ranges, the lowest power density requirement applies.
Table 6.2E.1F-2: Additional requirements for transmit power density
	NR Band
	NS value
	Channel bandwidth (MHz)
	Frequency range (MHz)
	Maximum mean power density (dBm/MHz)

	n46
	NS_31
	20
	5150 - 5230
	10

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	4

	
	
	40
	5150 - 5230
	7

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	4

	
	
	60, 80
	5150 - 5230
	4

	
	
	
	5250 – 5350
	

	
	
	
	5470 – 5725
	

	
	
	
	5725 - 5850
	

	
	
	
	5230 – 5250
	

	n96
	NS_53
	20, 40, 60, 80, 100
	5925 – 7125
	-1

	
	NS_60
	20, 40, 60, 80, 100
	5925 – 7125
	2

	
	NS_61
	20, 40, 60, 80, 100
	5925 - 6425
	1

	n102
	NS_58
	20, 40, 60, 80, 100
	5945 – 6425
	10



6.2E.1.2	UE maximum output power for V2X con-current operation
For the inter-band NR V2X con-current operation, the maximum output power is specified in Table 6.2E.1.2-1 for each operating band. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-1: Power Class for NR V2X inter-band con-current combination (two bands)
	NR V2X con-current operating band Configuration
	NR band
	Class 1 (dBm)	
	Tolerance (dB)	
	Class 2 (dBm)
	Tolerance
(dB)	
	Class 3 (dBm)
	Tolerance (dB)	
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n1A-n47A

	n1
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n5A-n47A

	n5
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n8A-n47A

	n8
	
	
	
	
	23
	±2
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n39A-n47A
	n39
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n40A-n47A
	n40
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n41A-n47A
	n41
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n71A-n47A
	n71
	
	
	
	
	23
	+2/-34
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n78A-n47A
	n78
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	V2X_n79A-n47A
	n79
	
	
	
	
	23
	+2/-3
	
	

	
	n47
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	For the con-current band combinations, the simultaneous transmission and reception of sidelink and Uu interfaces can be supported while operation is agnostic of the service used on each interface.
NOTE 2:	PPowerClass is the maximum  output power specified without taking into account the tolerance for each operating band.
NOTE 3:	For inter-band con-current operation, the aggregation power apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	4 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



For the intra-band con-current NR V2X operation, the maximum output power is specified in Table 6.2E.1.2-2. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.2-2: NR V2X UE Power Class for intra-band con-current combination
	NR V2X con-current operating band Configuration
	Class 1 (dBm)	
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance
(dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	V2X_n79B
	
	
	26
	+2/-32
	23
	+2/-32
	
	

	NOTE 1:	Void.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 3:	For intra-band con-current aggregation the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power Class 3 is the default power class unless otherwise stated.



6.2E.1.2F	VoidUE Maximum output power for SL-U con-current operation
6.2E.1F.2	UE Maximum output power for SL-U con-current operation
For the inter-band NR SL-U con-current operation, the maximum output power is specified in Table 6.2E.1F.2-1 for each operating band. The period of measurement shall be at least one sub frame (1ms).

Table 6.2E.1F.2F-1:NR UE Power Class for inter band SL-U con-current combination
	NR SL con-current operating band Configuration
	NR band
	Class
1 (dBm)
	Tolerance (dB)
	Class
2 (dBm)
	Tolerance (dB)
	Class
3 (dBm)
	Tolerance (dB)
	Class
4 (dBm)
	Tolerance (dB)
	Class
5 (dBm)
	Tolerance (dB)

	SL_n78A-n46A
	n78
	
	
	
	
	23
	+2/-3
	
	
	
	

	
	n46
	
	
	
	
	
	
	
	
	20
	+2/-3

	NOTE 1:	For the con-current band combinations, the simultaneous transmission and reception of sidelink and Uu interfaces can be supported while operation is agnostic of the service used on each interface.
NOTE 2:	PPowerClass is the maximum  output power specified without taking into account the tolerance for each operating band.
NOTE 3:	For inter-band con-current operation, the aggregation power apply to the total transmitted power over all component carriers  (per UE).s


6.2E.2.1A	MPR for sidelink CA
For SL intra-band contiguous CA of PSCCH and PSSCH simultaneous transmission with contiguous RB allocation, the allowed MPR for the maximum output power are specified in Table 6.2E.2.1A-1.
Table 6.2E.2.1A-1: MPR for power class 3 SL CA [with contiguous RB allocation]
	Modulation
	MPR for bandwidth class B(dB)

	
	inner
	outer

	CP-OFDM
	QPSK
	≤ 3.0
	≤ 5.0

	
	16QAM
	≤ 3.0
	≤ 5.0

	
	64QAM
	≤ 4.5
	≤ 5.0

	
	256QAM
	≤ 6.5
	≤ 7.0



The contiguous allocation rule of inner and outer for SL intra-band contiguous CA refers to that for NR intra-band contiguous CA in 6.2A.2.1 in TS38.101-1.
For SL intra-band CA of PSFCH with single RB transmission on each carrier, the required MPR are specified as followTable 6.2E.2.1A-2.
Table 6.2E.2.1A-2: PSFCH MPR for intra-band SL CA 
	MPR_PSFCH_SLCA (dB)
	R (Ratio of gap bandwidth)

	MPR_PSFCH_SLCA = 2.5;  
	0< R ≤ 0.3

	=7.5;
	0.3< R ≤ 0.5

	=12;
	0.5< R ≤ 1



Where,
R is the ratio of the gap bandwidth between the two PSFCH transmitted on the two intra-band carrier by the total bandwidth of the two carrier.
[bookmark: _Hlk150935197]When single S-SSB is transmitted on intra-band contiguous carriers, required MPR for single cell V2X in Table 6.2E.2.2-2 is reused. For two S-SSB transmissions on intra-band contiguous carriers, the required MPR are specified as followTable 6.2E.2.1A-3. 
Table 6.2E.2.1A-23: MPR for two S-SSB transmissions on intra-band contiguous carriers for power class 3
	MPR for bandwidth class B(dB)

	Inner
	Outer1
	Outer2

	3.5
	9.0
	13.0



6.2E.2F	UE maximum output power reduction for Sidelink Unlicensed
6.2E.2F.1	General
When UE is configured for NR sidelink transmissions in the unlicensed operating bands in FR1 defined in Table 5.2E.1F-1, this clause specifies the allowed Maximum Power Reduction (MPR) power for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For wideband operation, only sub-bands which are contiguously transmitted are considered in Table 6.2E.2F-3 for PSCCH/PSSCH. 
For wideband operation, sub-bands which are contiguously transmitted and sub-bands which are non-contiguously transmitted in Table 6.2E.2F-3 are considered for PSFCH and S-SSB. 
6.2E.2F.2	MPR for NR SL-U UE
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power is specified in Table 6.2E.2F-1 for power class 5 NR sidelink UE.
Table 6.2E.2F-1 Maximum power reduction (MPR) for NR SL-U UE power class 5
	Pre-coding
	Modulation
	MPR  for PSCCH and PSSCH simultaneous transmission (dB)/ RB Allocation

	
	
	Outer RB set configuration5
	Inner RB set configuration5
	

	
	
	Full2 (dB)
	Partial3 (dB)
	Full2 (dB)
	Partial3 (dB)
	Exception for 100MHz Full4 (dB)

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 3.5
	≤ 3.5
	≤ 2.0
	≤ 4.5

	
	16 QAM
	≤ 4.0
	≤ 4.0
	≤ 4.0
	≤ 3.0
	≤ 4.5

	
	64 QAM
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	

	
	256 QAM
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel. 
NOTE 2:	The MPR for Full RB allocation applies to all RB’s in all transmitted 20 MHz or larger channels that are fully allocated or all RB’s in all transmitted sub-bands for wideband operation that are fully allocated excluding the wideband configurations of Table 6.2E.2F-2. 
NOTE 3:	The MPR for Partial RB allocation applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10] or transmitted sub-bands for wideband operation are transmitted according to the wideband configurations of Table 6.2E.2F-2.  
NOTE 4:	Exception for 100MHz Full RB allocation MPR applies when all RB’s in all sub-bands for 100MHz wideband operation are fully allocated and sub-bands are transmitted according to the wideband configurations of Table 6.2E.2F-2. 
NOTE 5:	Contiguous sub-band configuration in Table 6.2E.2F-3 applies.



	Pre-coding
	Modulation
	RB Allocation

	
	
	Outer RB set configuration5
	Inner RB set configuration5
	

	
	
	Full2 (dB)
	Partial3 (dB)
	Full2 (dB)
	Partial3 (dB)
	Exception for 100MHz Full4 (dB)

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 3.5
	≤ 3.5
	≤ 2.0
	≤ 4.5

	
	16 QAM
	≤ 4.0
	≤ 4.0
	≤ 4.0
	≤ 3.0
	≤ 4.5

	
	64 QAM
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	

	
	256 QAM
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel. 
NOTE 2:	The MPR for Full RB allocation applies to all RB’s in all transmitted 20 MHz or larger channels that are fully allocated or all RB’s in all transmitted sub-bands for wideband operation that are fully allocated excluding the wideband configurations of Table 6.2E.2F-2. 
NOTE 3:	The MPR for Partial RB allocation applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10] or transmitted sub-bands for wideband operation are transmitted according to the wideband configurations of Table 6.2E.2F-2.  
NOTE 4:	Exception for 100MHz Full RB allocation MPR applies when all RB’s in all sub-bands for 100MHz wideband operation are fully allocated and sub-bands are transmitted according to the wideband configurations of Table 6.2E.2F-2. 
NOTE 5:	Contiguous sub-band configuration in Table 6.2E.2F-3 applies.



Table 6.2E.2F-2 Exception MPR mapping for NR SL-U wideband operation
	Wideband operation channel bandwidth (MHz)
	Sub-band configuration exceptions

	40
	10, 01

	60
	None

	80
	1100, 0011, 0100, 0010

	100
	00111, 11100, 00011, 11000

	NOTE 1:	The sub-band configuration is represented as a bitmap where ‘1’ indicates that a sub-band is transmitted and ‘0’ indicates a sub-band is not transmitted.  The bitmap is ordered with MSB mapped to the lowest frequency sub-band and LSB mapped to highest frequency sub-band within the wideband channel.
NOTE 2:	Void.




	Wideband operation channel bandwidth (MHz)
	Sub-band configuration exceptions

	40
	10, 01

	60
	None

	80
	1100, 0011, 0100, 0010

	100
	00111, 11100, 00011, 11000

	NOTE 1:	The sub-band configuration is represented as a bitmap where ‘1’ indicates that a sub-band is transmitted and ‘0’ indicates a sub-band is not transmitted.  The bitmap is ordered with MSB mapped to the lowest frequency sub-band and LSB mapped to highest frequency sub-band within the wideband channel.
NOTE 2:	Void.



Table 6.2E.2F-3 Outer/Inner sub-band configuration for NR SL-U wideband operation
	Wideband operation channel bandwidth (MHz)
	Contiguous sub-band configuration2
	Non-contiguous sub-band configuration2

	
	Outer 
	Inner 
	Outer 
	Inner 

	40
	11, 10, 01
	N/A
	N/A
	N/A

	60
	111, 110, 011, 100, 001
	010
	101
	N/A

	80
	1111, 1110, 0111, 1100, 0011, 1000, 0001
	0110, 0100, 0010
	1101, 1011, 1010, 0101, 1001
	N/A

	100
	11111, 11110, 01111, 11100, 00111, 11000, 00011, 10000, 00001 
	01110, 01100, 00110, 01000, 00010, 00100
	11011, 11010, 01011, 11001, 10011, 10101, 10110, 01101, 10100, 00101, 10010, 01001, 11101, 10111, 10001
	01010

	NOTE 1:	The sub-band configuration is represented as a bitmap where ‘1’ indicates that a sub-band is transmitted and ‘0’ indicates a sub-band is not transmitted.  The bitmap is ordered with MSB mapped to the lowest frequency sub-band and LSB mapped to highest frequency sub-band within the wideband channel.
NOTE 2:	Only contiguous sub-band configuration applies to PSCCH/PSSCH. Both contiguous and non-contiguous sub-band configuration apply to PSFCH and S-SSB.



For PSFCH transmission with single RB set the allowed MPR for the maximum output power is 10dB for power class 5 NR sidelink UE.
For PSFCH transmission with multiple RB sets the allowed MPR for the maximum output power is specified in Table 6.2E.2F-4 for power class 5 NR sidelink UE.
Table 6.2E.2F-4 Maximum power reduction (MPR) for PSFCH transmission for NR SL-U UE power class 5
	
	MPR for PSFCH (dB) /RB Allocation

	
	Outer RB set configuration2
	Inner RB set configuration2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 10.0

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel. 
NOTE 2:	Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 apply.



	
	RB Allocation

	
	Outer RB set configuration2
	Inner RB set configuration2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 10.0

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel. 
NOTE 2:	Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 apply.




For S-SSB transmission, the allowed MPR for the maximum output power is specified in Table 6.2E.2F-5 for power class 5 NR sidelink UE.
Table 6.2E.2F-5 Maximum power reduction (MPR) for S-SSB transmission for NR SL-U UE power class 5
	
	MPR for S-SSB (dB) /RB Allocation

	
	Outer RB set configuration
	Inner RB set configuration

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 9.5

	NOTE 1:	Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 apply.



	
	RB Allocation

	
	Outer RB set configuration
	Inner RB set configuration

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 9.5

	NOTE 1:	Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 apply.




6.2E.3F	UE additional maximum output power reduction for Sidelink Unlicensed
[bookmark: _Toc61367412][bookmark: _Toc61372795][bookmark: _Toc68230736][bookmark: _Toc69084149][bookmark: _Toc75467159][bookmark: _Toc76509181][bookmark: _Toc76718171][bookmark: _Toc83580481][bookmark: _Toc84404990][bookmark: _Toc84413599]6.2E.3F.1	General
Additional emission requirements can be signalled by the network or pre-configured radio parameters. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2E.1F-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2E.2F.
Table 6.2E.3F.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2E.3F.1-1A.
Table 6.2E.3F.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (clause)

	NS_01
	
	n46, n96
	20, 40, 60, 80
	
	N/A

	NS_31
	6.5F.3.3.4
	n46
	20, 40, 60, 80
	
	6.2E.3F.2

	NS_53
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2E.3F.3

	NS_58
	6.5F.3.3.6
	n102
	20, 40, 60, 80
	
	6.2E.3F.4

	NS_60
	6.5F.3.3.5
	n96
	20, 40, 60, 80, 100
	
	6.2E.3F.5

	NS_61
	6.5F.3.3.7
	n96
	20, 40, 60, 80, 100
	
	6.2E.3F.6

	NOTE 1:	The A-MPR shall apply to all active 20 MHz sub-bands contiguously allocated in the channel.



[The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.]
Table 6.2E.3F.1-1A: Mapping of network signaling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n46
	NS_01
	
	
	
	NS_31
	
	
	Reserved

	n96
	NS_01
	NS_53
	
	
	NS_60
	NS_61
	
	Reserved

	n102
	NS_01
	NS_58
	
	
	
	
	
	Reserved

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].



6.2E.3F.2	A-MPR for NS_31
When NS_31 is indicated by the network or pre-configured radio parameters for NR sidelink UE, this clause specifies the additional maximum output power reduction  for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed A-MPR is specified in Table 6.2F.3F.2-1 for power class 5 NR sidelink UE.
Table 6.2E.3F.2-1 A-MPR for NS_31 NR SL-U UE power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 4)
	RB Allocation (Note 3)

	
	
	Outer RB set configuration5
	Inner RB set configuration5
	

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full/Partial

	CP-OFDM
	QPSK
	≤ 5.5
	≤ 6.5
	≤ 4.5
	≤ 6.5
	See Table 6.2E.2F-1

	
	16 QAM
	≤ 5.5
	≤ 7.0
	≤ 4.5
	≤ 7.0
	

	
	64 QAM
	≤ 5.5
	≤ 7.0
	≤ 4.5
	≤ 7.0
	

	
	256 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5
	≤ 7.5
	

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2: Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated or when not all transmitted sub-bands for wideband operation are transmitted.
NOTE 3: Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5560, 5580, 5600, 5620, 5640, 5660, 5680, 5745, 5765, 5785, and 5805 MHz.
NOTE 4: Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3.
NOTE 5:  Contiguous sub-band configuration in Table 6.2E.2F-3 applies.



For PSFCH transmission with single RB set and multiple RB sets, the allowed A-MPR is specified in Table 6.2E.3F.2-2 for power class 5 NR sidelink UE.
Table 6.2E.3F.2-2 A-MPR for NS_31 for PSFCH transmission for NR SL-U UE power class 5
	
	RB Allocation

	
	Outer RB set configuration2
	Inner RB set configuration2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 12.5

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel. 
NOTE 2:  Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 Table 2-5  apply.
NOTE 3: Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5560, 5580, 5600, 5620, 5640, 5660, 5680, 5745, 5765, 5785, and 5805 MHz.
NOTE 4: Applicable for all valid channels and bandwidths other than those enumerated in NOTE 3.



For S-SSB transmission, the allowed A-MPR is specified in Table 6.2E.3F.2-3 for power class 5 NR sidelink UE.
Table 6.2E.3F.2-3 A-MPR for NS_31 for S-SSB transmission for NR SL-U UE power class 5
	
	RB Allocation 

	
	Outer RB set configuration
	Inner RB set configuration

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 13.5
	≤ 10.0
	≤ 10.0
	≤ 10.0

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.
NOTE 2: Applicable for 20 MHz channels centered at the nearest NR-ARFCN corresponding to 5180, 5200, 5220, 5280, 5300, 5320, 5500, 5520, 5540, 5560, 5580, 5600, 5620, 5640, 5660, 5680, 5745, 5765, 5785, and 5805 MHz.
NOTE 3: Applicable for all valid channels and bandwidths other than those enumerated in NOTE 2.



6.2E.3F.3	A-MPR for NS_53
When NS_53 is indicated by the network or pre-configured radio parameters for NR sidelink UE, this clause specifies the additional maximum output power reduction for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed A-MPR is specified in Table 6.2F.3F.3-1 for power class 5 NR sidelink UE.
Table 6.2E.3F.3-1 A-MPR for NS_53 NR SL-U UE power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	CP-OFDM
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ 4.0
	≤ 4.5

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ 4.0
	≤ 4.5

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 5.5
	≤ 6.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 8.0
	≤ 8.5
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2: Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.



For PSFCH transmission with single RB set and multiple RB sets, the allowed A-MPR is specified in Table 6.2E.3F.3-2 for power class 5 NR sidelink UE.
Table 6.2E.3F.3-2 A-MPR for NS_53 for PSFCH transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	Contiguous/Non-contiguous
	≤12.5
	≤12.5
	≤12.5
	≤12.5
	≤12.5

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



For S-SSB transmission, the allowed A-MPR is specified in Table 6.2E.3F.3-3 for power class 5 NR sidelink UE.
Table 6.2E.3F.3-3 A-MPR for NS_53 for S-SSB transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous
	≤13.5
	≤17.5
	≤13.5
	≤17.5
	≤13.5
	≤14.5
	≤13.5
	≤14.5
	≤13.5
	≤13.5

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



6.2E.3F.4	A-MPR for NS_58
When NS_58 is indicated by the network or pre-configured radio parameters for NR sidelink UE, this clause specifies the additional maximum output power reduction for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed A-MPR is specified in Table 6.2F.3F.4-1 for power class 5 NR sidelink UE.
Table 6.2E.3F.4-1 A-MPR for NS_58 NR SL-U UE power class 5
	Pre-coding
	Modulation
	RB Allocation (Note 4)

	
	
	Outer RB set configuration5
	Inner RB set configuration5

	
	
	Full (dB)2
	Partial (dB)3
	Full (dB) 2
	Partial (dB) 3

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 4.5
	≤ 3.5
	≤ 2.5

	
	16 QAM
	≤ 4.0
	≤ 4.5
	≤ 4.0
	≤ 3.0

	
	64 QAM
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 8.0
	≤ 8.0
	≤ 8.0
	≤ 8.0

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2:   The A-MPR for Full RB allocation applies to all RB’s in all transmitted 20 MHz or larger channels that are fully allocated or all RB’s in all transmitted sub-bands for wideband operation that are fully allocated excluding the wideband configurations of Table 6.2F.2-2.
NOTE 3:   The A-MPR for Partial RB allocation applies to interlaced allocations with uplink resource allocation type 2 as specified in TS 38.214 [10] or transmitted sub-bands for wideband operation are transmitted according to the wideband configurations of Table 6.2F.2-2.
NOTE 4: The A-MPR applies instead of MPR for 20 MHz channel centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channel at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channel at the nearest NR-ARFCN corresponding to 5975 MHz, and 80 MHz channel at the nearest NR-ARFCN corresponding to 5985 MHz.  For all other channels, A-MPR is zero and MPR applies.
NOTE 5:  Contiguous sub-band configuration in Table 6.2E.2F-3 applies.



For PSFCH transmission with single RB set and multiple RB sets, the allowed A-MPR is specified in Table 6.2E.3F.4-2 for power class 5 NR sidelink UE.
Table 6.2E.3F.4-2 A-MPR for NS_58 for PSFCH transmission for NR SL-U UE power class 5
	
	RB Allocation

	
	Outer RB set configuration2
	Inner RB set configuration2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 12.5
	≤ 10.5

	NOTE 1:	The MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel. 
NOTE 2:  Outer sub-band configuration and inner sub-band configuration in Table 6.2E.2F-3 Table 2-5  apply.
NOTE 3:	The A-MPR applies instead of MPR for 20 MHz channel centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channel at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channel at the nearest NR-ARFCN corresponding to 5975 MHz, and 80 MHz channel at the nearest NR-ARFCN corresponding to 5985 MHz.  For all other channels, A-MPR is zero and MPR applies.



For S-SSB transmission, the allowed A-MPR is specified in Table 6.2E.3F.4-3 for power class 5 NR sidelink UE.
Table 6.2E.3F.4-3 A-MPR for NS_58 for S-SSB transmission for NR SL-U UE power class 5
	
	RB Allocation 

	
	Outer RB set configuration
	Inner RB set configuration

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous sub-band RB sets
	≤ 13.5
	≤ 10.0
	≤ 9.5
	≤ 7.5

	NOTE 1: The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.
NOTE 2: The A-MPR applies instead of MPR for 20 MHz channel centered at the nearest NR-ARFCN corresponding to 5955 MHz, 40 MHz channel at the nearest NR-ARFCN corresponding to 5965 MHz, 60 MHz channel at the nearest NR-ARFCN corresponding to 5975 MHz, and 80 MHz channel at the nearest NR-ARFCN corresponding to 5985 MHz.  For all other channels, A-MPR is zero and MPR applies.



6.2E.3F.5	A-MPR for NS_60
When NS_60 is indicated by the network or pre-configured radio parameters for NR sidelink UE, this clause specifies the additional maximum output power reduction for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed A-MPR is specified in Table 6.2F.3F.5-1 for power class 5 NR sidelink UE.
Table 6.2E.3F.5-1 A-MPR for NS_60 NR SL-U UE power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	16 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	64 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 8.0
	≤ 8.5
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies



	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	CP-OFDM
	QPSK
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	16 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.0
	≤ 5.5
	≤ 4.5
	≤ 5.5
	≤ 4.5
	≤ 5.5

	
	64 QAM
	≤ 6.0
	≤ 8.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5
	≤ 5.5

	
	256 QAM
	≤ 8.0
	≤ 8.5
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies



For PSFCH transmission with single RB set and multiple RB sets, the allowed A-MPR is specified in Table 6.2E.3F.5-2 for power class 5 NR sidelink UE.
Table 6.2E.3F.5-2 A-MPR for NS_60 for PSFCH transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	Contiguous/Non-contiguous
	≤12.5
	≤12.5
	≤12.5
	≤12.5
	≤12.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	Contiguous/Non-contiguous
	≤12.5
	≤12.5
	≤12.5
	≤12.5
	≤12.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



For S-SSB transmission, the allowed A-MPR is specified in Table 6.2E.3F.5-3 for power class 5 NR sidelink UE.
Table 6.2E.3F.5-3 A-MPR for NS_60 for S-SSB transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous
	≤13.5
	≤14.5
	≤13.5
	≤14.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous
	≤13.5
	≤14.5
	≤13.5
	≤14.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



6.2E.3F.6	A-MPR for NS_61
When NS_61 is indicated by the network or pre-configured radio parameters for NR sidelink UE, this clause specifies the additional maximum output power reduction for NR sidelink physical channels and signals due to PSCCH/PSSCH, PSFCH and S-SSB transmission.
For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed A-MPR is specified in Table 6.2F.3F.6-1 for power class 5 NR sidelink UE.
Table 6.2E.3F.6-1 A-MPR for NS_61 NR SL-U UE power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	CP-OFDM
	QPSK
	≤ 7.5
	≤ 10.0
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 7.5
	≤ 10.5
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 7.5
	≤ 10.5
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 8.0
	≤ 10.5
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies



	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	CP-OFDM
	QPSK
	≤ 7.5
	≤ 10.0
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	16 QAM
	≤ 7.5
	≤ 10.5
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	64 QAM
	≤ 7.5
	≤ 10.5
	≤ 6.5
	≤ 6.5
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0
	≤ 6.0

	
	256 QAM
	≤ 8.0
	≤ 10.5
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0
	≤ 8.0
	≤ 7.0

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously allocated in the channel.
NOTE 2:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies



For PSFCH transmission with single RB set and multiple RB sets, the allowed A-MPR is specified in Table 6.2E.3F.6-2 for power class 5 NR sidelink UE.
Table 6.2E.3F.6-2 A-MPR for NS_61 for PSFCH transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	Contiguous/Non-contiguous
	≤12.5
	≤12.5
	≤12.5
	≤12.5
	≤12.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	Contiguous/Non-contiguous
	≤12.5
	≤12.5
	≤12.5
	≤12.5
	≤12.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.




For S-SSB transmission, the allowed A-MPR is specified in Table 6.2E.3F.6-3 for power class 5 NR sidelink UE.
Table 6.2E.3F.6-3 A-MPR for NS_61 for S-SSB transmission for NR SL-U UE power class 5
	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous
	≤13.5
	≤15.5
	≤13.5
	≤15.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



	RB set configuration
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	20MHz
	40MHz
	60MHz
	80MHz
	100MHz

	# of S-SSB repetition/RBset
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2
	> 2
	2

	Contiguous/Non-contiguous
	≤13.5
	≤15.5
	≤13.5
	≤15.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5
	≤13.5

	NOTE 1:	The A-MPR shall apply to all SCS in all active 20 MHz sub-bands contiguously or non-contiguously allocated in the channel.



6.2E.3F.7	A-MPR for SL-U con-current operation
For NR SL-U inter-band con-current operation, the allowed additional maximum power reduction (A-MPR) for the maximum output power shall be applied per each component carrier. The A-MPR requirements in clause 6.2.3 apply for NR Uu operation in licensed band, and the A-MPR requirements in clause 6.2E.3F apply for NR sidelink operation in unlicensed band, n46, n96 and n102.
6.2E.4A	Configured transmitted power for Sidelink CA
[bookmark: _Hlk160011318]For intra-band contiguous SL CA operation, MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR specified in subclause 6.2E.26.3.2 and subclause 6.2E.36.3.4 respectively. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.
The total configured maximum output power PCMAX shall be set within the following bounds:
	PCMAX_L ≤  PCMAX,  ≤  PCMAX_H 
For SL transmission of intra-band contiguous CA when same slot pattern is used in all aggregated component carriers. 
PCMAX_L = MIN{10 log10 ∑ pEMAX,C pEMAX,CA - TC,PEMAX,CA,  PPowerClass, SL_CA – MAX(MAX(MPR,  A-MPR) + ΔTIB,c+TC, P-MPR ), PRegulatory }
	PCMAX_H = MIN{10 log10 ∑ pEMAX,C pEMAX,CA , PEMAX,CA, PPowerClass, SL_CA, PRegulatory }
where
[bookmark: _Hlk160011359][bookmark: _Hlk160011414]-	For the total transmitted power PCMAX,PSSCH/PSCCH, pEMAX, C is the value given by the IE sl-maxTransPower for each component carrier and PEMAX, CA pEMAX,CA is the value given by [the sum of IE sl-maxTransPower from each CC orthe new IE sl-maxTransPower-CA for maximum transmitted power of SL CA], defined by TS 38.331;
-	PPowerClass, SL_CA is the maximum UE power specified in Table 6.3.1-1 without taking into account the tolerance;
-	MPR and A-MPR are specified in subclause 6.2E.26.3.2 and subclause 6.2E.36.3.3 respectively;
-	TIB,c  and P-MPR are specified in clause 6.2.4 in TS38.101-1;
-	TC is the highest value TC,c among all component carriers c in the subframe over both timeslots. TC,c = 1.5 dB when NOTE 3 in Table 6.2.1-1 in TS38.101-1 applies, otherwise TC,c = 0 dB;
-	PRegulatory= 10 - Gpost connector dBm when V2X UE is within the protected zone in ETSI TS 102 792 of CEN DSRC tolling system and operating in Band n47; PRegulatory= 33 - Gpost connector dBm otherwise.
The maximum output power PCMAX,PSSCH and PCMAX,PSCCH are derived from PCMAX,c based on 0dB PSD offset between PSSCH and PSCCH.
For intra-band SL CA operation, when at least one different numerology/slot pattern is used in aggregated cells, the same requirement as specified in clause 6.2E.4.3 in TS38.101-1 shall be applied.
The measured configured maximum output power PUMAX,c for sidelink CA operation, when at least one slot has a different transmission numerology or slot pattern, the same requirement as specified in clause 6.2E.4.3 in TS38.101-1 shall be applied.

6.2E.4F	Configured transmitted power for Sidelink Unlicensed
6.2E.4F.1	General
The requirements for configured transmitted power in clause 6.2E.4 apply for SL-U operation..The NR SL-U UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:
PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with
	PCMAX_L,f, c = MIN {PEMAX,c,  PPowerClass, SL – MAX(MAX(MPRc , A-MPRc) + TIB,c , P-MPRc), PRegulatory,c }
PCMAX_H,f, c = MIN {PEMAX,c, PPowerClass, SL,  PRegulatory,c }
where
-	PCMAX,f,c is configured for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	For the total transmitted power PCMAX,PSSCH/PSCCH, PEMAX,c is the value given by IE sl-maxTransPower, defined by TS 38.331
-	For the total transmitted power PCMAX,S-SSB, the PCMAX_L,f,c and PCMAX_H,f,c are defined as follows:
PCMAX_L,f,c = MIN {PPowerClass, SL – MAX(MAX(MPRc , A-MPRc) + TIB,c , P-MPRc), PRegulatory,c}
PCMAX_H,f,c = MIN {PPowerClass, SL,  PRegulatory,c}
-	For the total transmitted power PCMAX,PSFCH, PEMAX,c is the value given by IE sl-maxTransPower when single resource pool configured is transmitted at a given time and sum of the IEs sl-maxTransPower when multiple resource pools configured are transmitted at a given time, defined by TS 38.331.
-	PPowerClass,SL is the maximum UE power specified in Table 6.2E.1F-1 without taking into account the tolerance specified in the Table 6.2E.1F-1;
-	MPRc and A-MPRc for serving cell c are specified in clause 6.2E.2F and clause 6.2E.3F for PSSCH\PSCCH, S-SSB and PSFCH, respectively;
-	TIB,c,  and P-MPRc are specified in clause 6.2.4 
-	PRegulatory,c= 10 - Gpost connector dBm the V2X UE is within the protected zone [12] of CEN DSRC tolling system and operating in Band n47; PRegulatory,c= 33 - Gpost connector dBm otherwise.
The maximum output power PCMAX,PSSCH and PCMAX,PSCCH are derived from PCMAX,c based on 0dB PSD offset between PSSCH and PSCCH.
For the measured configured maximum output power PUMAX,c for NR SL-U transmissions non-concurrent with NR uplink transmissions, the same requirement as in clause 6.2.4 shall be applied.
6.2E.4F.12	Configured transmitted power for inter-band con-current operation
When a UE is configured for simultaneous NR sidelink and NR uplink transmissions for inter-band con-current operation, the UE is allowed to set its configured maximum output power PCMAX,c,NR and PCMAX,c,SL for the configured NR uplink carrier and the configured NR SL carrier, respectively, and its total configured maximum output power PCMAX,c.
The configured maximum output power PCMAX c,NR(p) in slot p for the configured NR uplink carrier shall be set within the bounds:
	PCMAX_L,c,NR (p) ≤  PCMAX,c,NR (p) ≤  PCMAX_H,c,NR (p)
where PCMAX_L,c,NR and PCMAX_H,c,NR are the limit as specified in TS 38.101-1 clause 6.2E.4.1.
The configured maximum output power PCMAX c,SL (q) in slot q for the configured NR SL carrier shall be set within the bounds:
	PCMAX,c,SL (q) ≤  PCMAX_H,c,SL (q)
where PCMAX_H,c,SL is the limit as specified in TS 38.101-1 clause 6.2E.4F.1.
The total UE configured maximum output power PCMAX (p,q) in a slot p of NR uplink carrier and a slot q of NR sidelink that overlap in time shall be set within the following bounds for synchronous and asynchronous operation unless stated otherwise:
	PCMAX_L (p,q) ≤  PCMAX (p,q)  ≤  PCMAX_H (p,q)
with
	PCMAX_L (p,q) =  PCMAX_L,c,NR (p)
	PCMAX_H (p,q) = 10 log10 [pCMAX_H,c,NR (p) + pCMAX_H,c,SL (q)]
where pCMAX_H,c,SL and pCMAX_H,c,NR are the limits PCMAX_H,c,SL (q) and PCMAX_H,c,NR (p) expressed in linear scale.
The measured total maximum output power PUMAX over both the NR uplink and NR SL carriers is
	PUMAX = 10 log10 [pUMAX,c,NR + pUMAX,c,SL],
where pUMAX,c,NR  denotes the measured output power of serving cell c for the configured NR uplink carrier, and pUMAX,c,SL  denotes the measured output power for the configured NR SL carrier expressed in linear scale.
When a UE is configured for synchronous NR sidelink and uplink transmissions,
	PCMAX_L(p, q)   –  TLOW (PCMAX_L(p, q))  ≤  PUMAX  ≤  PCMAX_H(p, q)  + THIGH (PCMAX_H(p, q))
where PCMAX_L (p,q) and PCMAX_H (p,q) are the limits for the pair (p,q) and with the tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX specified in Table 6.2E.4.1-1.. PCMAX_L may be modified for any overlapping portion of slots (p, q) and (p +1, q+1).
7.3E.2F	Minimum requirements for Sidelink Unlicensed
7.3E.2F.1	General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.  
In later clauses of Clause 7 where the value of REFSENS is used as a reference to set the corresponding requirement, the UE shall be verified against those requirements by applying the REFSENS value in Table 7.3E.2F.2-1 with 2 Rx antenna ports tested.
7.3E.2F.2	Reference sensitivity power level
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.3E.2F.2-1, Table 7.3E.2F.2-2, and Table 7.3E.2F.2-3.

Table 7.3E.2F.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth / REFSENS

	Operating band
	SCS
kHz
	Channel bandwidth (MHz)
	REFSENS (dBm)81
	Duplex Mode

	n46
	15
	20, 40
	-89.2 + 10log10(NRB/105)
	HD

	
	30
	20, 40, 60, 80, 100
	-89.4 + 10log10(NRB/50)
	

	
	60
	20, 40, 60, 80, 100
	-89.6 + 10log10(NRB/24)
	

	n96, n102
	15
	20, 40
	-88.7 + 10log10(NRB/105)
	HD

	
	30
	20, 40, 60, 80, 100
	-88.9 + 10log10(NRB/50)
	

	
	60
	20, 40, 60, 80, 100
	-89.1 + 10log10(NRB/24)
	

	NOTE 1:	The REFSENS value is rounded to the nearest number down to one decimal point. “NRB” in REFSENS formula is the maximum transmission bandwidth configuration as defined in Table 7.3E.2F.2-3



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3E.2F.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3E.2F.2-2 for the applicable operating bands.
Table 7.3E.2F.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n46, n96, n102
	-2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3E.2F.2-1 and Table 7.3E.2F.2-2 shall be met with sidelink transmission bandwidth less than or equal to that specified in Table 7.3E.2F.2-3.
Table 7.3E.2F.2-3: Transmitted sidelink  configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth/NRB

	Operating Band
	SCS kHz
	20 MHz 
	40 MHz 
	60 MHz 
	80 MHz 
	100 MHz 

	n46
	15
	105
	216
	
	
	

	
	30
	50
	105
	160
	216
	270

	
	60
	24
	50
	75
	105
	135

	n96, n102
	15
	105
	216
	
	
	

	
	30
	50
	105
	160
	216
	270

	
	60
	24
	50
	75
	105
	135



Unless given by Table 7.3E.2F.2-4, the minimum requirements specified in Tables 7.3E.2F.2-1 and 7.3E.2F.2-2 shall be verified with the network signalling value NS_01 (Table 6.2F.3.1-1) configured.
Table 7.3F.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n46
	NS_01

	n96
	NS_53

	n102
	NS_01
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