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	Reason for change:
	
The E-RABs Subject To DL Discarding List IE was introduced in the eNB Early Status Transfer Transparent Container IE to indicate the DL count value for which the receiving eNB should discard forwarded DL SDUs associated with lower values. However, in the ASN.1, it erroneously referred to the Bearers-SubjectToDLDiscarding-Item. 



	
	

	Summary of change:
	· Update the ASN.1 to refer to the Bearers-SubjectToDLDiscardingList.
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Misalignment between the ASN.1 and Tabular.   

	
	

	Clauses affected:
	9.3.4, 9.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specification	
	TS/TR ... CR ...  

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	 



Page 1


	[bookmark: _Toc384916783][bookmark: _Toc384916784][bookmark: _Toc20954837]Change Begins



<<<<<<<<<<<<<<<<<<<< For Information Only >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45832002][bookmark: _Toc51762955][bookmark: _Toc64382007][bookmark: _Toc73964525][bookmark: _Toc88647134][bookmark: _Toc97883083][bookmark: _Toc98531658][bookmark: _Toc105517730][bookmark: _Toc106108621][bookmark: _Toc113657206][bookmark: _Toc114052425][bookmark: _Toc155891689]9.2.1.157	eNB Early Status Transfer Transparent Container
The eNB Early Status Transfer Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. This IE is used for the intra SAE/LTE S1 DAPS handover case, and for the S1 handover with time-based trigger condition case.
This IE is transparent to the EPC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-RABs Subject to Early Status Transfer List
	
	1
	
	The contents of this IE shall be ignored if the E-RABs Subject to DL Discarding List IE is present.
	-
	-

	>E-RABs Subject to Early Status Transfer Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	-

	[bookmark: _Hlk37777758]>>CHOICE DL COUNT PDCP-SN length
	M
	
	
	
	YES
	reject

	>>>12 bit PDCP-SN
	
	
	
	
	
	

	>>>> DL COUNT Value for PDCP SN Length 12
	M
	
	COUNT Value 9.2.1.32 
	PDCP-SN and Hyper frame number of the first DL SDU that the source eNB forwards to the target eNB in case of 12 bit long PDCP-SN.
	
	

	>>>15 bit PDCP-SN
	
	
	
	
	
	

	>>>>DL COUNT Value for PDCP SN Length 15
	M
	
	COUNT Value Extended 9.2.1.90
	PDCP-SN and Hyper frame number of the first DL SDU that the source eNB forwards to the target eNB in case of 15 bit long PDCP-SN.
	
	

	>>>18 bit PDCP-SN
	
	
	
	
	
	

	>>>>DL COUNT Value for PDCP SN Length 18
	M
	
	COUNT Value for PDCP SN Length 18 9.2.1.100
	PDCP-SN and Hyper frame number of the first DL SDU that the source eNB forwards to the target eNB in case of 18 bit long PDCP-SN.
	
	

	E-RABs Subject To DL Discarding List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Subject To DL Discarding Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	-

	>>CHOICE DL Discarding
	M
	
	
	
	-
	

	>>>12 bit PDCP-SN
	
	
	
	
	
	

	>>>>DISCARD DL COUNT Value for PDCP SN Length 12
	M
	
	COUNT Value 9.2.1.32 
	PDCP-SN and Hyper frame number for which the receiving eNB should discard forwarded DL SDUs associated with lower values in case of 12 bit long PDCP-SN.
	-
	

	>>>15 bit PDCP-SN
	
	
	
	
	
	

	>>>>DISCARD DL COUNT Value for PDCP SN Length 15
	M
	
	COUNT Value Extended 9.2.1.90
	PDCP-SN and Hyper frame number for which the receiving eNB should discard forwarded DL SDUs associated with lower values in case of 15 bit long PDCP-SN.
	-
	

	>>>18 bit PDCP-SN
	
	
	
	
	
	

	>>>>DISCARD DL COUNT Value for PDCP SN Length 18
	M
	
	COUNT Value for PDCP SN Length 18 9.2.1.100
	PDCP-SN and Hyper frame number for which the receiving eNB should discard forwarded DL SDUs associated with lower values in case of 18 bit long PDCP-SN.
	-
	



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.





<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	


[bookmark: _Toc20953918][bookmark: _Toc29391096][bookmark: _Toc36551835][bookmark: _Toc45832071][bookmark: _Toc51763024][bookmark: _Toc64382077][bookmark: _Toc73964595][bookmark: _Toc88647205][bookmark: _Toc97883154][bookmark: _Toc98531734][bookmark: _Toc105517806][bookmark: _Toc106108697][bookmark: _Toc113657283][bookmark: _Toc114052503][bookmark: _Toc155891767]9.3.4	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-TimeBasedHandoverInformation,
	id-Bearers-SubjectToDLDiscarding-Item,
	id-Bearers-SubjectToDLDiscardingList,
	maxnoofCSGs,

<<<<<<<<<<<<<<<<<<<< For Information Only >>>>>>>>>>>>>>>>>>>>

Bearers-SubjectToDLDiscardingList ::= SEQUENCE (SIZE(1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { { Bearers-SubjectToDLDiscarding-ItemIEs } }

Bearers-SubjectToDLDiscarding-ItemIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-Bearers-SubjectToDLDiscarding-Item			CRITICALITY ignore	TYPE Bearers-SubjectToDLDiscarding-Item		PRESENCE mandatory},
	...
}

[bookmark: _Hlk149123297]Bearers-SubjectToDLDiscarding-Item ::= SEQUENCE {
	e-RAB-ID						E-RAB-ID,
	dL-Discarding					DLDiscarding,
	iE-Extensions					ProtocolExtensionContainer { {Bearers-SubjectToDLDiscarding-ItemExtIEs} }	OPTIONAL,
	...
}

Bearers-SubjectToDLDiscarding-ItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


EmergencyAreaIDListForRestart	::= SEQUENCE (SIZE(1..maxnoofRestartEmergencyAreaIDs)) OF EmergencyAreaID

EmergencyIndicator ::= ENUMERATED {
	true,
	...
}

ENB-EarlyStatusTransfer-TransparentContainer ::= SEQUENCE {
	bearers-SubjectToEarlyStatusTransferList		Bearers-SubjectToEarlyStatusTransferList,
	iE-Extensions									ProtocolExtensionContainer { {ENB-EarlyStatusTransfer-TransparentContainer-ExtIEs} }	OPTIONAL,
	...
}

ENB-EarlyStatusTransfer-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Bearers-SubjectToDLDiscarding-ItemList		CRITICALITY ignore	EXTENSION Bearers-SubjectToDLDiscarding-Item Bearers-SubjectToDLDiscardingList	PRESENCE optional},
	...
}

ENB-ID ::= CHOICE {
	macroENB-ID			BIT STRING (SIZE(20)),
	homeENB-ID			BIT STRING (SIZE(28)),
	... ,
	short-macroENB-ID 	BIT STRING (SIZE(18)),
	long-macroENB-ID		BIT STRING (SIZE(21))
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20953919][bookmark: _Toc29391097][bookmark: _Toc36551836][bookmark: _Toc45832072][bookmark: _Toc51763025][bookmark: _Toc64382078][bookmark: _Toc73964596][bookmark: _Toc88647206][bookmark: _Toc97883155][bookmark: _Toc98531735][bookmark: _Toc105517807][bookmark: _Toc106108698][bookmark: _Toc113657284][bookmark: _Toc114052504][bookmark: _Toc155891768]9.3.5	Common Definitions
-- ASN1START
-- **************************************************************
--
-- Common definitions
--
-- **************************************************************
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-M4ReportAmount									ProtocolIE-ID ::= 346
id-M5ReportAmount									ProtocolIE-ID ::= 347
id-M6ReportAmount									ProtocolIE-ID ::= 348
id-M7ReportAmount									ProtocolIE-ID ::= 349
id-TimeBasedHandoverInformation						ProtocolIE-ID ::= 350
id-Bearers-SubjectToDLDiscarding-Item				ProtocolIE-ID ::= 351
id-Bearers-SubjectToDLDiscardingList				ProtocolIE-ID ::= aaa


 
	Change Ends



