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9.3.1.26	QoS Flow Level QoS Parameters
This IE defines the QoS parameters to be applied to a QoS Flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	-
	

	>Non-dynamic 5QI
	
	
	
	
	
	

	>>Non Dynamic 5QI Descriptor
	M
	
	9.3.1.27
	
	-
	

	>Dynamic 5QI
	
	
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.3.1.28
	
	-
	

	NG-RAN Allocation and Retention Priority
	M
	
	9.3.1.29
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.30
	This IE shall be present for GBR QoS Flows and is ignored otherwise.
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, …)
	Details in TS 23.501 [20]. This IE applies to Non-GBR flows only and is ignored otherwise.
	-
	

	Additional QoS Flow Information
	O
	
	ENUMERATED (more likely, …)
	This IE indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU Session.
	-
	

	Paging Priority Index
	O
	
	INTEGER
(1.. 8, …)
	This IE is not used in this version of the specification.
	-
	

	RDI
	O
	
	ENUMERATED (enabled, …)
	Indicates whether Reflective QoS flow to DRB mapping should be applied.
	-
	

	QoS Monitoring Request
	O
	
	ENUMERATED (UL, DL, Both, …)
	Indicates to measure UL, or DL, or both UL/DL delays for the associated QoS flow.
	YES
	ignore

	MCG Offered GBR QoS Flow Information
	O
	
	GBR QoS Flow Information 9.3.1.30
	This IE contains M-Node offered GBR QoS Flow Information.
	YES
	ignore

	QoS Monitoring Reporting Frequency
	O
	
	INTEGER (1..1800, …)
	[bookmark: OLE_LINK14]Indicates the Reporting Frequency for RAN part delay for Qos monitoring.
Units: second
	YES
	ignore

	QoS Monitoring Disabled
	O
	
	ENUMERATED (true, ...)
	Indicates to stop the QoS monitoring.
	YES
	ignore

	Data Forwarding Source IP Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the source node for data forwarding.
	YES
	ignore

	PDU Set QoS Parameters
	O
	0..1
	9.3.1.143
	
	YES
	ignore

	>UL PDU Set QoS Information
	O
	
	PDU Set QoS Information
9.3.1.143
	
	-
	

	>DL PDU Set QoS Information
	O
	
	PDU Set QoS Information
9.3.1.143
	
	-
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9.3.1.143	PDU Set QoS ParametersInformation
This IE defines PDU Set QoS parameters information to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Set Delay Budget
	O
	
	Extended Packet Delay Budget
9.3.1.79 
	The PDU Set Delay Budget is specified in TS 23.501 [20].

	PDU Set Error Rate
	O
	
	Packet Error Rate
9.3.1.48	
	The PDU Set Error Rate is specified in TS 23.501 [20].

	PDU Set Integrated Handling Information
	O
	
	ENUMERATED (true, false, …)
	The PDU Set Integrated Handling Information is specified in TS 23.501 [20].
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
<<<<<<<<<<<<<<<<<<<< unchanged part omit >>>>>>>>>>>>>>>>>>>>
PrivacyIndicator ::= ENUMERATED {
	immediate-MDT,
	logged-MDT,
	...
}

PDUSetQoSParameters	::= SEQUENCE {
	ulPDUSetQoSInformation	PDUsetQoSInformation	OPTIONAL,
	dlPDUSetQoSInformation	PDUsetQoSInformation	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PDUSetQoSParameters-ExtIEs } }	OPTIONAL
}

PDUSetQoSParameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
	}

PDUSetQoSInformationParameters ::= SEQUENCE {
	pduSetDelayBudget						ExtendedPacketDelayBudget						OPTIONAL,
	pduSetErrorRate							PacketErrorRate									OPTIONAL,
	pduSetIntegratedHandlingInformation		ENUMERATED {true, false, ...}					OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PDUSetQoSInformationParameters-ExtIEs } }	OPTIONAL
}

PDUSetQoSInformationParameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- Q
<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
