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	Reason for change:
	In R17, RAN3 agreed to include QMC Configuration Information IE in the following messages over NGAP:
- INITIAL CONTEXT SETUP REQUEST
- UE CONTEXT MODIFICATION REQUEST
- HANDOVER REQUEST
- HANDOVER REQUIRED

The QMC Configuration Information IE is included in INITIAL CONTEXT SETUP REQUEST message and UE CONTEXT MODIFICATION REQUEST message, and the RAN behaviours are also described that “If the QMC Configuration Information IE is included in the INITIAL CONTEXT SETUP REQUEST/UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall, if supported, use it for QoE management, as described in TS 38.300”

For R18, for HANDOVER REQUEST message, the QMC Configuration Information IE is included in Source NG-RAN Node to Target NG-RAN Node Transparent Container IE. However, there is no target NG-RAN node behaviour description related to QMC Configuration Information IE in HANDOVER REQUEST message.
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This CR has no impact with the previous version of the specification (same release) as it only adds corresponding procedure text for the QMC Configuration Information IE in HANDOVER REQUEST message that is optional presence.
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	Add the target NG-RAN node behaviour description if QMC Configuration Information IE is included in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message.
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	No target NG-RAN node behaviour descriptions if QMC Configuration Information IE is included in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within HANDOVER REQUEST message.
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[bookmark: _CR8_4_2_1][bookmark: _Toc20954882][bookmark: _Toc29503319][bookmark: _Toc29503903][bookmark: _Toc29504487][bookmark: _Toc36552933][bookmark: _Toc36554660][bookmark: _Toc45651942][bookmark: _Toc45658374][bookmark: _Toc45720194][bookmark: _Toc45798074][bookmark: _Toc45897463][bookmark: _Toc51745663][bookmark: _Toc64445927][bookmark: _Toc73981797][bookmark: _Toc88651886][bookmark: _Toc97890929][bookmark: _Toc99123004][bookmark: _Toc99661807][bookmark: _Toc105151868][bookmark: _Toc105173674][bookmark: _Toc106108673][bookmark: _Toc106122578][bookmark: _Toc107409131][bookmark: _Toc112756320][bookmark: _Toc155944061]8.4.2.1	General
[bookmark: _Toc20954883][bookmark: _Toc29503320][bookmark: _Toc29503904][bookmark: _Toc29504488][bookmark: _Toc36552934][bookmark: _Toc36554661][bookmark: _Toc45651943][bookmark: _Toc45658375][bookmark: _Toc45720195][bookmark: _Toc45798075][bookmark: _Toc45897464][bookmark: _Toc51745664]The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE. The procedure uses UE-associated signalling.
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
[bookmark: _Hlk116658413]If the HANDOVER REQUEST message contains within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE the Time Based Handover Information IE, the target NG-RAN node may use this information to allocate necessary resources for the incoming handover.
[bookmark: _CR8_4_2_3]If the Candidate Relay UE Information List IE is included in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it to configure the path switch to indirect path as specified in TS 38.300 [8]. 
If the QMC Configuration Information IE is included in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, take it into account for QoE management handling, as described in TS 38.300 [8]. 
>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
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