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	Reason for change:
(

	The handling of the IE “Cell Selection and Re-selection for SIB11/12Info” within the IE “Cell Info” is currently described as follows: 

“For neighbouring cell, if HCS is not used and all the parameters in cell selection and re-selection info are default value, this IE is absent.”

For some parameters of  “Cell Selection and Re-selection for SIB11/12Info“, the default values are specified to be the serving cell’s values. 

In case of parameter Qqualmin, this description of the default value is misleading for the case that the serving cell is a TDD cell and the neighbouring cell is a FDD cell. Since Qqualmin is a FDD only parameter, there is no Qqualmin default value available in the TDD serving cell.

Therefore, this CR proposes to clarify that  IE “Cell Selection and Re-selection for SIB11/12Info” has to be sent in case default values are not available for all parameters and therefore the IE “Qqualmin” is MP in this case. 
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(

	Usage of default values in IE “Cell Selection and Re-selection for SIB11/12Info” is clarified.

Isolated Impact Analysis:

Correction to a function where the specification was :

· Containing some contradictions.

Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.

Affected function: Measurements for cell reselection between TDD and FDD cells

The related change is necessary to clarify what happens when default values for parameter Qqualmin are not available for the neighbouring cell in case there is no such parameter available in the serving cell. It is clarified that IE “Qqualmin” is MP in that case.  
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10.3.2.4
Cell selection and re-selection info for SIB11/12

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Qoffset1s,n
	MD
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Qoffset2s,n
	CV-FDD-Quality-Measure
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	[dBm] UE_TXPWR_MAX_RACH in [4].

Default is the Maximum allowed UL TX power for the serving cell

	HCS neighbouring cell information
	OP
	
	HCS Neighbouring cell information 10.3.7.11
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Qqualmin
	CV-FDD-Serving-Cell
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is Qqualmin for the serving cell

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>TDD
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>GSM
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RXLEV, [dBm]

Default value is Qrxlevmin for the serving cell


	Condition
	Explanation

	FDD-Quality-Measure
	This IE is mandatory and has a default value for Intra/Inter Frequency Cells if the IE “Cell_selection_and_reselection_quality_measure” has the value CPICH Ec/No. Otherwise the IE is Optional

	FDD-Serving-Cell
	This IE is mandatory and has a default value if the serving cell is an FDD cell. Otherwise the IE is mandatory present.


10.3.7.2
Cell info
Includes non-frequency related cell info used in the IE "inter-frequency cell info list" and "intra frequency cell info list".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Cell individual offset
	MD
	
	Real(-10..10 by step of 0.5)
	In dB

Default value is 0 dB

Used to offset measured quantity value

	Reference time difference to cell
	OP
	
	Reference time difference to cell 10.3.7.60
	In chips.

This IE is absent for serving cell.

	Read SFN indicator
	MP
	
	Boolean
	TRUE indicates that read of SFN is requested for the target cell

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Primary CPICH info
	OP
	
	Primary CPICH info 10.3.6.60
	This IE is absent only if measuring RSSI only (broadband measurement.)

	>>Primary CPICH Tx power
	OP
	
	Primary CPICH Tx power 10.3.6.61
	Required if calculating pathloss.

	>>TX Diversity Indicator
	MP
	
	Boolean
	

	>TDD
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	

	>>Primary CCPCH TX power
	OP
	
	Primary CCPCH TX power 10.3.6.59
	

	>>Timeslot list
	OP
	1 to <maxTS>
	
	The UE shall report Timeslot ISCP values according the order of the listed Timeslot numbers

	>>>Timeslot number
	MP
	
	Integer (0...14)
	Timeslot numbers, for which the UE shall report Timeslot ISCP

	>>>Burst Type
	MD
	
	Enumerated (Type1, Type2)
	Use for Timeslot ISCP measurements only. Default value is "Type1"

	Cell Selection and Re-selection Info
	CV-BCHopt
	
	Cell Selection and Re-selection for SIB11/12Info 10.3.2.4
	This IE is absent for serving cell.

For neighbouring cell, if HCS is not used and all the parameters in cell selection and re-selection info are default value, this IE is absent.


	Condition
	Explanation

	BCHopt
	This IE is Optional when sent in SYSTEM INFORMATION, Otherwise, the IE is not needed
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