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6.7.2
Peak Code Domain Error

6.7.2.1
Definition and applicability

The Peak Code Domain Error is computed by projecting the error vector (as defined in 6.7.1) onto the code domain at a specific spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot as defined by the C-PICH (when present), otherwise the measurement interval is one timeslot starting with the beginning of the SCH. See Annex E of this specification for further details.
6.7.2.2
Minimum requirement

The peak code domain error shall not exceed -33 dB at spreading factor 256.

The normative reference for this requirement is in TS 25.104[1] subclause 6.8.3.
6.7.2.3
Test Purpose 

It is the purpose of this test to discover and limit inter-code cross-talk.
6.7.2.4
Method of test

6.7.2.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

1)
Connect the measurement equipment to the BS antenna connector as shown in Figure B.2 annex B. 
2)
Channel configuration defined in subclause 6.1.1.3 Test model 3 shall be used.


3)
Set BS frequency.

4)
Start BS transmission at maximum output power.

6.7.2.4.2
Procedure

1)
Measure Peak code domain error according to annex E.

6.7.2.5
Test requirement

The peak code domain error shall not exceed -32 dB at spreading factor 256.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

B.1.4
Out of band emission
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Figure B.4: Measuring system Set-up for Out of band emission measurements 

B.1.5
Transmit intermodulation
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Figure B.5: Measuring system Set-up for Base Station Transmit Intermodulation Tests
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