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	Reason for change:
(

	In CR 512 (R3-012373) the ordering of bitstrings has been clarified by a set of rules (principles).

However, at RAN3#25 it was agreed, that the the 4th rule shall not be specified. This rule states that in case of individually named bits indexed with ‘0’ (or the bit with the lowest index within the set of bits) shall correspond to the LSB. 

This decision to delete this rule was made due to the fact that the bit ordering of named bits is specified within the encoding rules of ASN.1 by indicating the bit-position for each named bit with an unique number in ASN.1. 

	
	

	Summary of change:
(

	The rule for individually named bits has been removed from chapter 9.2.0. 


Impact analysis

Impact assessment towards the previous version of the specification (same release):
This CR has no impact as the aforementioned rule, which is deleted by this CR was established without changing the tabular format or the ASN.1 code of possibly affected information elements, so neither the protocol nor any functional behaviour is affected.
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not approved:
	If this CR is not approved, a superfluous rule would unnecessarily restrict the encoding of named bits.
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Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:
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Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.2
Information Element Functional Definition and Contents

9.2.0
General

Subclause 9.2 presents the RNSAP IE definitions in tabular format. The corresponding ASN.1 definition is presented in subclause 9.3. In case there is contradiction between the tabular format in subclause 9.2 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering of bits:

-
The first bit (leftmost bit) contains the most significant bit (MSB);

-
The last bit (rightmost bit) contains the least significant bit (LSB);

-
When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the concerned information;
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