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8.5.7
Open loop power control

For FDD and prior to PRACH or PCPCH transmission the UE shall:

-
read the IEs "Primary CPICH Tx power" and "Constant value" in System Information Block type 6 (or System Information Block type 5, if system information block type 6 is not being broadcast) and the IE "UL interference" in System Information Block type 7;

-
measure the value for the CPICH_RSCP;

-
calculate the power for the first preamble as:

Preamble_Initial_Power = Primary CPICH TX power – CPICH_RSCP + UL interference + Constant Value

Where,


Primary CPICH TX power shall have the value of IE "Primary CPICH Tx power",


UL interference shall have the value of IE "UL interference"; and


Constant Value shall have the value of IE "Constant value".

-
as long as the physical layer is configured for PRACH or PCPCH transmission:

-
continuously recalculate the Preamble_Initial_Power when any of the broadcast parameters used in the above formula changes; and

-
resubmit to the physical layer the new calculated Preamble_Initial_Power.

For TDD the UE shall:

-
if in the IE "Uplink DPCH Power Control info" the "CHOICE UL OL PC info" has the value "Broadcast UL OL PC info":

-
acquire Reference Power, Constant Values from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), and IBTS for all active UL timeslots from System Information Block type 14 on the BCH.

-
otherwise:

-
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from the IE "Uplink DPCH Power Control info".
-
for PUSCH and PRACH power control:

-
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5) and System Information Block type 14 on the BCH.

calculate the UL transmit power according to the following formula for the PRACH continuously while the physical channel is active:


PPRACH = LPCCPCH + IBTS + PRACHConstant value,

-
3dB shall be added to RACH Constant Value in the above equation for the case where RACH Spreading Factor = 8.

-
calculate the UL transmit power according to the following formula for the DPCH continuously while the physical channel is active:

PDPCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ DPCH Constant value
-
calculate the UL transmit power according to the following formula for the PUSCH continuously while the physical channel is active:

PPUSCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ PUSCHConstant value
Where, for all the above equations for TDD the following apply:

-
PPRACH, PDPCH, &PPUSCH :
Transmitter power level in dBm;

-
Pathloss values:

-
LPCCPCH: Measurement representing path loss in dB based on beacon channels (the reference transmit power is signalled as the value of the IE "Primary CCPCH Tx Power" on BCH in System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), or individually signalled in the IE" Uplink DPCH Power Control info").

-
L0: Long term average of path loss in dB;

-
If the midamble is used in the evaluation of LPCCPCH and L0, and the Tx diversity scheme used for the P-CCPCH involves the transmission of different midambles from the diversity antennas, the received power of the different midambles from the different antennas shall be combined prior to evaluation of the variables.

-
IBTS: Interference signal power level at cell's receiver in dBm. IBTS shall have the value of the IE "UL Timeslot Interference" (IE "UL Timeslot Interference" is broadcast on BCH in System Information Block type 14 or individually signalled to each UE in the IE "Uplink DPCH Power Control info" for each active uplink timeslot).

-
(:
( is a weighting parameter, which represents the quality of path loss measurements. ( may be a function of the time delay between the uplink time slot and the most recent down link PCCPCH time slot. ( is calculated at the UE. ( shall be smaller or equal to the value of the IE "Alpha". If the IE "Alpha" is not explicitly signalled to the UE ( shall be set to 1.

-
SIRTARGET: Target SNR in dB. This value is individually signalled to UEs in IE "UL target SIR" in IE "Uplink DPCH Power Control Info" or in IE "PUSCH Power Control Info" respectively.

-
PRACH Constant value: PRACH Constant value shall have the value of the IE "PRACH Constant value".

-
DPCH Constant value: DPCH Constant value shall have the value of the IE "DPCH Constant value".

-
PUSCH Constant value: PUSCHConstant value shall have the value of the IE "PUSCH Constant value".

-
Values received by dedicated signalling shall take precedence over broadcast values.
13.6a
RB information parameters for SHCCH

The following Radio Bearer parameter values apply for SHCCH:

	Information element/ Group name
	Value
	Comment

	RLC info
	
	

	>Uplink RLC mode
	TM
	

	>>Transmission RLC discard
	omitted
	Neither discard is used, nor will there be a reset

	>>Segmentation indication
	FALSE
	

	>Downlink RLC mode
	UM
	

	RB mapping info
	
	

	>Uplink mapping info
	
	Option 1

	>>UL transport channel
	RACH
	RACH corresponding with selected PRACH

	>>RLC size list
	N/A
	The first TF defined in the Transport Format Set for the transport channel that is used

	>>MAC logical channel priority
	1
	

	>Downlink mapping info
	
	

	>>DL transport channel
	FACH
	

	>Uplink mapping info
	
	Option 2

	>>UL transport channel
	USCH
	

	>>UL Transport Channel Identity
	1
	

	>>MAC logical channel priority
	1
	

	>>RLC size list
	N/A
	The first TF defined in the Transport Format Set for the transport channel that is used

	>Downlink mapping info
	
	

	>>DL transport channel
	DSCH
	

	>>DL Transport Channel Identity
	1
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