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8.6.6.4
Downlink information for each radio link

If the IE "Downlink information for each radio link" is included in a received message, the UE shall:

1>
if the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the IE "SCCPCH Information for FACH" is included; and

2>
if the UE is in FDD mode and is not capable of simultaneous reception of DPCH and Secondary CCPCH:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE;

2>
if the UE is in FDD mode and is capable of simultaneous reception of DPCH and SCCPCH:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and shared transport channels are assigned to the UE:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and no shared transport channels are assigned to the UE:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.

1>
if the UE would enter either the CELL_FACH, CELL_PCH or URA_PCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the received message is CELL UPDATE CONFIRM:

3>
ignore the IE "Downlink information for each radio link".

2>
if the received message is any other message than CELL UPDATE CONFIRM; and

2>
if IEs other than the IE "Primary CPICH info" (for FDD) or the IE "Primary CCPCH info" (for TDD) are included in the IE "Downlink information for each radio link":

3>
ignore these IEs.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.
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