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	Category:
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	Release: (

	REL-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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(Release 4)
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	Reason for change:
(

	Tabular format for target RNC-ID is wrong according to the ASN.1 since it presents the IE as a choice instead of a sequence. It has to be aligned with the ASN.1.

 

	
	

	Summary of change:
(

	Correction of tabular format to align with the ASN.1 description. 

Impact assessment towards the previous version of the specification (same release): 

This CR has no mpact since it aligns the tabular format with the asn.1.



	
	

	Consequences if 
(

not approved:
	Potential miscoding of the Target-RNC-ID with a choice instead of a pure sequence.
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	Other comments:
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

9.2.1.25
Target ID

Target ID IE identifies the target for the relocation of SRNS. The target ID may be e.g. Target RNC-ID (for UMTS-UMTS relocation) or Cell Global ID of the relocation target (in case of UMTS to GSM relocation).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Target ID
	
	
	
	

	>Target RNC-ID
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	      >>LAI
	M
	
	9.2.3.6
	

	
	
	
	
	

	
	
	
	
	

	      >>RAC
	O
	
	9.2.3.7
	

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	

	>CGI
	
	
	
	

	>>LAI
	M
	
	9.2.3.6
	

	>>CI
	M
	
	OCTET STRING (2)
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