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8.7.2
Combining of TPC commands from radio links of different radio link sets

8.7.2.1
Minimum requirement

Test parameters are specified in Table 8.27. The delay profiles of the signals received from the different cells are the same but time-shifted by 10 chips.

For Test 1, the sequence of uplink power changes between adjacent slots shall be as shown in Table 8.28 over the 4 consecutive slots more than 99% of the time. Note that this case is without an additional noise source Ioc.

For Test 2, the Cell1 and Cell2 TPC patterns are repeated a number of times.  If the transmitted power of a given slot is increased compared to the previous slot, then a variable "Transmitted power UP" is increased by one, otherwise a variable "Transmitted power DOWN" is increased by one. The requirements for "Transmitted power UP" and "Transmitted power DOWN" are shown in Table 8.28A.

Table 8.27: Parameters for TPC command combining

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	-
	P-CPICH

	DPCH_Ec/Ior
	dB
	-12
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	dBm/3.84 MHz
	-60
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	dBm/3.84 MHz
	-
	-60

	Power-Control-Algorithm
	-
	Algorithm 1

	Cell 1 TPC commands over 4 slots
	-
	{0,0,1,1}

	Cell 2 TPC commands over 4 slots
	-
	{0,1,0,1}

	Information data Rate
	kbps
	12.2 

	Propagation condition
	-
	Static without AWGN source [image: image4.wmf]oc

I


	Multi-path fading case 3


Table 8.28: Test requirements for Test 1

	Test Number
	Required power changes over the 4 consecutive slots

	1
	Down, Down, Down, Up


Table 8.28A: Requirements for Test 2

	Test Number
	Ratio 

(Transmitted power UP) / (Total number of slots)
	Ratio 

(Transmitted power DOWN) / (Total number of slots)

	2
	(0.25
	(0.5
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