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8.3.19
Radio Link Parameter Update 

8.3.19.1
General

The Radio Link Parameter Update procedure is excuted by the Node B when the update of HS-DSCH related radio link parameter values are needed on the Node B side. With this procedure, Node B can suggest some HS-DSCH related Radio Link Parameter values to RNC. 
The Radio Link Parameter Update procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.19.2
Successful Operation
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Figure 48: Radio Link Parameter Update Indication, Successful Operartion
The Node B initiates the Radio Link Parameter Update procedure by sending the RADIO LINK PARAMETER UPDATE INDICATION message to the CRNC. The message contains suggested value(s) of the HS-DSCH related parameter(s) that should be reconfigured on the radio link. 

If Node B needs to update HS-DSCH related parameters, Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including [FDD - HS-DSCH FDD Update Information IE] [TDD - HS-DSCH TDD Update Information IE].

If Node B needs to allocate new HS-SCCH Codes, Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including HS-SCCH Code Change Indicator IE.

[FDD - If Node B needs to update the CQI Feedback Cycle k, CQI Repetition Factor, ACK-NACK Repetition Factor, CQI Power Offset, ACK Power Offset and/or NACK Power Offset, Node B shall initiate RADIO LINK PARAMETER UPDATE INDICATION message including CQI Feedback Cycle k IE, CQI Repetition Factor IE, ACK-NACK Repetition Factor IE, CQI Power Offset IE, ACK Power Offset IE and/or NACK Power Offset IE.]
9.2.3.5G
HS-DSCH TDD Information Response

The HS-DSCH TDD Information Response provides information for HS-DSCH MAC-d flows that have been established or modified.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information Response
	
	1..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	> HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	
	–
	

	HS-SCCH Specific Information Response
	
	0..<maxNoOfHSSCCHcodes> 
	
	Mandatory for 3.84 Mcps TDD, not applicable to 1.28 Mcps TDD
	GLOBAL
	reject

	>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>HS-SICH Information 
	
	1
	
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	HS-SCCH Specific Information Response LCR
	
	0..<maxNoOfHSSCCHcodes>
	
	Mandatory for 1.28 Mcps TDD, not applicable to 3.84 Mcps TDD
	GLOBAL
	reject

	>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>Midamble Shift LCR
	M
	
	9.2.3.7a
	
	–
	

	>First TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	- 
	

	>HS-SICH Information LCR
	
	1
	
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7a
	
	–
	

	>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows.

	maxnoofPrioQueues
	Maximum number of Priority Queues

	maxnoofMACdPDUindexes
	Maximum number of different MAC-d Size Indexes (SIDs)

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes


ASN changes

HSDSCH-TDD-Information-Response ::= SEQUENCE {


hsDSCH-MACdFlow-Specific-InformationResp

HSDSCH-MACdFlow-Specific-InformationResp,


hsSCCH-Specific-Information-ResponseTDD


HSSCCH-Specific-InformationRespListTDD

OPTIONAL, -- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD



hsSCCH-Specific-Information-ResponseTDDLCR

HSSCCH-Specific-InformationRespListTDDLCR
OPTIONAL, -- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

iE-Extensions








ProtocolExtensionContainer { { HSDSCH-TDD-Information-Response-ExtIEs } }

OPTIONAL,


...

}
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