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10.3.6.65
PUSCH power control info

NOTE:
Only for TDD.

Interference level measured for a frequency at the UTRAN access point used by UE to set PUSCH output power.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UL target SIR
	MP
	
	Real (-11 .. 20 by step of 0.5 dB)
	
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXPUSCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	CHOICE TDD option
	MP
	
	
	
	REL-4

	>3.84 Mcps TDD
	
	
	
	(no data)
	REL-4

	
	
	
	
	
	

	>1.28 Mcps TDD
	
	
	
	
	REL-4

	
	
	
	
	
	

	>>TPC Step Size
	OP
	
	Integer

(1, 2, 3)
	In dB
	REL-4


10.3.6.88
Uplink DPCH info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink DPCH power control info
	OP
	
	Uplink DPCH power control info 10.3.6.91
	
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Scrambling code type
	MP
	
	Enumerated(short, long)
	
	

	>>Scrambling code number
	MP
	
	Integer(0..16777215)
	
	

	>>Number of DPDCH
	MD
	
	Integer(1..maxDPDCH)
	Default value is 1.

Number of DPDCH is 1 in HANDOVER TO UTRAN COMMAND
	

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	Minimum allowed SF of the channelisation code for data part
	

	>>TFCI existence
	MD
	
	Boolean
	TRUE means existence. Default value is "TRUE"
	

	>>Number of FBI bits
	OP
	
	Integer (1, 2)
	In bits.


	

	>>Puncturing Limit
	MP
	
	Real(0.40 ..1 by step of 0.04)
	
	

	>TDD
	
	
	
	
	

	>>Uplink Timing Advance Control
	OP
	
	Uplink Timing Advance Control 10.3.6.96
	
	

	>>UL CCTrCH List
	OP 
	1 to <maxCCTrCH>
	
	UL physical channels to establish or reconfigure list.
	

	>>>TFCS ID
	MD
	
	Integer(1..8)
	Default value is 1. 
	

	>>>UL target SIR 
	MP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB 
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXPDPCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	>>>Time info
	MP
	
	Time info 10.3.6.83
	
	

	>>>Common timeslot info
	MD
	
	Common timeslot info 10.3.6.10
	Default is the current Common timeslot info
	

	>>>Uplink DPCH timeslots and codes
	MD
	
	Uplink Timeslots and Codes 10.3.6.94
	Default is to use the old timeslots and codes.
	

	>>UL CCTrCH List to Remove
	OP
	1..<maxCCTrCH>
	
	UL physical channels to remove list
	

	>>>TFCS ID
	MP
	
	Integer(1..8)
	
	


10.3.6.91
Uplink DPCH power control info

Parameters used by UE to set DPCH initial output power and to use for closed-loop power control in FDD and 1.28 Mcps TDD and parameters for uplink open loop power control in 3.84 Mcps TDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>DPCCH Power offset
	MP
	
	Integer(-164,..-6 by step of 2)
	In dB
	

	>>PC Preamble
	MP
	
	Integer (0..7)
	In number of frames
	

	>>SRB delay
	MP
	
	Integer(0..7)
	In number of frames
	

	>>Power Control Algorithm
	MP
	
	Enumerated (algorithm 1, algorithm 2)
	Specifies algorithm to be used by UE to interpret TPC commands
	

	>>TPC step size
	CV-algo
	
	Integer (1, 2)
	In dB
	

	>>ACK
	OP
	
	Integer

(0..8)
	Refer to quantization of the power offset in [28]
	REL-5

	>>NACK
	OP
	
	Integer

(0..8)
	refer to quantization of the power offset in [28]
	REL-5

	>>Ack-Nack repetition factor
	OP
	
	Integer(1..4)
	
	REL-5

	>TDD
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	>>>>UL target SIR
	OP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXPDPCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	
	
	
	
	
	

	
	
	
	
	
	

	>>CHOICE UL OL PC info
	MP
	
	
	
	

	>>>Broadcast UL OL PC info
	
	
	Null
	No data
	

	>>>Individually Signalled 
	OP
	
	
	
	

	>>>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>>>Individual timeslot interference info
	MP
	1 to <maxTS>
	
	
	

	>>>>>>>Individual timeslot interference
	MP
	
	Individual timeslot interference 10.3.6.38
	
	

	>>>>>>DPCH Constant Value
	OP
	
	Constant Value TDD

10.3.6.11a
	Quality Margin
	

	>>>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>>>TPC step size
	MP
	
	Integer(1,2,3)
	
	REL-4

	>>>>Primary CCPCH Tx Power
	OP
	
	Primary CCPCH Tx Power 10.3.6.59
	For Pathloss Calculation
	


	Condition
	Explanation

	algo
	The IE is mandatory present if the IE "Power Control Algorithm" is set to "algorithm 1", otherwise the IE is not needed


10.3.6.92
Uplink DPCH power control info Post

Parameters used by UE to set DPCH initial output power and to use for closed-loop power control.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	





	>>SRB delay
	MP
	
	Integer (0..7)
	In number of frames
	

	>TDD
	
	
	
	
	

	>>UL target SIR 
	MP
	
	Real (-11 .. 20 by step of 0.5dB)
	In dB
	

	
	
	
	
	For 1.28 Mcps TDD this parameter represents PRXPDPCHdes with range Integer(-120…-58 by step of 1) dBm
	REL-4

	>>CHOICE TDD option
	MP
	
	
	
	

	>>>3.84 Mcps TDD
	
	
	
	
	

	>>>>UL Timeslot Interference
	MP
	
	UL Interference TDD 10.3.6.87a
	
	

	>>>1.28 Mcps TDD
	
	
	
	(no data)
	REL-4


	Condition
	Explanation

	algo
	The IE is mandatory present if the IE "Power Control Algorithm" is set to "algorithm 1", otherwise the IE is not needed


11.3
Information element definitions

-------------

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--


-- ***************************************************

[………………………….]

UL-CCTrCH ::=





SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,


ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes



OPTIONAL

}

UL-CCTrCH-r4 ::=




SEQUENCE {


tfcs-ID







TFCS-IdentityPlain




DEFAULT 1,
-- The IE ul-TargetSIR corresponds to PRX-PDPCHdes for 1.28Mcps TDD



-- Actual value PRX-PDPCHdes = (value of IE "ul-TargetSIR" – 120)

ul-TargetSIR





UL-TargetSIR,


timeInfo






TimeInfo,


commonTimeslotInfo




CommonTimeslotInfo




OPTIONAL,


tddOption






CHOICE {



tdd384







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes

OPTIONAL



},



tdd128







SEQUENCE {




ul-CCTrCH-TimeslotsCodes


UplinkTimeslotsCodes-LCR-r4
OPTIONAL



}


}

}

UL-CCTrCHList ::=




SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH

UL-CCTrCHList-r4 ::=



SEQUENCE (SIZE (1..maxCCTrCH)) OF











UL-CCTrCH-r4

UL-CCTrCHListToRemove ::=


SEQUENCE (SIZE (1..maxCCTrCH)) OF











TFCS-IdentityPlain
UL-CCTrChTPCList ::=



SEQUENCE (SIZE (0..maxCCTrCH)) OF












TFCS-Identity
[…………………………..]

UL-DPCH-PowerControlInfoPostFDD ::=
SEQUENCE {


-- DPCCH-PowerOffset2 has a smaller range to save bits


dpcch-PowerOffset




DPCCH-PowerOffset2,


pc-Preamble






PC-Preamble,


sRB-delay






SRB-delay

}

UL-DPCH-PowerControlInfoPostTDD ::=
SEQUENCE {


ul-TargetSIR





UL-TargetSIR,


ul-TimeslotInterference



TDD-UL-Interference

}

UL-DPCH-PowerControlInfoPostTDD-LCR-r4 ::=
SEQUENCE {
-- The IE ul-TargetSIR corresponds to PRX-PDPCHdes for 1.28Mcps TDD



-- Actual value PRX-PDPCHdes = (value of IE "ul-TargetSIR" – 120)

ul-TargetSIR





UL-TargetSIR

}

UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- dpch-ConstantValue shall be ignored if in 1.28Mcps TDD mode.


dpch-ConstantValue




ConstantValueTdd


}

}

UL-Interference ::=




INTEGER (-110..-70)

UL-ScramblingCode ::=



INTEGER (0..16777215)

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





