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4.6.2
HS-SCCH information field mapping

4.6.2.1
Redundancy and constellation version coding

The redundancy version (RV) parameters r, s and constellation version parameter b are coded jointly to produce the value Xrv. Xrv is alternatively represented as the sequence xrv,1, xrv,2, xrv,3 where xrv,1 is the MSB. This is done according to the following tables according to the modulation mode used:

Table 12: RV coding for 16 QAM

	Xrv (value)
	s
	r
	b

	0
	1
	0
	0

	1
	0
	0
	0

	2
	1
	1
	1

	3
	0
	1
	1

	4
	1
	0
	1

	5
	1
	0
	2

	6
	1
	0
	3

	7
	1
	1
	0


Table 13: RV coding for QPSK

	Xrv (value)
	s
	r

	0
	1
	0

	1
	0
	0

	2
	1
	1

	3
	0
	1

	4
	1
	2

	5
	0
	2

	6
	1
	3

	7
	0
	3


4.6.2.2
Modulation scheme mapping

The value of xms,1 is derived from the modulation and given by the following:
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4.6.2.3
Channelization code-set mapping

The channelization code-set bits xccs,1, xccs,2, …, xccs,7 are coded according to the following:

Given P (multi-)codes starting at code O calculate the information-field using the unsigned binary representation of integers calculated by the expressions,

for the first three bits (code group indicator):

xccs,1, xccs,2, xccs,3 = min(P-1,15-P)

for the last four bits (code offset indicator):

xccs,4, xccs,5, xccs,6, xccs,7 = |O-1-(P/8( *15|

The definitions of P and O are given in [3].
4.6.2.4
UE identity mapping

The UE identity is the HS-DSCH Radio Network Identifier (H-RNTI) defined in [13]. This is mapped such that xue,1 corresponds to the MSB and xue,16 to the LSB, cf. [14].

4.6.2.5
HARQ process identifier mapping

Hybrid-ARQ process information (3 bits) xhap,1, xhap,2, xhap,3 is unsigned binary representation of the HARQ process identifier where xhap,1 is MSB.
4.6.2.6
Transport block size index mapping

Transport-block size information (6 bits) xtbs,1, xtbs,2, …, xtbs,6  is unsigned binary representation of the Transport block size index where xtbs,1 is MSB.
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