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	In the Transmission Gap Pattern Sequence Information ID, the Downlink Compressed Mode Method field’s semantics description, the statement "None means that compressed mode pattern is stopped." is misleading. Indeed, it can lead to two different interpretations:

1. Set the value “None” in the enumerated, but there is no value “None” in the enumerated, then this interpretation is not valid.
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The understanding is that the compressed mode activation/deactivation can only be done by means of the Active Pattern Sequence Information IE rather than Transmission Gap Pattern Sequence Information IE. It is then propose to remove this ambigous statement.
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9.2.2.47A
Transmission Gap Pattern Sequence Information

Defines the parameters for the compressed mode gap pattern sequence. For details see [16].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmission Gap Pattern Sequence Information
	
	1..<maxTGPS>
	
	

	>TGPSI Identifier
	M
	
	INTEGER(1..<MaxTGPS>)
	Transmission Gap Pattern Sequence Identifier

Establish a reference to the compressed mode pattern sequence. Up to <MaxTGPS> simultaneous compressed mode pattern sequences can be used.

	>TGSN
	M
	
	INTEGER(0..14)
	Transmission Gap Starting Slot Number

The slot number of the first transmission gap slot within the TGCFN.

	>TGL1
	M
	
	INTEGER(1..14)
	The length of the first Transmission Gap within the transmission gap pattern expressed in number of slots.

	>TGL2
	O
	
	INTEGER(1..14)
	The length of the second Transmission Gap within the transmission gap pattern. If omitted, then TGL2=TGL1.

	>TGD
	M
	
	INTEGER

(0, 15.. 269)
	Transmission gap distance indicates the number of slots between the starting slots of two consecutive transmission gaps within a transmission gap pattern. If there is only one transmission gap in the transmission gap pattern, this parameter shall be set to 0 (0 =undefined).



	>TGPL1
	M
	
	INTEGER(1..144,…)
	The duration of transmission gap pattern 1 in frames.

	>TGPL2
	O
	
	INTEGER(1..144,…)
	The duration of transmission gap pattern 2 in frames. If omitted, then TGPL2=TGPL1.

	>UL/DL mode
	M
	
	ENUMERATED(UL only, 

DL only, UL/DL)
	Defines whether only DL, only UL, or combined UL/DL compressed mode is used.

	>Downlink Compressed Mode Method
	C-DL
	
	ENUMERATED(puncturing, SF/2, higher layer scheduling,…)
	Method for generating downlink compressed mode gap.


	>Uplink Compressed Mode Method
	C-UL
	
	ENUMERATED(SF/2, higher layer scheduling,…)
	Method for generating uplink compressed mode gap.

	>Downlink Frame Type
	M
	
	ENUMERATED(A, B,...)
	Defines if frame type 'A' or 'B' shall be used in downlink compressed mode.

	>DeltaSIR1
	M
	
	INTEGER(0..30) 
	Delta in SIR target value to be set in the DRNS during the frame containing the start of the first transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase) 

Step 0.1 dB, Range 0-3dB

	>DeltaSIRafter1
	M
	
	INTEGER

(0..30) 
	Delta in SIR target value to be set in the DRNS one frame after the frame containing the start of the first transmission gap in the transmission gap pattern,.

Step 0.1 dB, Range 0-3dB

	>DeltaSIR2
	O
	
	INTEGER

(0..30)
	Delta in SIR target value to be set in the DRNS during the frame containing the start of the second transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase) 

When omitted, DeltaSIR2 = DeltaSIR1.

Step 0.1 dB, Range 0-3dB

	>DeltaSIRafter2
	O
	
	INTEGER

(0..30)
	Delta in SIR target value to be set in the DRNS one frame after the frame containing the start of the second transmission gap in the transmission gap pattern.

When omitted, DeltaSIRafter2 = DeltaSIRafter1.

Step 0.1 dB, Range 0-3dB


	Condition
	Explanation

	UL
	The IE shall be present if the UL/DL mode IE is set to "UL only" or "UL/DL".

	DL
	The IE shall be present if the UL/DL mode IE is set to "DL only" or "UL/DL".


	Range bound
	Explanation

	maxTGPS
	Maximum number of transmission gap pattern sequences.
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