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	Reason for change:
(

	As per the conformance requirement of the test case 9.5.2:

“The UE shall be able to correctly set up an MM connection in a Mobile Originating CM connection attempt and send a CM SERVICE REQUEST message with CKSN information element as stored in the USIM and Mobile Identity information element set to the TMSI”

As per the expected sequence at steps #A10, #B10 and #C10, UE may initiate Mobile originating CM connection for MO CS call, MO Supplementary service or MO SMS.

In TTCN implementation of test case 9.5.2 at line#12, RRC Connection Request always expects establishment cause as originatingConversationalCall, which is incorrect.  

As the test case will fail a conformant UE in case an MO Supplementary service or MO SMS is initiated by the UE.

As check for establishment cause in RRC connection request is not the test purpose, this can be removed. 

	
	

	Summary of change:
(

	At line 12 check for RRC Establishment Cause is changed from 

“originatingConversationalCall” to wildcard “?”


	
	

	Consequences if 
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not approved:
	The testcase may fail a conformant UE.
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	IWD NAS_wk07 ATS is used as reference for TTCN changes.
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	TTCN Reference
	tc_9_5_2 Line#12

	Reason for change
	As per the conformance requirement of the test case 9.5.2:

“The UE shall be able to correctly set up an MM connection in a Mobile Originating CM connection attempt and send a CM SERVICE REQUEST message with CKSN information element as stored in the USIM and Mobile Identity information element set to the TMSI”

As per the expected sequence at steps #A10, #B10 and #C10, UE may initiate Mobile originating CM connection for MO CS call, MO Supplementary service or MO SMS.

In TTCN implementation of test case 9.5.2 at line#12, RRC Connection Request always expects establishment cause as originatingConversationalCall, which is incorrect.  

As the test case will fail a conformant UE in case an MO Supplementary service or MO SMS is initiated by the UE.

As check for establishment cause in RRC connection request is not the test purpose, this can be removed.

	Summary of change
	At line 12 check for RRC Establishment Cause is changed from 

“originatingConversationalCall” to wildcard “?”
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After Change:
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