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	For the test case 8.1.7.1c, first PS RB setup is performed and then CS RB setup is performed. The cell states used for this test case are cell_Two_DTCH_CS_PS, cell_Four_DTCH_CS_PS, cell_Two_DTCH_CS_PS_Init and cell_Four_DTCH_CS_PS_Init. However as these cell states are also used in test cases where first CS RB setup is followed with PS RB setup, it results in failure of these test cases when ciphering is turned on.

Thus need to add new cell states for 8.1.7.1c and should be used in the following test steps:

· lt_SetCellConfig in pr_GotoState6_14_PS_CS,

· ts_SendRB_SetUpInteractBackg_64k_ConvSpeech_CS_PS, 

· ts_SendRB_SetUp_InteractBackg_64k_ConvUnknown_64k_20_CS_PS, 

· ts_RRC_ReceiveRB_SetupCmpl

· ts_SS_DownloadSecurityKey
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	1) Added new cell states:
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2) Following test steps modified to use cell_Two_DTCH_PS_CS, cell_Four_DTCH_PS_CS, cell_Two_DTCH_PS_CS_Init and cell_Four_DTCH_PS_CS_Init 

· lt_SetCellConfig in pr_GotoState6_14_PS_CS,

· ts_SendRB_SetUpInteractBackg_64k_ConvSpeech_CS_PS, 

· ts_SendRB_SetUp_InteractBackg_64k_ConvUnknown_64k_20_CS_PS, 

· ts_RRC_ReceiveRB_SetupCmpl

· ts_SS_DownloadSecurityKey 
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1. Change 1

	Test Step
	lt_SetCellConfig in pr_GotoState6_14_PS_CS

	Reason for change
	Test step lt_SetCellConfig, sets the cell configuration as Cell_Four_DTCH_CS_PS_Init and Cell_Two_DTCH_CS_PS_Init. In this test case first PS RAB is established and then a CS RAB is established. So the cell configuration should be set to Cell_Four_DTCH_PS_CS_Init and Cell_Two_DTCH_PS_CS_Init

	Summary of change
	Test step lt_SetCellConfig is modified to set the cell configuration to Cell_Four_DTCH_PS_CS_Init and Cell_Two_DTCH_PS_CS_Init

	Source of change
	New change



Before :


[image: image1.png]It_SetCellConfiy
a7

28
29

Ell

[tev_RRC_RAB_Type = cel_DCH_S
peech]

+15_SelCellCiy (p_Celld, cell_Fo
ur_DTCH_CS_PS_init)

[ tcv_RRC_RAB_Tyne = cell_DCH_
64KCS_RAB_SRB]

+1s_SetCellCiy (n_Cellld, cell_Tw
0o_DTCH_CS_PS_init





After :


[image: image2.png]It_SetCellCanfig
a7

[tev_RRC_RAB_Type = cel_DCH_S
peech]

+1s_SetCellCiy (p_Celld, cell_Fo
ur_DTCH_PS_CS_init)

T tcv_RRC_RAB_Type = cell DCH_6
4KkCS_RAB_SRE]

+1s_SetCellCiy (p_Cellid, cell_Tw|
0_DTCH_PS_CS_Init)

Detailed Comment.





2. Change 2

	ASN 1 Type Definition
	RB_ConfigType

	Reason for change
	Enum type Cell_Four_DTCH_PS_CS_Init and Cell_TWO_DTCH_PS_CS_Init needs to be defined

	Summary of change
	Enum type Cell_Four_DTCH_PS_CS_Init and Cell_TWO_DTCH_PS_CS_Init defined

	Source of change
	New change
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3. Change 3

	Test Step
	ts_SendRB_SetUpInteractBackg_64k_ConvSpeech_CS_PS

	Reason for change
	Line 6 and 7 in test step ts_SendRB_SetUpInteractBackg_64k_ConvSpeech_CS_PS should use cell_Four_DTCH_PS_CS as cell configuration.

	Summary of change
	Test step ts_SendRB_SetUpInteractBackg_64k_ConvSpeech_CS_PS modified to use cell_Four_DTCH_PS_CS as cell configuration.

	Source of change
	New change
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4. Change 4

	Test Step
	ts_SendRB_SetUp_InteractBackg_64k_ConvUnknown_64k_20_CS_PS

	Reason for change
	Line 6 and 7 in test step ts_SendRB_SetUp_InteractBackg_64k_ConvUnknown_64k_20_CS_PS should use cell_Two_DTCH_PS_CS as cell configuration.

	Summary of change
	Test step ts_SendRB_SetUp_InteractBackg_64k_ConvUnknown_64k_20_CS_PS modified to use cell_Two_DTCH_PS_CS as cell configuration.

	Source of change
	New change
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5. Change 5

	Test Step
	ts_RRC_ReceiveRB_SetupCmpl

	Reason for change
	Line 3 in test step ts_RRC_ReceiveRB_SetupCmpl should not check for configuration cell_Two_DTCH_CS_PS and cell_Four_DTCH_CS_PS 

	Summary of change
	Test step ts_RRC_ReceiveRB_SetupCmpl is modified not to check for configurations cell_Two_DTCH_CS_PS and cell_Four_DTCH_CS_PS

	Source of change
	New change
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6. Change 6

	Test Step
	ts_SS_DownloadSecurityKey

	Reason for change
	Line 7 in test step ts_SS_DownloadSecurityKey should not check for configuration cell_Two_DTCH_CS_PS, cell_Four_DTCH_CS_PS, cell_Two_DTCH_CS_PS_Init and cell_Four_DTCH_CS_PS_Init

	Summary of change
	Test step ts_SS_DownloadSecurityKey is modified not to check for configurations cell_Two_DTCH_CS_PS, cell_Four_DTCH_CS_PS, cell_Two_DTCH_CS_PS_Init and cell_Four_DTCH_CS_PS_Init

	Source of change
	New change
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