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1.1 Change 1:

	Local Tree and test step
	1. lt_CreateCell of tc_8_3_2_13

2.    lt_InitSIB11_12 of  tc_8_3_2_13

	Reason for change
	According to section 8.3.2.13.4 of 34.123-1, SS shall transmit special SIB4 and SIB11 for test case 8.3.2.13 but in TTCN SIB3 and SIB 12 are also modified which is not correct.

	Summary of change
	1. Line 1 of lt_CreateCell of tc_8_3_2_13 is modified to remove modification done to SIB3. 

2. Line 3 of lt_CreateCell of tc_8_3_2_13  is modified to change the name of Local tree lt_InitSIB11_12 to lt_InitSIB11 since only SIB11 need to be modified.

3. Line 1 of lt_InitSIB11_12 is modified to remove modification done to SIB12.

	Source of change
	New change
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Change 2:

	ASN.1 Type Constraint declaration
	c_SIB11_HCS_Sing

	Reason for change
	According to section 8.3.2.13.4 of 34.123-1, SS shall transmit special SIB11 with SIB12 Indicator set as FALSE for test case 8.3.2.13 but in TTCN SIB12 indicator is set as TRUE.

	Summary of change
	Modified c_SIB11_HCS_Sing to modify sib12indicator to FLASE.

	Source of change
	New change
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Change 3:

	Local Tree and test step
	 ts_SendDefSysInfoWithoutSIB3_4_Init

	Reason for change
	According to section 8.3.2.13.4 of 34.123-1, SS shall transmit special SIB11 for test case 8.3.2.13 with SIB12 indicator set as FALSE. Hence SIB12 need not be scheduled for this test case. In TTCN SIB 12 is scheduled which is not correct.

	Summary of change
	Line 4 of the test step a line is added to change the default scheduling of SB1 to scheduling with no SIB 12 

Line 13 of ts_SendDefSysInfoWithoutSIB3_4_Init is replaced with New Local tTree lt_FillNoneSchedulledBlocks to send null scheduling blocks in place of SIB 12. 

Line 14 of the test step call to test step ts_SendSIB18 is replaced with ts_SendSIB18_NoSIB6_OrSIB12

	Source of change
	New change
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