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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 9.4.5.4.6. which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_9_4_5_4_6

Test Group:
GMM\ServiceRequest_procedures

ATS Version:
iWD-TVB2003-03_D05wk09 + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UEs used:
Motorola & Qualcomm

Verification Status:
PASS
4 Corrections required for test case 9.4.5.4.6

4.1 Introduction

This section describes the changes required to make test case 9.4.5.4.6 run correctly with a 3G UE. All modifications are marked with label “WA#NAS<number>” for NAS related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was NAS_05wk09_B2003_03.mp which is part of the iWD-TVB2003-03_D05wk09 release. This is the second most recent ATS provided by MCC160 which contains GCF package WI 10 and WI 12 test cases.

The enclosed ATS [1] contains a number of additional changes (see list below) in common test steps which are required for other tests, but which are not applicable to test case 9.4.5.4.6: 

4.2 lt_Start3Cells (WA#NAS4722)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	Modified cell specific values for Cell A , Cell D and Cell G have not been broadcasted

	Summary of change
	System information is broadcasted for Cell A,D and G with modified values

	Source of change
	New Change

	Label
	WA#NAS4722
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4.3 tc_9_4_5_4_6 (WA#NAS4723)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	Incorrect Cause(tsc_RejCauPLMN_Not) for PS Registration Reject . This cause would put the current PLMN into forbidden list . To satisfy the following initial conditions of UE (The location area information on the USIM is "deleted") cause for PS Registration Reject should be tsc_RejCauLA_Not

	Summary of change
	Added (tcv_PSRegistrationRejectCause:=tsc_RejCauLA_Not) at line 7

	Source of change
	New Change

	Label
	WA#NAS4723
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4.4 tc_9_4_5_4_6 (WA#NAS4724)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	Detach Procedure on switch off cannot be done as UE has not successfully attached before.

	Summary of change
	Removed lt_Switchoff  at line 9 

	Source of change
	New Change

	Label
	WA#NAS4724


4.5 lt_Continue (WA#NAS4725)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	As per 3gpp spec 23.122 clause 4.4.3.3 UE should camp after a period of atleast 2 minutes.The teststep ts_RRC_RandAccFail is added to check that UE does not camp on any cell within 2 minutes.

	Summary of change
	Added +ts_RRC_RandAccFail(108000) at line 20

	Source of change
	New Change

	Label
	WA#NAS4725
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4.6 lt_Continue (WA#NAS4726)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	

	Summary of change
	Added ts_MM_LupPer2wIP at line 

	Source of change
	New Change

	Label
	WA#NAS4726
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4.7 tc_9_4_5_4_6 (WA#NAS4727)
	Test case name
	tc_9_4_5_4_6

	Reason for change
	As per test purpose , UE should be in Automatic mode. Testcase selection expression is wrong.

	Summary of change
	Added MM_SelExp04 (MM_SelExp01 AND pc_AutomaticAttachSwitchON) 

	Source of change
	New Change

	Label
	WA#NAS4727


[image: image7.png]Test Case Index

Test Group Reference:
MMiLocationUpdating/Periodic

Testoasets St ot T S
i o SeEg0] Locaton Updting ater UE power of
;
e





[image: image8.png]Test Case Selection Expression Definitions

Group.

 Selection Ref

 Select Expression

© Camments

MM_SelExp0t
MM_SelExp04

VWAENAS4727





5 Branches executed in test case 9.4.5.4.6

The test case implementation executed the PS branch,NMO II  with Integrity activated, Ciphering disabled, AutoAttach on.

6 Execution Log Files

6.1 Motorola 3G UE 

The Motorola V980 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 9_4_5_4_6-Motorola-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 9_4_5_4_6-pics-pixit-Motorola.html
Text file containing all PICS/PIXIT parameters used for testing.

6.2 Qualcomm 3G UE 

The Qualcomm passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 9_4_5_4_6-Qualcomm-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 9_4_5_4_6-pics-pixit-Qualcomm.html
Text file containing all PICS/PIXIT parameters used for testing.

7 References
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