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1
Introduction

This document contains the list of Change Requests that were agreed (or technically endorsed) by TSG-RAN WG2 and which are presented for approval to TSG-RAN #29.

The companion document RP-050397 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 with linked CRs (agenda item 7.3.3)
2.1
CRs on TR 25.993 affecting the R'99/Rel5
The following CRs are in RP-050455:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0042
	-
	Rel-6
	Redefiniton of Radio Access Bearer (RAB) combinations
	F
	6.10.0
	6.11.0
	R2-052143
	TEI

	25.993
	0043
	-
	Rel-6
	Proposed new notation for HSDPA Radio Bearers (RB)
	F
	6.10.0
	6.11.0
	R2-052144
	HSDPA-L23

	25.993
	0044
	-
	Rel-6
	Combinations of radio bearers on DPCH with WB-AMR and I/B PS.
	F
	6.10.0
	6.11.0
	R2-052269
	TEI5

	25.993
	0045
	-
	Rel-6
	Inclusion of additional example RAB combinations
	F
	6.10.0
	6.11.0
	R2-052173
	TEI

	25.993
	0046
	-
	Rel-6
	Addition of RAB-combinations with AMR 5.9 voice and AMR 12.2 with two PDP contexts
	F
	6.10.0
	6.11.0
	R2-052174
	TEI

	25.993
	0050
	-
	Rel-6
	Reference RB configuration for AMR utilising 5.9, and 4.75 kbps with SF256 in DL
	F
	6.10.0
	6.11.0
	R2-052318
	TEI


2.2
Feature removal corrections
2.2.1
Rel-5 (and Rel-6) CRs to 25.302

The following CRs are in RP-050456:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.302
	0164
	-
	Rel-5
	Feature Clean Up: Removal of CPCH
	F
	5.8.0
	5.9.0
	R2-052186
	TEI5

	25.302
	0165
	-
	Rel-6
	Feature Clean Up: Removal of CPCH
	A
	6.4.0
	6.5.0
	R2-052187
	TEI5


2.2.2
Rel-5 (and Rel-6) CRs to 25.321

The following CRs are in RP-050457:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0221
	-
	Rel-5
	Feature Clean Up: Removal of CPCH
	F
	5.11.0
	5.12.0
	R2-052188
	TEI5

	25.321
	0222
	-
	Rel-6
	Feature Clean Up: Removal of CPCH
	A
	6.5.0
	6.6.0
	R2-052189
	TEI5


2.2.3
Rel-5 (and Rel-6) CRs to 25.331

The following CRs are in RP-050458:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2634
	-
	Rel-5
	Feature Clean Up: Removal of DRAC
	F
	5.13.0
	5.14.0
	R2-052190
	TEI5

	25.331
	2635
	-
	Rel-6
	Feature Clean Up: Removal of DRAC
	A
	6.6.0
	6.7.0
	R2-052191
	TEI5

	25.331
	2636
	-
	Rel-5
	DRAC & Dedicated pilots removal leftovers (asn1)
	F
	5.13.0
	5.14.0
	R2-052192
	TEI5

	25.331
	2637
	-
	Rel-6
	DRAC & Dedicated pilots removal leftovers (asn1)
	A
	6.6.0
	6.7.0
	R2-052193
	TEI5

	25.331
	2638
	-
	Rel-5
	DRAC & CPCH removal leftovers (sib8,9,10)
	F
	5.13.0
	5.14.0
	R2-052194
	TEI5

	25.331
	2639
	-
	Rel-6
	DRAC & CPCH removal leftovers (sib8,9,10)
	A
	6.6.0
	6.7.0
	R2-052195
	TEI5

	25.331
	2640
	1
	Rel-5
	Feature remove (Tabular/asn1 alignment)
	F
	5.13.0
	5.14.0
	R2-052336
	TEI5

	25.331
	2641
	1
	Rel-6
	Feature remove (Tabular/asn1 alignment)
	A
	6.6.0
	6.7.0
	R2-052337
	TEI5


2.3
Other Rel-5 (and linked Rel-6) Change Requests
2.3.1
Change Requests on 25.301
The following CRs are in RP-050459:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.301
	0080
	-
	Rel-5
	Correction the arrow direction on logical channel mapping
	F
	5.5.0
	5.6.0
	R2-052152
	TEI5

	25.301
	0081
	-
	Rel-6
	Correction the mapping of PCCH to FACH
	F
	6.3.0
	6.4.0
	R2-052153
	TEI6


2.3.2
Change Requests on 25.304

The following CRs are in RP-050460:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.304
	0143
	-
	Rel-5
	Indentation fix in HCS measurement conditions
	F
	5.8.0
	5.9.0
	R2-052170
	TEI5

	25.304
	0144
	-
	Rel-5
	Correction to condition for starting penalty timer in HCS reselection
	F
	5.8.0
	5.9.0
	R2-052171
	TEI5

	25.304
	0145
	-
	Rel-6
	Correction to condition for starting penalty timer in HCS reselection
	A
	6.6.0
	6.7.0
	R2-052172
	TEI5


2.3.3
Change Requests on 25.306

The following CRs are in RP-050461:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0129
	-
	Rel-5
	Correction of HS-DSCH TB size and soft channel bits number for 1.28 Mcps TDD
	F
	5.11.0
	5.12.0
	R2-052275
	HSDPA-L23

	25.306
	0130
	-
	Rel-6
	Correction of TB size and soft channel bits number for 1.28 Mcps TDD
	A
	6.5.0
	6.6.0
	R2-052276
	HSDPA-L23


2.3.4
Change Requests on 25.321

The following CRs are in RP-050462:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0217
	-
	Rel-5
	Correction of HS-DSCH TB size for 1.28 Mcps TDD
	F
	5.11.0
	5.12.0
	R2-052298
	HSDPA-L23

	25.321
	0218
	-
	Rel-6
	Correction of TB size for 1.28 Mcps TDD
	A
	6.5.0
	6.6.0
	R2-052299
	HSDPA-L23


2.3.5
Change Requests on 25.322

The following CRs are in RP-050463:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0283
	-
	Rel-5
	Single Sided RLC Re-establishment
	F
	5.11.0
	5.12.0
	R2-052168
	TEI5

	25.322
	0284
	-
	Rel-6
	Single Sided RLC Re-establishment
	A
	6.4.0
	6.5.0
	R2-052169
	TEI5


2.3.6
Change Requests on 25.324

The following CRs are in RP-050464:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.324
	0026
	1
	Rel-5
	Cell Broadcast
	F
	5.5.0
	5.6.0
	R2-052280
	TEI5

	25.324
	0027
	2
	Rel-6
	Cell Broadcast
	A
	6.3.0
	6.4.0
	R2-052297
	TEI5


2.3.7
Change Requests on 25.331

The following CRs are in RP-050465:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2618
	-
	Rel-5
	ASN1 update for InterRATReportingQuantity
	F
	5.13.0
	5.14.0
	R2-052155
	TEI5

	25.331
	2619
	-
	Rel-6
	ASN1 update for InterRATReportingQuantity
	A
	6.6.0
	6.7.0
	R2-052156
	TEI5

	25.331
	2620
	-
	Rel-5
	IE “RB information to reconfigure” for RADIO BEARER RECONFIGURATION message
	F
	5.13.0
	5.14.0
	R2-052157
	TEI5

	25.331
	2621
	1
	Rel-6
	IE “RB information to reconfigure” for RADIO BEARER RECONFIGURATION message
	A
	6.6.0
	6.7.0
	R2-052277
	TEI5

	25.331
	2622
	-
	Rel-5
	Size of TFC Subset List for Transport Format Combination Control
	F
	5.13.0
	5.14.0
	R2-052159
	TEI5

	25.331
	2623
	-
	Rel-6
	Size of TFC Subset List for Transport Format Combination Control
	A
	6.6.0
	6.7.0
	R2-052160
	TEI5

	25.331
	2625
	-
	Rel-5
	RB mapping rules
	F
	5.13.0
	5.14.0
	R2-052162
	TEI5

	25.331
	2626
	-
	Rel-6
	RB mapping rules
	A
	6.6.0
	6.7.0
	R2-052163
	TEI5

	25.331
	2627
	2
	Rel-5
	Rules for triggering Hard handover
	F
	5.13.0
	5.14.0
	R2-052307
	TEI5

	25.331
	2628
	2
	Rel-6
	Rules for triggering Hard handover
	A
	6.6.0
	6.7.0
	R2-052308
	TEI5

	25.331
	2629
	-
	Rel-5
	RSCP value range extension
	F
	5.13.0
	5.14.0
	R2-052177
	TEI5

	25.331
	2630
	-
	Rel-6
	RSCP value range extension
	A
	6.6.0
	6.7.0
	R2-052178
	TEI5

	25.331
	2631
	-
	Rel-5
	H-RNTI validity
	F
	5.13.0
	5.14.0
	R2-052179
	TEI5

	25.331
	2632
	-
	Rel-6
	H-RNTI validity
	A
	6.6.0
	6.7.0
	R2-052180
	TEI5


3
Release 6 Change Requests (for closed Rel-6 Work Items, agenda item 7.3.4)
3.1
CRs on UMTS2600 (Band VII)

3.1.1
Change Requests on 25.307 R'99/Rel-4 (technically endorsed)
The following CRs are in RP-050466:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.307
	0035
	-
	R99
	Introduction of UMTS2600 internal band, Band VII
	B
	3.4.0
	3.5.0
	R2-052270
	RInImp-UMTS2600

	25.307
	0036
	-
	Rel-4
	Introduction of UMTS2600 internal band, Band VII
	B
	4.4.0
	4.5.0
	R2-052271
	RInImp-UMTS2600


3.1.2
Change Requests on 25.307 Rel-5/Rel-6 and 25.331 Rel-6 (agreed)

The following CRs are in RP-050467:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.307
	0037
	-
	Rel-5
	Introduction of UMTS2600 internal band, Band VII
	B
	5.3.0
	5.4.0
	R2-052272
	RInImp-UMTS2600

	25.307
	0038
	-
	Rel-6
	Introduction of UMTS2600 internal band, Band VII
	B
	6.1.0
	6.2.0
	R2-052273
	RInImp-UMTS2600

	25.331
	2675
	-
	Rel-6
	Introduction of Band VII
	B
	6.6.0
	6.7.0
	R2-052274
	RInImp-UMTS2600


3.2
MBMS Corrections
3.2.1
Change Requests on 25.304, 25.306, 25.322, 25.323, 25.331 and 25.346
The following CRs are in RP-050468:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.304
	0148
	-
	Rel-6
	Correction to cell reselection when HCS is not used and MBMS PL is indicated
	F
	6.6.0
	6.7.0
	R2-052217
	MBMS-RAN

	25.306
	0124
	-
	Rel-6
	Introduction of MBMS capability for TDD
	F
	6.5.0
	6.6.0
	R2-052124
	MBMS-RAN

	25.306
	0125
	-
	Rel-6
	Correction of UE capability for MBMS
	F
	6.5.0
	6.6.0
	R2-052125
	MBMS-RAN

	25.322
	0286
	-
	Rel-6
	Arithmetic comparison for DAR function and VR(US) after MBMS being included
	F
	6.4.0
	6.5.0
	R2-052122
	MBMS-RAN

	25.322
	0287
	-
	Rel-6
	Clarification on DAR window reconfiguration
	F
	6.4.0
	6.5.0
	R2-052261
	MBMS-RAN

	25.322
	0288
	-
	Rel-6
	Clarification on reception of UMD PDU when OSD function is configured
	F
	6.4.0
	6.5.0
	R2-052262
	MBMS-RAN

	25.323
	0065
	-
	Rel-6
	Correction of MBMS header compression
	F
	6.2.0
	6.3.0
	R2-052123
	MBMS-RAN

	25.331
	2663
	-
	Rel-6
	Minor MBMS corrections (set IV)
	F
	6.6.0
	6.7.0
	R2-052126
	MBMS-RAN

	25.331
	2664
	-
	Rel-6
	Clarification on MBMS modified services information IE
	F
	6.6.0
	6.7.0
	R2-052127
	MBMS-RAN

	25.331
	2665
	-
	Rel-6
	MBMS correction for recounting
	F
	6.6.0
	6.7.0
	R2-052129
	MBMS-RAN

	25.331
	2666
	1
	Rel-6
	MBMS asn1 issues
	F
	6.6.0
	6.7.0
	R2-052258
	MBMS-RAN

	25.331
	2671
	-
	Rel-6
	Conditional suspension of CELL_FACH measurements to enable reception of MCCH
	F
	6.6.0
	6.7.0
	R2-052131
	MBMS-RAN

	25.331
	2672
	-
	Rel-6
	MBMS message order on MCCH
	F
	6.6.0
	6.7.0
	R2-052259
	MBMS-RAN

	25.331
	2673
	-
	Rel-6
	MSCH configuration information in case of soft combining Timing Offset
	F
	6.6.0
	6.7.0
	R2-052260
	MBMS-RAN

	25.346
	0019
	-
	Rel-6
	Change of scope for the MBMS Access Information and MBMS P-T-P Modification Request signalling flows plus editorial corrections
	F
	6.5.0
	6.6.0
	R2-052257
	MBMS-RAN


3.2.2
Change Request on 25.306, 25.331 on the removal of fixed position for S-CCPCHs carrying MBMS channels:

The following CRs are in RP-050469:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0128
	-
	Rel-6
	Removal of fixed position for S-CCPCHs carrying MBMS channels
	F
	6.5.0
	6.6.0
	R2-052132
	MBMS-RAN

	25.331
	2674
	1
	Rel-6
	Removal of fixed position for S-CCPCHs carrying MBMS channels
	F
	6.6.0
	6.7.0
	R2-052283
	MBMS-RAN


3.3
FDD Enhanced Uplink Corrections

3.3.1
Change Requests on 25.306 and 25.309, 25.321
The following CRs are in RP-050470:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0126
	-
	Rel-6
	Correction on table 5.1g (FDD E-DCH physical layer categories)
	F
	6.5.0
	6.6.0
	R2-052252
	EDCH-L23

	25.306
	0127
	-
	Rel-6
	E-DCH L2 Buffer sizes
	F
	6.5.0
	6.6.0
	R2-052253
	EDCH-L23

	25.309
	0007
	-
	Rel-6
	SG update and retransmission of scheduling information corrections
	F
	6.3.0
	6.4.0
	R2-052114
	EDCH-L23

	25.309
	0008
	-
	Rel-6
	Minor corrections to E-DCH Stage 2 following offline review
	F
	6.3.0
	6.4.0
	R2-052115
	EDCH-L23

	25.309
	0009
	-
	Rel-6
	Clarification of the term “pre-emption” for E-DCH
	F
	6.3.0
	6.4.0
	R2-052116
	EDCH-L23

	25.309
	0010
	-
	Rel-6
	UE behavior to RGs when holding SG
	B
	6.3.0
	6.4.0
	R2-052137
	EDCH-L23

	25.309
	0011
	-
	Rel-6
	Correction to E-TFC selection in compressed mode for 10 ms TTI
	F
	6.3.0
	6.4.0
	R2-052250
	EDCH-L23

	25.309
	0012
	-
	Rel-6
	Correction to MAC-e/es Entity
	F
	6.3.0
	6.4.0
	R2-052251
	EDCH-L23

	25.309
	0013
	-
	Rel-6
	Introduction of Reference Received Total Wideband Power
	F
	6.3.0
	6.4.0
	R2-052295
	EDCH-L23

	25.309
	0014
	-
	Rel-6
	Maximum number of reference E-TFCs
	F
	6.3.0
	6.4.0
	R2-052328
	EDCH-L23

	25.321
	0219
	4
	Rel-6
	Additional text on EUL in MAC specification
	C
	6.5.0
	6.6.0
	R2-052339
	EDCH-L23


3.3.2
Change Requests on 25.331

The following CRs are in RP-050471:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2667
	-
	Rel-6
	E-DCH corrections and additions
	F
	6.6.0
	6.7.0
	R2-052244
	EDCH-L23

	25.331
	2668
	-
	Rel-6
	E-DCH corrections
	F
	6.6.0
	6.7.0
	R2-052246
	EDCH-L23

	25.331
	2670
	1
	Rel-6
	UE capabilities for E-DCH in 25.331
	F
	6.6.0
	6.7.0
	R2-052338
	EDCH-L23

	25.331
	2680
	-
	Rel-6
	E-DCH TTI Reconfiguration
	F
	6.6.0
	6.7.0
	R2-052310
	EDCH-L23


The following CR is in RP-050472:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2669
	4
	Rel-6
	E-DCH additions to active set update
	F
	6.6.0
	6.7.0
	R2-052340
	EDCH-L23


4
Approval of linked CRs where the leading one originated from WG2 (agenda item 7.3.5)
4.1
GERAN PS Handover: CRs on 25.331, 25.922 and 25.413
The following CRs are in RP-050473:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2661
	1
	Rel-6
	Introduction of PS handover between UTRAN and GERAN
	B
	6.6.0
	6.7.0
	R2-052315
	SPSHAGB

	25.922
	0033
	-
	Rel-6
	PS handover to/from GERAN
	B
	6.1.0
	6.2.0
	R2-052228
	SPSHAGB

	25.413
	0782
	-
	Rel-6
	Inclusion of Inter-RAT PS Handover between UTRAN and GERAN A/Gb
	B
	6.6.0
	6.7.0
	R3-050924
	SPSHAGB


4.2
Priority Service indication in Paging: CRs on 25.331 and 25.413 (technically endorsed)

The following CRs are in RP-050474:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2647
	-
	Rel-6
	Addition of Paging/RRC-establishment causes for WPS calls
	B
	6.6.0
	6.7.0
	R2-052209
	TEI6

	25.413
	0775
	1
	Rel-6
	Priority Service Indication in Paging
	B
	6.6.0
	6.7.0
	R2-051013
	TEI6



Note: There are linked CRs in CT1, 24.008 CRs 1020, 1021.
5
RAN Improvement feature (agenda item 8.2)

5.1
Optimisation of channelization code utilisation for FDD

5.1.1
Change Request on 25.306:

The following CR is in RP-050475:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0123
	-
	Rel-6
	F-DPCH support for HS-DSCH supporting Ues
	F
	6.5.0
	6.6.0
	R2-052227
	RANimp-RABSE-CodeOptFDD


5.1.2
Change Request on 25.331:

The following CR is in RP-050476:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2660
	-
	Rel-6
	Modification of TPC command error rate granularity and range
	F
	6.6.0
	6.7.0
	R2-052226
	RANimp-RABSE-CodeOptFDD


6
UE Positioning (agenda item 8.3)

6.1
Inclusion of Uplink TDOA UE positioning method in the UTRAN specification (agenda item 8.3.1)
The following CR is in RP-050477:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.305
	0107
	-
	Rel-7
	Harmonization with the Stage 3 specification (TS 25.453) and addition of TDD functionality for the U-TDOA positioning method
	C
	7.0.0
	7.1.0
	R2-052319
	LCS3-UEPos-UTDOA


6.2
LCS Enhancements Related to Location-Based Services (agenda item 8.3.2)
The following CR is in RP-050478:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.305
	0106
	-
	Rel-7
	Enabling the Providing of Velocity
	B
	7.0.0
	7.1.0
	R2-052237
	LCS3-UEPos-Velocity


7
Technical Small Enhancements and Improvements (agenda item 8.14)

7.1
Change Requests on 25.304:
The following CR is in RP-050479:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.304
	0146
	-
	Rel-6
	Selecting the correct priority layer in HCS high mobility
	F
	6.6.0
	6.7.0
	R2-052202
	TEI6

	25.304
	0147
	-
	Rel-6
	Correction to inter-frequency cell reselection when HCS is not used
	A
	6.6.0
	6.7.0
	R2-052216
	TEI6


7.2
Change Requests on 25.306:

The following CR is in RP-050480:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0120
	-
	Rel-6
	Removal RLC-SDU alignment capability
	F
	6.5.0
	6.6.0
	R2-052184
	TEI6

	25.306
	0121
	-
	Rel-6
	Feature Clean Up: Removal of DRAC
	F
	6.5.0
	6.6.0
	R2-052207
	TEI6

	25.306
	0122
	-
	Rel-6
	Adding the UE capability for FDD Radio frequency bands
	F
	6.5.0
	6.6.0
	R2-052222
	TEI6

	25.306
	0132
	-
	Rel-6
	Introduction of REL-6 Access Stratum release indicator
	F
	6.5.0
	6.6.0
	R2-052296
	TEI6


7.3
Change Request on 25.322:

The following CR is in RP-050481:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0285
	-
	Rel-6
	Removal RLC-SDU alignment capability
	F
	6.4.0
	6.5.0
	R2-052183
	TEI6


7.4
Change Requests on 25.331 (1):

The following CR is in RP-050482:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2633
	-
	Rel-6
	Removal RLC-SDU alignment capability
	F
	6.6.0
	6.7.0
	R2-052185
	TEI6

	25.331
	2642
	-
	Rel-6
	Correction to UE L3 requirements for HS-DSCH mobility
	F
	6.6.0
	6.7.0
	R2-052203
	TEI6

	25.331
	2643
	-
	Rel-6
	Rate Control Correction
	F
	6.6.0
	6.7.0
	R2-052204
	TEI6

	25.331
	2644
	-
	Rel-6
	Introduction of container to facilitate transparent transfer of UE capabilities
	F
	6.6.0
	6.7.0
	R2-052205
	TEI6

	25.331
	2645
	-
	Rel-6
	Minor ASN.1 correction for TDD IEs Beacon PL Est and DHS-Sync
	F
	6.6.0
	6.7.0
	R2-052206
	TEI6

	25.331
	2646
	-
	Rel-6
	Addition of ongoing reconfiguration indicator in cell update
	B
	6.6.0
	6.7.0
	R2-052208
	TEI6

	25.331
	2648
	-
	Rel-6
	Faster L1 DCH synchronization
	F
	6.6.0
	6.7.0
	R2-052210
	TEI6

	25.331
	2649
	-
	Rel-6
	Direct transition to DCH
	F
	6.6.0
	6.7.0
	R2-052211
	TEI6

	25.331
	2650
	-
	Rel-6
	PSI messages in CELL CHANGE ORDER FROM UTRAN
	F
	6.6.0
	6.7.0
	R2-052212
	TEI6

	25.331
	2651
	-
	Rel-6
	SRNS relocation info
	F
	6.6.0
	6.7.0
	R2-052213
	TEI6

	25.331
	2652
	-
	Rel-6
	Correction to UE-assisted OTDOA support
	F
	6.6.0
	6.7.0
	R2-052214
	TEI6

	25.331
	2653
	-
	Rel-6
	Correction to undefined UE behaviour in case of Cell-ID positioning with method type UE-based
	F
	6.6.0
	6.7.0
	R2-052215
	TEI6

	25.331
	2654
	-
	Rel-6
	Receiving "Frequency info" IE in CELL UPDATE CONFIRM message
	F
	6.6.0
	6.7.0
	R2-052218
	TEI6


7.5
Change Requests on 25.331 (2):

The following CR is in RP-050483:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2655
	-
	Rel-6
	Re-entry in service in CELL_PCH before T316 expiry
	F
	6.6.0
	6.7.0
	R2-052219
	TEI6

	25.331
	2656
	-
	Rel-6
	ASN.1 alignment to Rel-5 of InterRATCellInfoIndication
	F
	6.6.0
	6.7.0
	R2-052220
	TEI6

	25.331
	2657
	-
	Rel-6
	Addition of Inter-frequency measurements reporting on RACH reporting in the ASN.1 of RRC CONNECTION REQUEST and CELL UPDATE messages
	F
	6.6.0
	6.7.0
	R2-052221
	TEI6

	25.331
	2658
	-
	Rel-6
	Correction to the Amount of Reporting
	F
	6.6.0
	6.7.0
	R2-052223
	TEI6

	25.331
	2659
	-
	Rel-6
	Minor correction of HS-DSCH/ E-DCH capability indication
	F
	6.6.0
	6.7.0
	R2-052224
	TEI6

	25.331
	2662
	-
	Rel-6
	Including HS-DPCCH power offset and HARQ preamble mode in active set update
	B
	6.6.0
	6.7.0
	R2-052234
	TEI6

	25.331
	2676
	-
	Rel-6
	Introducing pre- configuration upon radio bearer establishment
	C
	6.6.0
	6.7.0
	R2-052284
	TEI6

	25.331
	2681
	-
	Rel-6
	Maximum number of reference ETFCI’s
	F
	6.6.0
	6.7.0
	R2-052329
	TEI6


7.6
Change Request on 25.306 and 25.331 on device type indication in UE capability
The following CR is in RP-050484:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0131
	-
	Rel-6
	Introduction of battery-limited device indication in UE capability
	B
	6.5.0
	6.6.0
	R2-052285
	TEI6

	25.331
	2677
	1
	Rel-6
	Introduction of the device type indication in UE capability
	B
	6.6.0
	6.7.0
	R2-052301
	TEI6


7.7
Change Request on 25.331 on Inter-band mobility (legacy bands)

The following CR is in RP-050485:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2679
	1
	Rel-6
	Inter-band mobility (legacy bands)
	F
	6.6.0
	6.7.0
	R2-052335
	TEI6


7.8
Change Request on 25.331 on Support of DSAC in Rel-5 UEs:

The following CR is in RP-050486:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2616
	-
	Rel-6
	Support of Domain Specific Access Control in Rel-5 Ues
	F
	6.6.0
	6.7.0
	R2-052110
	TEI6


7.9
(Change Request on 25.921 on new IEs in spare extension)
(25.921 CR 0064, title "Optional presence of New IE Flags IE and new IEs in Spare Extension", is presented by RAN WG3 in RP-050445, as linked with 25.425CR100rev1 and 25.435CR144rev1).
7.10
Change Request on TR 25.993:

The following CR is in RP-050487:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.993
	0047
	-
	Rel-6
	Maximum number of bits per TTI for extended CCCH
	F
	6.10.0
	6.11.0
	R2-052201
	TEI6
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