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6.1.0a.3
SIB default schedule

	Block

Type
	MIB
	SB1
	SIB1
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB11
	SIB12
	SIB18

	SIB_REP
	8
	16
	64
	64
	64
	64
	64
	64
	16
	64
	64
	64

	SEG_
COUNT
	1
	1
	1
	1
	1
	1
	4(FDD)

5(TDD)
	4
	1
	3
	3
	1


	Frame No / SIB_POS
	0
	2
	4
	6
	8
	10
	12
	14

	Block Type
	MIB
	SB1
	SIB7
	SIB6
	MIB
	SIB6
	SIB6
	SIB6

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	16
	18
	20
	22
	24
	26
	28
	30

	Block Type
	MIB
	SB1
	SIB7/SIB3
	SIB1/SIB2
	MIB
	SIB12
	SIB12
	SIB12

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	32
	34
	36
	38
	40
	42
	44
	46

	Block Type
	MIB
	SB1
	SIB7/SIB18
	SIB5
	MIB
	SIB5
	SIB5
	SIB5

	
	
	
	
	
	
	
	
	

	Frame No / SIB_POS
	48
	50
	52
	54
	56
	58
	60
	62

	Block Type
	MIB
	SB1
	SIB7/SIB4
	- (FDD)

SIB5(LCR TDD)
	MIB
	SIB11
	SIB11
	SIB11


The SEG_COUNT in the table specifies the maximum possible transport BCH blocks scheduled for broadcasting. The more contents a SIB has, the more transport BCH blocks are needed for broadcasting. In order to keep SIB repetition period, SIB_REP, unchanged in different test cases, each specific SIB in the individual test cases after the PER encoding shall not exceed the SEG_COUNT scheduled.
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