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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.1.23, which is part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 

2 Table of Contents

11
Overview

2
Table of Contents
1
3
Verification Test Summary
2
4
Corrections required for test case 8.3.1.23
2
4.1
Introduction
2
4.2
tc_8_3_1_23: lt_TestBody
2
5
Branches executed in test case 8.3.1.23
5
6
Execution Log Files
5
6.1
Nokia 6630 3G UE
5
6.2
Motorola 3G UE V980
5
7
References
5



3 Verification Test Summary

Test Case:
TC_8_3_1_23 

Test Group:
RRC\RRC_CellUpdate.

ATS Version:
iWD-TVB2003-03_D05wk19 + essential modifications

System Simulator used:
Anite 3G CT
UE used:
Nokia 6630 and Motorola V980

Verification Status:
PASS
4 Corrections required for test case 8.3.1.23

4.1 Introduction

This section describes the changes required to make test case 8.3.1.23 run correctly with a 3G UE. The ATS version used as basis was RRC_wk19.mp, which is part of the iWD-TVB2003-03_D05wk19 release.

4.2 tc_8_3_1_23: lt_TestBody
	Test step name
	tc_8_3_1_23: lt_TestBody

	Reason for change
	1) At line no: 13, step2, during the creation of the cell C, the second neighbouring cell for Cell C will be Cell B.

2) The guard timer used for reception of Cell Update message at Step 4 and Step 8 is not sufficient.
3) Cell B will only have a better Ranking than Cell C after the penalty time has expired therefore Cell update message should not be received during penalty time.
4) The dedicated resources must be moved from Cell A to Cell C after step 4 and dedicated resources must be moved from Cell C to Cell B after step 8.

	Summary of change
	1) Replaced  “tcv_CellInfoC” by  “tcv_CellInfoB” at line 13.

2) Increased the cell update guard timer to 40sec in the teststep “+ts_RRC_ReceiveCellUpdateNonPeriodic” at step4 and step8
3) Added 36 sec timer (lower tolerance for penalty timer) to catch Cell Update message after step 3 and Step 7.
4) Added +ts_HO_ReconfFACH_ToFACH ( tsc_CellA,tsc_CellC )  and +ts_HO_ReconfFACH_ToFACH ( tsc_CellC,tsc_CellB ) after  teststep “+ts_RRC_ReceiveCellUpdateNonPeriodic” at step 4 and step 8 respectively.

	Source of change
	New change
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5 Branches executed in test case 8.3.1.23

The test case implementation executed the PS branch with Integrity activated and Ciphering enabled.

6 Execution Log Files

6.1 Nokia 6630 3G UE 

The Nokia 6630 passed this test case on Anite 3G CT System. The documentation below is enclosed as evidence of the successful test case run [1]:

6.2 Motorola 3G UE V980

The Motorola UE passed this test case on the Anite 3G CT system. The documentation below is enclosed as evidence of the successful test case run [2]:
7 References

	[1]
	This archive comprises text format execution log file with Nokia UE and the TTCN MP file.


	[2]
	This archive comprises text format execution log file with Motorola and the TTCN MP file.
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