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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.1.32 which is part of the HSDPA_r5 test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_1_32
Test Group:
RRC/RRC_CellUpdate/
ATS Version:
iWD-TVB2004-12_D05wk21 + essential modifications.
System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Qualcomm 6275
Verification Status:
PASS
4 Corrections required for test case 8.3.1.32
4.1 Introduction

This section describes the changes required to make test case 8.3.1.32 run correctly with a 3G UE. All modifications are marked with label “WA#HSDPA<number>” for RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HS_ENH_r5_wk21.mp which is part of the iWD-TVB2004-12_D05wk19 release. This ATS provided by MCC160 which contains GCF package WI-014 test cases. The following other WorkArounds present in the mp file is not required for this test case.
WA#HSDPA0028, WA#HSDPA0029, WA#HSDPA0030

4.2 c_DL_CommonInformationDCH_DPCH_Offset_r5 
(WA#HSDPA0031)
	Test step name
	c_DL_CommonInformationDCH_DPCH_Offset_r5

	Reason for change
	During the DPCH establishment procedure, the signalling connection is set to 3.4 kbps; hence, the position shall be set to fixed and the TFCI to FALSE

	Summary of change
	Changed the position to fixed and the TFCI existence to FALSE

	Source of change
	New Change

	Label
	WA#HSDPA0031
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4.3 tc_8_3_1_32
(WA#HSDPA0031)
	Test step name
	tc_8_3_1_32

	Reason for change
	Added Delay to make sure that the Ack is sent for the Physical Channel Reconfiguration Complete message.

	Summary of change
	Added +ts_RRC_Delay(100) in line 15

	Source of change
	New Change

	Label
	WA#HSDPA0031
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4.4 ts_HO_SS_ReconfDCH_HS_ToFACH
(WA#HSDPA0023)
	Test step name
	ts_HO_SS_ReconfDCH_HS_ToFACH

	Reason for change
	In order to be consistent with the release procedure of HS PDSCH,  it is proposed to follow, HS-PDSCH release followed by DL-UL DPCH release

	Summary of change
	Moved  lt_RelHS_PDSCH to line 2 and moved lt_RelUL_DPCH to line 4 

	Source of change
	New Change

	Label
	WA#HSDPA0031
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4.5 ts_SS_UL_DPCH_ModifyHS (WA#HSDPA0012)
	Test step name
	ts_SS_UL_DPCH_ModifyHS

	Reason for change
	The ACK NACK information must be provided to the SS in order to configure HS.

	Summary of change
	Used the constraint cb_UL_DPCH_InfoACK_r5

	Source of change
	New Change

	Label
	WA#HSDPA0012


[image: image4.png]Test Step

[TestSten 10
Test Step Group Ref. HSDPA_M_SS_Steps!
Objective:

ts_85_UL_DPCH_ModityH3 (n_Cellld . INTEGER)

10| CPHY?CPHY_RL_Modity_CNF

11 CPHYICPHY_TICH_Config_REQ
12 CPHY?CPHY_TICH_Config_CNF
13 CMAC | CMAC_Config_REQ

14 CMAC ? CMAC_Config_CNF

;
ca_RL_ModifyCnf(p_Cellld, tsc_UL_L

ca_TrChCfglnfa ( p_Cellld, tsc_UL_DPCH1, c_TrChConfigTypeDCH_NoSHO, ch_DCH_336_148_UL_Info (tev_ActTime) )
ca_TrChCfgCnfip_Cellld, tsc_UL_DPCH1)

ca_CMAC_Reconfiginfo( tsc_CellDedicated , tsc_UL_DPCH1, c_UE_Info{ OMIT, OMIT ), ch_TrChinfoUL_336_148, cd_TrLo

Defets 5. 0er
o o e
] cstevowesmmptor ] Consrantrar T commens
1 liH_cig ul_DataRete = 1384 e
2 CPHY | CPHY_RL_Modify_REQ ca_UL_DPG 15 (p_Cellld, tsc_UL_DPCH1 PCH_INfoACK_r)(sfd, pl0_72, tev_TmpCellinfo.ul_Scra WAFHSDPADD12
mblingCodd, tev_HS_Cfgy tev_ActTime, tev_HS_Cf)
5 CPHY CPIY_RL MadihONF . RL Moo, o0 UL DPCHY)
4 CPHY | CPHY_TrCH_Config_REQ ca_TrChCfainfo (p_Cellld, tsc_UL_DPCH1, c_TrChConfigTypeDCH_NoSHO, c_DCH_336_148_UL_Info384k (fov_ActTime))
5 CPHY ? CPHY_TrCH_Config_CN  ca_TrChCfgCnf (p_Cellld, tsc_UL_DPCH1)
.
6 CMAC | CMAC_Config_REQ ca_CMAC_Reconfiginfo itsc_CellDedicated, tsc_UL_DPCH1, c_UE_Info (OMIT, OMIT),
ReniUL 30148, 355k
AT oaaBnUL 4B 1DTCH e,
tev_ActTime)
T OMAG? CHAC_Confa ONF  ca-OMAG.CioCnfec_CelDaieaid, fec_UL_OPCHY)
& e Cigul DaeRete =] st
El CPHYICPHY_RL_Modify_REQ ca_UL_DPCH_Modifyinfo_rs (p_Cel PCH_INfoACK_r5 (tyc_UL_DPDCH_SF_B4k_PS, pl0_96 WARHSDPAOD12





5 Branches executed in test case 8.3.1.32
The test case implementation executed the PS branch with Integrity and Ciphering activated, AutoAttach ON.

6 Execution Log Files

6.1 Qualcomm 6275 3G UE 

The Qualcomm 6275 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_3_1_32-Qualcomm-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_1_32-pics-pixit-Qualcomm.html
Text file containing all PICS/PIXIT parameters used for testing.

7 References
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