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Reason for change:
z

As per 34.123-1 at Step 4 in the RADIO BEARER RECONFIGURATION message, in the IE 'Measurement Feedback Info', delta CQI should be set to –3 dB. 

However as per to 25.213 clause 4.2.1 table 1A, and 25.214 clause 5.1.2.5A a value of –3dB is not a valid value.

As the test case purpose is not to check the UE behavior for the change in value of this IE, thus it is proposed to use a default value of 0dB for this IE.

Note: Prose CR will be raised for this in the next RAN5 meeting.




Summary of change:
z

Changed the value of Delta CQI in Radio Bearer Reconfiguration message used in step4 to 5 (0dB) from 2(–3dB).
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TTCN implementation will not be as per the core and test specification.
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1.1 Change 1

Constraint name
cd_MeasFeedbackInfoCfg3

Reason for change
As per 34.123-1 at Step 4 in the RADIO BEARER RECONFIGURATION message, in the IE 'Measurement Feedback Info', delta CQI should be set to –3 dB. 

However as per to 25.213 clause 4.2.1 table 1A, and 25.214 clause 5.1.2.5A a value of –3dB is not a valid value.

As the test case purpose is not to check the UE behavior for the change in value of this IE, thus it is proposed to use a default value of 0dB for this IE.

Note: Prose CR will be raised for this in the next RAN5 meeting.

Summary of change
Changed the value of Delta CQI in Radio Bearer Reconfiguration message used in step4 to 5 (0dB) from 2(–3dB).




Before:


[image: image1.png]Canstraint Value

(
integriyCheckinfo p_integrityinto,
message radioBearerReconfiguration  later_than_r3
i
te_Transactonldentifer p_RRC_T,
crifcalExtensions ericalExensians : 15
(
radioBearerReconfguration_r5
i
integritProtectionModelnfa OMIT,
cipheringhodelno OMIT,
aclivafionTime OMIT,
new_U_RNTI OMIT,
new_C_RNTI OMIT,
new_H_RNTI p_HRNT,
1rc_Statelndicator cell_DCH,
uiran_DRX_CycleLengihCoeff OMIT,
en_informafioninia OMIT,
ura_Itentity OMIT,
specifcationifode complete
(
vab_InformationReconfgList OMIT,
b_informatianRecanfoList ._RE_InfaReconfgLisiFACH_ToDCH_HSENH,
b_InformationafectedList OMIT,
tb_PDCPContextRelocafionList OMIT,
ul_CommnTransChinfa OMIT,
ul_deletedTransChinfoList OMIT,
ul_AddReconfTransChinfoList OMIT,
d_CommonTransChinfa OMIT,
dl_DelstedTransChinfoList OMIT,
d_AddReconfTransChinfaList cb_DL_AddReconfTransChinfoListHS
3
equencylnio p_Fregino,
maxllowedUL_TX_Power tsc_MaxallowPwr,
ul_ChannelRequirement ul_DPCH_Info : chUL_DPCH_InfoACK_HSENH (514, plo_72, p_UL_ScramblingCode, p_HSDPA_ConfigType ),
modeSpecificPhysChinto o ()
dI_HSPDSCH_Informaion ¢_DL_HSPDSCH_information (_HS_SCCH_Info cd_easFeedbackinfaCig3]( n_HSDPA_ConfigType ),
dCommniniormation cd_DL_CommaninformatianDCH_DPCH_Ofisel_HS (st_DL_DPCHI_SFP_SRE_3_4K,
A informatianPerRL_List¢_DL_infoPerRL_SetSerm_HS (5_PrimanyScramblingCads, tsc_Sic256_C0, sc_DL_DPCH1_2ndSerC)





After change:


[image: image2.png]Canstraint Value

¢
intsgrityCheckino p_Integrityinfo,
message radioBearerReconfiguration - later_than_r3
¢
fre_Transactionidentifier p_RRC_Ti,
criicalExtensions criticalExensions : 15
¢
radioBearerReconfiguration_r5
¢
integrityProtectiontodelnfo OMIT,
cipheringModelnfo OMIT,
activationTime OMIT,
new_U_RNTI OMIT,
new_C_RNTI OMIT,
new_H_RNTI p_HRNTI,
re_Statelngicator cell_ DCH,
ulran_DRX_CycleLengthCosff OMIT,
en_infarmationinia OMIT,
ura_ldentity OMIT,
specificationtode complete
¢
rah_InformationReconfigList OMIT,
th_informationReconfigList ¢_RE_InfoReconfigListFACH_TaDCH_HSENH,
th_informationAfiectedList OMIT,
th_PDCPCantexiRelocationList OMIT,
ul_CommonTransChinfa OMIT,
ul_deletedTransChinfoList OMIT,
ul_AddReconfTransChinfoList OMIT,
d_CammonTransChinfa OMIT,
dl_DeletedTransChinfoList OMIT,
d_AddReconfTransChinfalist ch_DL_AddReconfTransChinfoListHs
L
frequencyinfo p_Freginfo,
maxallowedUL_TX_Power tsc_tasallowPur,
ul_ChannelRequirement ul_DPCH_Info  cb_UL_DPCH_InfoACK_HSENH (sf¢, plo_72, p_UL_ScramblingCode, p_HSDPA_ConfigTyne ),
modeSpeciicPhysChinfo fdd  { },
dI_HSPDSCH_Information c_DL_HSPDSCH_Information (c_HS_SCCH_Info, lc_Measurement_Feedback_Info|( p_HSDPA_ConfigType ),
dl_Cammoninfarmation cd_DL_CommaninformationDCH_DPCH_Ofisei_HS (lsc_DL_DPCH1_SFP_8RB_3_tK),
dInformationPerRL_List c_DL_InfoPerRL_SecSerm_HS (n_PrimaryScramblingCode, tsc_8ft256_C0, tsc_DL_DPCH1_2ndSerC)























�SEITE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�SEITE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�SEITE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�SEITE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to �REF hyperlink "http://www.3gpp.org/3G_Specs/3G_Specs.htm" �� �REF hyperlink "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�SEITE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�SEITE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�SEITE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�SEITE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�SEITE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�SEITE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �REF hyperlink "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�SEITE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�SEITE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �REF hyperlink "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�SEITE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�SEITE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�SEITE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�SEITE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�SEITE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�SEITE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�SEITE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�SEITE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�SEITE \# "'Page: '#'�'"  �� This is an example of pop-up text.






page 4 of 4

_1189497961

_1189498022

