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6.10.2.4.1.38a
Conversational / speech / 12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.2.4.1.38a.1
Uplink

6.10.2.4.1.38a.1.1
Transport channel parameters
6.10.2.4.1.38a.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.1.1.1.

6.10.2.4.1.38a.1.1.2
Transport channel parameters for Interactive or background / UL:0 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	0

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	TTI, ms
	20

	
	Coding type
	CC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	0

	
	Uplink: Max number of bits/radio frame before rate matching
	0

	
	RM attribute
	130 to 170


6.10.2.4.1.38a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1.

6.10.2.4.1.38a.1.1.4
TFCS

	TFCS size
	6

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 0kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0), (TF2,TF1,TF1,TF0,TF0), (TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF1), (TF2,TF1,TF1,TF0,TF1)


6.10.2.4.1.38a.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	64

	
	Max number of DPDCH data bits/radio frame
	600

	
	Puncturing Limit
	0.64


6.10.2.4.1.38a.2
Downlink

6.10.2.4.1.38a.2.1
Transport channel parameters

6.10.2.4.1.38a.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.2.4.1.4.2.1.1.

6.10.2.4.1.38a.2.1.2
Transport channel parameters for Interactive or background / DL:0 kbps / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	0

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	TTI, ms
	20

	
	Coding type
	CC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	0

	
	RM attribute
	130 to 170


6.10.2.4.1.38a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1

6.10.2.4.1.38a.2.1.4
TFCS

	TFCS size
	6

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 0kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0), (TF2,TF1,TF1,TF0,TF0), (TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF1), (TF2,TF1,TF1,TF0,TF1)


6.10.2.4.1.38a.2.2
Physical channel parameters

	DPCH Downlink
	DTX position
	Fixed

	
	Spreading factor
	128

	
	DPCCH
	Number of TFCI bits/slot
	0

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	34

	
	
	Number of data bits/frame
	510
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