Page 1



3GPP TSG-R5 Meeting #29 
Tdoc (
R5-052170

Seoul, 7th – 11th Nov 2005
	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	1448
	(

rev
	-
	(

Current version:
	6.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to WI 12 Short message service cell broadcast test case 16.3

	
	

	Source:
(

	TSG RAN WG5 Testing

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	10/11/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	1) The test case execution may result in CTCH occasion and Paging Occasion collision. As a consequence a conformant UE may be failed as the Cell broadcast message may not be received by the UE. This is because in case of a Paging occasion and CTCH occasion collision, the UE will give a higher priority to paging occasion. 
In order to reduce chance of this collision, it is proposed to increase the DRX Cycle length coefficient from 7 to 9 for both the CS and PS domain.
Also need to state that:

“If the UE fails the test because of a failure to receive the message due to collision of CTCH and paging occasion, then the operator may re-run the test”.
2) In this test case the System information block type 5, which is being transmitted is different than the default specified in 34.108. The difference is for the IE’s “ctch Indicator” and “cbs DRX Level1 Information”.
3) In Cell broadcast test message use of IE ”Geographical scope” set to "00"B Immediate Display impacts how the message is displayed to the user and hence how it can be verified.

	
	

	Summary of change:
(

	1) Added Specific message content for System information block type 1 and 5.

2) Added following note in the test procedure:

“If the UE fails the test because of a failure to receive the message due to collision of CTCH and paging occasion, then the operator may re-run the test”

3)  Change Cell broadcast test message with IE ”Geographical scope” set to  “01”B Normal Display.

	
	

	Consequences if 
(

not approved:
	Test specification may fail a conformant UE.

	
	

	Clauses affected:
(

	16.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	There is a TTCN impact


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<< START OF MODIFIED SECTION >>

16.3
Short message service cell broadcast

16.3.1
Definition

16.3.2
Conformance requirements

In idle mode, the UE has the ability to ignore repeated broadcasts of CBS messages already received (the message has not changed since it was last broadcast i.e. sequence number has not changed within the message's indicated geographical area);

A UE supporting Cell Broadcast Service (CBS) shall be capable to receive BMC messages in the Idle mode.

References

-
3GPP TS 23.041 clause 8.

-
3GPP TS 25.324 clause 11.
16.3.3
Test purpose

This test verifies that an UE supporting SMS-CB is able to receive SMS-CB messages and is able to ignore repeated broadcasts of CBS messages.

16.3.4
Method of test

Initial conditions

-
System Simulator:

-
1 cell, default parameters;

-
the SS provides a BCCH/CCCH to support the UE in idle mode;

-
periodic location updating is disabled.

-
User Equipment:

-
the UE shall be in the idle updated state.

Related ICS/IXIT Statements

Support for short message transmission cell broadcast.

Test procedure

Three Cell Broadcast (CB) messages are sent by the SS on the CTCH with message codes 0,1,1 in serial number fields respectively.
NOTE: If the UE fails the test because of a failure to receive the message due to collision of CTCH and paging occasion, then the operator may re-run the test.
Expected sequence

Since the SMS-CB messages are sent continuously, a table is not applicable in this test.

Specific Message Contents:
Use the default parameter values for the system information block 1 with the same type specified in clause 

6.1.0b of TS 34.108, with the following exceptions:

	 - CN domain identity
	 
	PS

	 - CHOICE CN Type
	 
	GSM-MAP

	  - CN domain specific NAS system information
	 
	 

	  - GSM-MAP NAS system information
	 
	05 00H

	 - CN domain specific DRX cycle length coefficient
	 
	9

	  - CN domain identity
	 
	CS

	 - CHOICE CN Type
	 
	GSM-MAP

	  - CN domain specific NAS system information
	 
	 

	   - GSM-MAP NAS system information
	 
	1E 01H

	 - CN domain specific DRX cycle length coefficient
	 
	9


Use the default parameter values for the system information block 5 with the same type specified in clause 

6.1.0b of TS 34.108, with the following exceptions:

	- FACH/PCH information
	 

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	 

	   - RLC Size
	240

	   - Number of TB and TTI List
	 

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	   - CHOICE Logical channel List
	ALL

	   - Semi-static Transport Format information
	 

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	230

	    - CRC size
	16 bit

	  - Transport channel Identity
	12 (for PCH)

	  - CTCH indicator
	FALSE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	 

	   - RLC Size
	168

	   - Number of TB and TTI List
	 

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	    - Number of Transport blocks
	2

	   - CHOICE Logical channel List
	ALL

	   - Semi-static Transport Format information
	 

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Convolutional

	    - Coding Rate
	1/2

	    - Rate matching attribute
	220

	    - CRC size
	16 bit

	  - Transport channel Identity
	13 (for FACH)

	  - CTCH indicator
	TRUE

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	 

	   - RLC Size
	360

	   - Number of TB and TTI List
	 

	    - Number of Transport blocks
	0

	    - Number of Transport blocks
	1

	   - CHOICE Logical channel List
	ALL

	   - Semi-static Transport Format information
	 

	    - Transmission time interval
	10 ms

	    - Type of channel coding
	Turbo

	    - Rate matching attribute
	130

	    - CRC size
	16bit

	  - Transport channel Identity
	14 (for FACH)

	  - CTCH indicator
	FALSE

	 - PICH info
	 

	  - CHOICE mode
	FDD

	   - Channelisation code
	2

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	

	 - Period of CTCH allocation (N)
	2

	 - CBS frame offset (K)
	0


Cell broadcast test message content

	Information element
	Comment
Value

	Message Type
	CBS Message  "1"B (see 3GPP TS 25.324, clause 11.1)

	Message ID
	

	Serial Number
	

	
- Geographical scope
	"01"B

	
- Message code
	see test procedure
"0000000000"B or "0000000001"B 

	
- Update number
	as applicable

	
	

	Data Coding Scheme
	Default alphabet, English
"00000001"B

	
	

	
	

	CB Data
	max 1246 octets


16.3.5
Test requirements

In consequence of test the UE shall ignore third message and store two messages.
<< END OF MODIFIED SECTION >>
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