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8.2.2.1.4.2
1,28 Mcps TDD Option

8.2.2.1.4.2.1
Initial conditions
This scenario implies the presence of 1 carrier and 6 cells as given in table 8.2.2.1.1A and 8.2.2.1.2A. 

Table 8.2.2.1.1A: General test parameters for Cell Re-selection single carrier multi-cell case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2, Cell3,Cell4, Cell5, Cell6 
	

	Final condition
	Active cell 
	
	Cell2
	

	HCS
	
	Not used
	

	UE_TXPWR_MAX_RACH
	dBm
	21
	The value shall be used for all cells in the test.

	Qrxlevmin
	dBm
	-103
	The value shall be used for all cells in the test.

	Access Service Class (ASC#0)
‑– Persistence value
	
0..1
	
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	TSI
	s
	1,28
	The value shall be used for all cells in the test.

	DRX cycle length
	s
	1,28
	The value shall be used for all cells in the test.

	T1
	s
	15
	

	T2
	s
	15
	


Table 8.2.2.1.2A: Cell re-selection single carrier multi-cell case

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Timeslot Number
	
	0
	DWPTS
	0
	DWPTS
	0
	DWPTS

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	DwPCH_Ec/Ior
	dB
	
	
	0
	0
	
	
	0
	0
	
	
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
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	dB
	9
	7
	9
	7
	7
	9
	7
	9
	-1
	-1
	-1
	-1

	PCCPCH RSCP
	dBm
	-64
	-66
	
	
	-66
	-64
	
	
	-74
	-74
	
	

	Qoffset1s,n
	dB
	C1, C2: 0; C1, C3:0; C1,C4:0

 C1, C5:0; C1,C6:0
	C2, C1: 0; C2, C3:0; C2,C4:0

C2, C5: 0; C2, C6:0
	C3, C1: 0; C3, C2:0; C3,C4:0

C3, C5: 0; C3, C6:0

	Qhyst1s
	dB
	0
	0
	0

	Treselection
	s
	 0
	0
	 0

	Sintrasearch
	dB
	not sent
	not sent
	not sent

	
	
	Cell 4
	Cell 5
	Cell 6

	Timeslot
	
	0
	DWPTS
	0
	DWPTS
	0
	DWPTS

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 1
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	DwPCH_Ec/Ior
	dB
	
	
	0
	0
	
	
	0
	0
	
	
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
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	dB
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1

	PCCPCH RSCP
	dBm
	-74
	-74
	
	
	-74
	-74
	
	
	-74
	-74
	
	

	Qoffset1s,n
	dB
	C4, C1: 0; C4, C2:0; C4,C3:0 C4, C5:0; C4, C6:0 
	C5, C1: 0; C5, C2:0; C5,C3:0

C5, C4:0; C5, C6:0 
	C6, C1: 0; C6, C2:0; C6,C3:0

C6, C4:0; C6, C5:0 

	Qhyst1s 
	dB
	0
	0
	0

	Treselection
	s
	 0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
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	dBm/1,28 MHz
	 -70 

	Propagation Condition 
	
	 AWGN 


8.2.2.1.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for RRC CONNECTION REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for RRC CONNECTION REQUEST messages from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for RRC CONNECTION REQUEST messages from the UE.

h)
Repeat steps d) to g) [TBD] times.

<Next Section>

8.2.2.2.4.2
1,28 Mcps Option

8.2.2.2.4.2.1
Initial conditions
This scenario implies the presence of 2 carriers and 6 cells as given in table 8.2.2.2.1A and table 8.2.2.2.2A. For this test purpose the broadcast repetition period of the target cell shall be [TBD] s. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.2.2.1A: General test parameters for Cell Re-selection in Multi carrier case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2, Cell3,Cell4, Cell5, Cell6 
	

	Final condition
	Active cell 
	
	Cell2
	

	HCS
	
	Not used
	

	UE_TXPWR_MAX_RACH
	dBm
	21
	The value shall be used for all cells in the test.

	Qrxlevmin
	dBm
	-103
	The value shall be used for all cells in the test.

	Access Service Class (ASC#0)
‑ Persistence value
	

	
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	TSI
	s
	1,28
	The value shall be used for all cells in the test.

	DRX cycle length
	s
	1,28
	The value shall be used for all cells in the test.

	T1
	s
	30
	

	T2
	s
	15
	


Table 8.2.2.2.2A: Cell re-selection multi carrier multi cell case

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Timeslot Number
	
	0
	DWPTS
	0
	DWPTS
	0
	DWPTS

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1


	Channel 2


	Channel 1



	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	DwPCH_Ec/Ior
	dB
	
	
	0
	0
	
	
	0
	0
	
	
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
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	dB
	10
	7
	10
	7
	7
	10
	7
	10
	-1
	-1
	-1
	-1

	PCCPCH RSCP
	dBm
	-63
	-66
	
	
	-66
	-63
	
	
	-74
	-74
	
	

	Qoffset1s,n
	dB
	C1, C2: 0; C1, C3:0; C1,C4:0 C1, C5:0; C1, C6:0 
	C2, C1: 0; C2, C3:0; C2,C4:0C2, C5:0; C2, C6:0
	C3, C1: 0; C3, C2:0; C3,C4:0

C3, C5:0; C3, C6:0

	Qhyst1s
	dB
	0
	0
	0

	Treselection
	s
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent

	Sintersearch
	dB
	not sent
	not sent
	not sent

	
	
	Cell 4
	Cell 5
	Cell 6

	Timeslot
	
	0
	DWPTS
	0
	DWPTS
	0
	DWPTS

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 


	Channel 2


	Channel



	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	DwPCH_Ec/Ior
	dB
	
	
	0
	0
	
	
	0
	0
	
	
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
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	dB
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1
	-1

	PCCPCH RSCP
	dBm
	-74
	-74
	
	
	-74
	-74
	
	
	-74
	-74
	
	

	Qoffset1s,n
	dB
	C4, C1: 0; C4, C2:0; C4,C3:0

C4, C5:0; C4, C6:0
	C5, C1: 0; C5, C2:0; C5,C3:0

C5, C4:0; C5, C6:0
	C6, C1: 0; C6, C2:0; C6,C3:0

C6, C4:0; C6, C5:0

	Qhyst1s 
	dB
	0
	0
	0

	Treselection
	s
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent

	Sintersearch
	dB
	not sent
	not sent
	not sent
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	dBm/1,28 MHz
	 -70 



	Propagation Condition 
	
	 AWGN 




8.2.2.2.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for RRC CONNECTION REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for RRC CONNECTION REQUEST messages from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for RRC CONNECTION REQUEST messages from the UE.

h)
Repeat steps d) to g) [TBD] times.

NOTE:
T1 is initially 30 s to allow enough time for the UE to search for cells as it has no prior knowledge of these.
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