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	Reason for change:
(

	At the last meeting Tdoc R2-052373 was discussed and intention of the CR was agreed, but the text needed clarification. The new proposed text is now in the E-RNTI section (8.6.3.14).
The E-RNTI validity is not completely reflected in the specification. More specifically, the clearing of the E-RNTI is not specified in several cases in which the E-RNTI is configured but E-DCH Transmission has not started yet (E_DCH_TRANSMISSION not set to true):

1. Hard handover with removal of the serving RL (missing in 8.2.2.3);

2. Leaving CELL_DCH state (missing in 8.2.2.3);

3. Removal of the serving RL with an ACTIVE SET UPDATE (missing in 8.3.4.3);

4. Setting the "Serving E-DCH radio link indicator" to False for the serving RL without setting this IE to true for another RL (missing in 8.6.6.4).
It is proposed to complete the E-RNTI variable section to cover this.
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	Section 8.6.3.14: It is clarified that if after completion of the procedure, the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall delete any stored E_RNTI variable. 

	
	

	Consequences if 
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not approved:
	UE/UTRAN misalignments w.r.t. whether the UE has a stored E-RNTI might exist.

Backward compatibility impact

A UTRAN not implementing this CR might assume a UE has a stored E-RNTI when it actually does not have a stored E-RNTI. In these cases E-DCH Transmission will not start.
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8.6.3.14
New E-RNTI

If the IE "New Primary E-RNTI" and/or the IE "New Secondary E-RNTI" are/is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the new value(s) in the variable E_RNTI;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If, after the completion of this procedure, the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:
1> clear the variable E-RNTI;
When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
use the value of the Primary E-RNTI and/or Secondary E-RNTI stored in the variable E_RNTI as UE identities in the E-AGCH reception procedure in the physical layer.
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