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8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1>
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

1>
perform the physical layer synchronisation procedure B as specified in [29];

1>
if the IE "E-HICH information" is included:

2>
store this E-HICH configuration for the concerning radio link.

1>
if the IE "E-RGCH information" is included:

2>
store this E-RGCH configuration for the concerning radio link.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;
1>
if the radio link currently considered to be the serving HS-DSCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving HS-DSCH radio link;
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if "Serving HS-DSCH cell information" IE is present, act on received information elements as specified in subclause 8.6:

2>
if the IEs "(ACK", "(NACK", and "HARQ_preamble_mode" are present, act on the received information elements;

2>
if the new H-RNTI and "Primary CPICH info" are included:

3>
consider the cell indicated in Primary CPICH as serving HS-DSCH cell.
2>
if the IE "MAC-hs reset indicator" is included:

3>
reset the MAC-hs entity [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the new primary E-RNTI and/or secondary E-RNTI and "Scheduling E-DCH cell information" IE are present:

2>
if the IE "E-DCH RL Info old serving cell" is present:

3>
store the E-HICH and E-RGCH information, contained therein, for the current serving cell.

2>
consider the cell indicated in "Primary CPICH info" as serving E-DCH radio link; and

2>
if the IE "E-DCH RL Info new serving cell" is present:

3>
store the E-HICH and E-RGCH information, contained therein, for the new serving E-DCH radio link.

2>
store the newly received E-AGCH configuration;

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in sub-clause 8.5.28.

1>
if the radio link currently considered to be the serving E-DCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving E-DCH radio link;
2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the completion of the Physical Layer synchronisation B, as specified in [29];

1>
the procedure ends on the UE side.

8.5.28
Actions related to E_DCH_TRANSMISSION variable

The variable E_DCH_TRANSMISSION shall be set to "TRUE" only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

- 
IE "E-DCH information", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

- 
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH, E-HICH and E-RGCH reception procedures;

1>
stop any E-DPCCH and E-DPDCH transmission procedures;

1>
clear the variable E_RNTI;
1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

2>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

1>
perform E-HICH reception procedures for all radio links in the active set for which an E-HICH configuration has been provided;

1>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

1>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

2>
subclause 8.6.6.37 for the IE "E-DPCCH Info";

1>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

2>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

2>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH".

2>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

2>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

2>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

2>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause  8.6.6.37).

Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AICH, E-HICH and E-RGCH reception procedures;

1>
not perform E-DPCCH and E-DPDCH transmission procedures.

8.6.6.37
E-DCH Info

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the IE "E-DPCCH Info" is included:

2>
store the newly received E-DPCCH configuration.

1>
if the IE "E-DPDCH Info" is included:

2>
store the newly received E-DPDCH configuration.

1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e entity [15].
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

1>
configure the MAC with the stored IE "E-DPDCH" configuration.

10.3.6.97
E-DCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-es/e reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-es/e entity needs to be reset.
	REL-6

	E-DPCCH info
	OP
	
	E-DPCCH Info 10.3.6.98
	
	REL-6

	E-DPDCH info
	OP
	
	E-DPDCH info 10.3.6.99
	
	REL-6


UL-DPCH-PowerControlInfoPredef ::=

CHOICE {


fdd








SEQUENCE {



-- TABULAR: TPC step size nested inside PowerControlAlgorithm



powerControlAlgorithm



PowerControlAlgorithm


},


tdd








SEQUENCE {



-- dpch-ConstantValue shall be ignored if in 1.28Mcps TDD mode.


dpch-ConstantValue




ConstantValueTdd


}

}

UL-EDCH-Information-r6 ::=


SEQUENCE {


mac-es-e-resetIndicator



ENUMERATED { true }




OPTIONAL,

e-DPCCH-Info





E-DPCCH-Info





OPTIONAL,


e-DPDCH-Info





E-DPDCH-Info





OPTIONAL

}
UL-Interference ::=




INTEGER (-110..-70)

UL-ScramblingCode ::=



INTEGER (0..16777215)
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