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2 Corrections required for HS_ENH_wk47 test suite

2.1 Change 1

Local Tree
Tc_7_1_5_6

Reason for change
This test case should be executed with Ciphering Off, but in TTCN the ciphering PIXIT is not checked.

Summary of change
Added the check condition at Line 2

Source of change
Modified

Before:
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After:
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2.2 Change 2

Local Tree
ts_AT_OrgPS_CallHSDPA

Reason for change
In the AT command CGDCONT, the second parameter defines the PDP type.In case of IPv4, this is "IP", whereas in case of IPv6 this is "IPV6". 

This additional change is required in TTCN. 

Summary of change
Modified the test step at line #3

Source of change
Modification

After: 
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2.3 Change 3

Test Case
Tc_8_3_11_13

Reason for change
In this test case SS sends the Activate PDP Context Accept message first and immediately sends the Cell Change Order Message to UE. Because of MAC priority for RBId 2 is higher, UE will receive the Cell Change Order Message first and then Activate PDP Context Accept message. UE will immediately after receiving the Cell Change Order message will go to GSM cell and hence may not receive the Activate PDP Context accept message. Hence during postamble the UE will again try to send the Activate PDP Context Request message again which is not expected and cause the test case to FAIL. To ensure that UE receives the  Activate PDP Context Accept Message, a delay of 200 ms is to be added before SS sends the Cell Change Order Message to UE.

Summary of change
A delay of 200ms is been added at line #22

Source of change
New Change

Before:
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After:
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