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8.6.7.19.1
UE positioning reporting quantity

The UE shall:

1>
ignore IE "Multiple Sets";

1>
ignore IE "Response Time";

1>
if IE "Horizontal Accuracy" and/or IE "Vertical Accuracy" is included:

2>
should try to achieve the requested level(s) of positioning accuracy with 67% confidence.

2>
if any of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" is to be reported:

3>
shall calculate a value of the IE "Confidence", different from "0" or "100", as the probability that the UE is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is to be reported.

3>
shall include the IE “Confidence” in the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid" that is to be reported.

NOTE:
The value "0" and values greater than or equal to "100" of the IE "Confidence" are interpreted as the one sigma certainty for the given shape by the UTRAN [57].
1>
if IE "Positioning Methods" is set to "Cell ID":

2>
act as specified in subclause 8.6.7.19.1a.

1>
if the IE "Method Type" is set to "UE based":

2>
act as specified in subclause 8.6.7.19.1b.

1>
if the IE "Method Type" is set to "UE assisted":

2>
act as specified in subclause 8.6.7.19.1a.

1>
if the IE "Method Type" is set to "UE-assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

2>
act either according to subclause 8.6.7.19.1a or 8.6.7.19.1b depending on the method type chosen by the UE.

If UE according to its capabilities supports Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID" and the IE "Method Type" is set to "UE-based", the UE shall:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If UE according to its capabilities supports Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID" and the IE "Measurement validity" stored in the variable MEASUREMENT_IDENTITY is other than "CELL_DCH", the UE shall:

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

The UE shall perform the following consistency check:

1>
if UE, according to its capabilities, does not support UE-based OTDOA and if IE "Positioning Methods" is set to "OTDOA" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-assisted OTDOA and if IE "Positioning Methods" is set to "OTDOA" and if IE "Method Type" is set to "UE-assisted":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-based GPS and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-assisted GPS and if IE "Positioning Methods" is set to "GPS" and if IE "Method Type" is set to "UE-assisted":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE-based positioning and if IE "Positioning Methods" is set to "OTDOAorGPS" and if IE "Method Type" is set to "UE-based":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support Rx-Tx time difference type 2 measurement and if IE "Positioning Methods" is set to "Cell ID":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

1>
if UE, according to its capabilities, does not support UE GPS timing of cell frames measurement and if IE "GPS timing of Cell wanted" is set to TRUE:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
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