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	Clearing of redundant PICS and moving the unappropriate PICS to PIXIT.

	
	

	Summary of change:
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	This document lists all changes applied to wk06 ATS required for testing of the approved test cases:

1> The PICS pc_GERANIu_RadioAccessCapability intends to contain all GERAN Iu mode Radio Access Capability information as BITSTRING (as a container specified in 44.118 clause 9.3.45). It is most appropriate to define it as a PIXIT.
2> The two PICS pc_PS_ServiceAndCS_Service and pc_SupportOpModeA are redundant. For clarification and regarding the implementation in TTCN, it is proposed to remove pc_PS_ServiceAndCS_Service. 
3> The two PICS pc_UMTS_GSM and pc_MultiRAT_Capability are redundant. For clarification and regarding the implementation in TTCN, it is proposed to remove pc_MultiRAT_Capability.
4> The selection reference of GCF WI-10 test case 6.1.2.8 is not following 34.123-2, it shall be corrected.

5> The two PICS pc_OTDOA and pc_UE_PositioningBasedOTDOA_Sup are redundant. For clarification and regarding the implementation in TTCN, it is proposed to remove pc_OTDOA.
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2 Corrections required 

2.1 Change 1 - pc_GERANIu_RadioAccessCapability

	Local Tree
	pc_GERANIu_RadioAccessCapability

	Reason for change
	This PICS intend to contain all GERAN Iu mode Radio Access Capability information, it shall be rather a PIXIT

	Summary of change
	pc_GERANIu_RadioAccessCapability changed to px_GERANIu_RadioAccessCapability

	Other affected objects
	cr_108_RRC_ConnSetupCmpl_HS

cr_108_RRC_ConnSetupCmpl_r5
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2.2 Change 2 - pc_PS_ServiceAndCS_Service

	Local Tree
	pc_PS_ServiceAndCS_Service

	Reason for change
	pc_PS_ServiceAndCS_Service is redundant with pc_SupportOpModeA, it shall be removed and pc_SupportOpModeA shall be used instead.. 

	Summary of change
	Remove pc_PS_ServiceAndCS_Service and replace it by pc_SupportOpModeA

	Other affected objects
	FDD_PS_ServiceAndCS_Service

FDD_PS_ServiceAndCS_Service_Multicall

Tc_8_3_1_30

FDD_PS_ServiceAndCS_ServiceAndHSDPA
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2.3 Change 3 - pc_MultiRAT_Capability

	Local Tree
	pc_MultiRAT_Capability

	Reason for change
	This PICS is redundant with pc_UMTS_GSM, it shall be removed and pc_UMTS_GSM shall be used instead.

This change is having impact in 34.123-2 and a prose CR will be raised at RAN5#31 (a draft prose CR is associated with this TTCN CR).

	Summary of change
	Remove pc_MultiRAT_Capability and replace it by pc_UMTS_GSM

	Other affected objects
	Idle_FDD_GSM_WithIndUsrSelOfPLMN

RRC_FDD_GSM_Compressed


Before:
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2.4 Change 4 - tc_6_1_2_8

	Local Tree
	Tc_6_1_2_8

	Reason for change
	The test  case selection expression used is not as per 34.123-2 (C01). It shall be corrected.

	Summary of change
	Replace the selection reference to FDD_Mode (C01)

	Affected objects
	


Before:
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2.5 Change 5 - pc_OTDOA

	Local Tree
	pc_OTDOA

	Reason for change
	This PICS is redundant with pc_UE_PositioningBasedOTDOA_Sup, it shall be removed and pc_UE_PositioningBasedOTDOA_Sup shall be used instead.

	Summary of change
	Remove pc_OTDOA and replace it by pc_UE_PositioningBasedOTDOA_Sup

	Other affected objects
	ts_AGPS_MeasControlOTDOA 

AGPS_NotOTDOA


Before:
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