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5.7A
HS-DPCCH

5.7A.1
Definition and applicability

The transmission of Ack/Nack or CQI over the HS-DPCCH may cause the transmission power in the uplink to vary. The ratio of the amplitude between the DPCCH and the Ack/Nack and CQI respectively is signalled by higher layers.

The requirements and this test apply for Release 5 and later releases to all types of UTRA for the FDD UE that support HSDPA.
5.7A.2

Minimum requirement

The nominal sum power on DPCCH+DPDCH is independent of the transmission of Ack/Nack and CQI unless the UE output power when Ack/Nack or CQI is transmitted would exceed the maximum value specified in Table 5.2A.1 or fall below the value specified in 5.4.3.2, whereupon the UE shall apply additional scaling to the total transmit power as defined in section 5.1.2.6 of TS.25.214 [5].

The composite transmitted power (DPCCH + DPDCH+HS-DPCCH) shall be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. 

The nominal power step due to transmission of Ack/Nack or CQI is defined as the difference between the nominal mean powers of two power evaluation periods either side of an HS-DPCCH boundary. The first evaluation period starts 25 (s after a DPCCH slot boundary and ends 25(s before the following HS-DPCCH slot boundary. The second evaluation period starts 25 (s after the same HS-DPCCH slot boundary and ends 25 (s before the following DPCCH slot boundary. This is described in figure 5.7A.1.
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Figure 5.7A.1: Transmit power template during HS-DPCCH transmission
The tolerance of the power step due to transmission of the HS-DPCCH shall meet the requirements in table 5.7A.1.

Table 5.7A.1: Transmitter power step tolerance

	Power step size (Up or down)

P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P ( 7
	+/- 2.0 


The normative reference for this requirement is TS 25.101 [1] clause 6.5.5.1.

5.7A.3
Test purpose

To verify that the changes in uplink transmit power of Ack/Nack and CQI at the HS-DPCCH slot boundaries are within the prescribed tolerances as shown in table 5.7A.1 and the transmit power levels versus time meet the mask specified in figure 5.7A.1.
5.7A.4
Method of test

5.7A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.
2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1) are specified in Annex C.10.1 and C.8.1.1.

3)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6.3. RF parameters are set up according to table E.5.1 and table E.5.10. Settings for the serving cell are defined in table 5.7A.1A.

4)
Enter the UE into loopback test mode 1 in the presence of HSDPA and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.
Table 5.7A.1A: Settings for the serving cell during the measurement of HS-DPCCH
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.7A.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.7A.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values defined in table C.10.1.4 and the DPCH frame offset according the HS-DPCCH slot offset required for measurements. The Uplink DPCH Power Control Info shall specify the Power Control Algorithm as algorithm 2 for interpreting TPC commands.

2)
Generate suitable TPC commands from the SS to set the output power of the UE, measured at the UE antenna connector, to be in the range 0 dBm  1dB.
3)
Send alternating "0" and "1" TPC commands in the downlink so as to satisfy the condition of obtaining TPC_cmd = 0.

4)
Start transmitting HSDPA Data.

5)
Using the Tester, measure the mean power following the measurement periods specified on figure 5.7A.2. Figure 5.7A.2 shows the subframe of the 12ms cycle when both the ACK/NACK and CQI are transmitted. When using the TRANSPORT CHANNEL RECONFIGURATION message from Annex I with the test specific message content then the pattern on figure 5.7A.2 repeats every 12ms. The measurements shall not include the transient periods. Evaluate the difference in mean power to determine the power steps around the HS-DPCCH slot boundaries as given in table 5.7A.2. The power steps shall meet the test requirements in table 5.7A.2. Additionally the value of the mean power measured over the DPCCH slot prior to the low to high transition of the Ack/Nack pulse, shall be 0 dBm +/- 1.1 dB.
6)
Set and send continuously Up power control commands to the UE until the UE output power with HS-DPCCH shall be set to maximum as defined in table 5.2A.1.
7)
Repeat the measurements of mean power as described in step 5 and evaluate the power steps given in table 5.7A.2. The transmitter power steps shall meet the test requirements in table 5.7A.2.

8)
Repeat steps 1-7 for different combinations of beta values as given in table C.10.1.4 using sub-tests selected in table 5.7A.2.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I. The test specific content for the TRANSPORT CHANNEL RECONFIGURATION message is as follows:

	Information Element
	Value/remark

	            - Ack-Nack repetition factor
	1

	            - CQI repetition factor
	1


5.7A.5
Test requirements

The transmit power levels and steps shall meet the time mask specified in Figure 5.7A.2.
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Figure 5.7A.2: Transmit power template during HS-DPCCH transmission measurements
The difference in mean power derived in steps 5) and 7), shall not exceed the prescribed range in table 5.7A.2. The test requirements shall be satisfied regardless of the DPCH and transmitter output power levels.

The UL reference measurement channel for TX test will be set as defined in C.10.1 with the power ratio between HS-DPCH, DPCCH and DPDCH being set to the values defined in table C.10.1.4.
Table 5.7A.2: Transmitter power test requirements

	Sub-test in table C.10.1.4
	Power step
	Power step slot boundary
	Power step size, P [dB]
	Transmitter power step tolerance [dB]

	5
	1
	Start of Ack/Nack
	6
	+/- 2.3

	
	2
	Start of CQI
	1
	+/- 0.6

	
	3
	Middle of CQI
	0
	+/- 0.6

	
	4
	End of CQI
	5
	+/- 2.3

	6
	1
	Start of Ack/Nack
	7
	+/- 2.3

	
	2
	Start of CQI
	1
	+/- 0.6

	
	3
	Middle of CQI
	0
	+/- 0.6

	
	4
	End of CQI
	6
	+/- 2.3


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

<End of Modified section>

<Start of next modified section>

5.13.1A
Error Vector Magnitude (EVM) with HS-DPCCH

5.13.1A.1
Definition and applicability

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter with bandwidth 3,84 MHz and roll-off =0,22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.

The measurement interval is one timeslot except when the mean power between slots is expected to change whereupon the measurement interval is reduced by 25 μs at each end of the slot.
For signals containing more than one spreading code where the slot alignment of the codes is not the same and the code power is varying, the period over which the nominal mean power remains constant can be less than one timeslot. For such time-varying signals it is not possible to define EVM across one timeslot since this interval contains an expected change in mean power, and the exact timing and trajectory of the power change is not defined. For these signals, the EVM minimum requirements apply only for intervals of at least one half timeslot (less any 25μs transient periods) during which the nominal code power of each individual code is constant.

Note: 
The reason for setting a lower limit for the EVM measurement interval is that for any given impaired signal, the EVM would be expected to improve for measurement intervals less than one timeslot while the frequency error would be expected to degrade.
The requirements and this test apply for Release 5 and later releases to all types of UTRA for the FDD UE that support HSDPA.

5.13.1A.2
Minimum Requirements

The EVM shall not exceed 17.5 % for the parameters specified in table 5.13.1A. This is applicable for all values of[image: image3.wmf]c

b
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b

and[image: image5.wmf]hs

b

 as specified in [5]. 
Table 5.13.1A: Parameters for EVM

	Parameter
	Level / Status
	Unit

	Output power
	20 
	dBm

	Operating conditions
	Normal conditions
	

	Power control step size
	1
	dB

	Measurement period1
	PRACH
	3904
	Chips

	
	Any DPCH
	From 1280 to 25602
	

	Note 1:
Less any 25μs transient periods
Note 2:
The longest period over which the nominal power remains constant


The normative reference for this requirement is TS 25.101 [1] clause 6.8.2.1.

5.13.1A.3
Test purpose

To verify that the EVM does not exceed 17.5 % for the specified parameters in table 5.13.1A. This is applicable for all values of[image: image6.wmf]c

b
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 as specified in [5]. The maximum output power with HS-DPCCH is specified in table 5.2A.1.
5.13.1A.4
Method of test

5.13.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

2)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6.3. RF parameters are set up according to table E.5.1 and table E.5.10. Settings for the serving cell are defined in table 5.13.1A.2. Set the Default DPCH Offset Value according to the required HS-DPCCH slot offset as specified in TS 25.331 [8] clause 8.6.6.14 and TS 25.211 [19].
3)
Enter the UE into loopback test mode in the presence of HSDPA and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

Table 5.13.1A.2: Settings for the serving cell during the measurement of Error Vector Magnitude (EVM) with HS-DPCCH
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.13.1A.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.13.1A.4.2
Procedure

1)
Send the TRANSPORT CHANNEL RECONFIGURATION message defined in Annex I to set the beta values according to table C.10.1.4 subtest 3 and the DPCH frame offset according the HS-DPCCH half slot offset required for measurements. This will create a signal with a repeat pattern of 12ms as shown in Figure 5.13.1A.1. The Uplink DPCH Power Control Info shall specify the Power Control Algorithm as algorithm 2 for interpreting TPC commands.

2)
Generate suitable TPC commands from the SS such that the half slot period with the highest output power for the defined 12ms sequence as measured at the UE antenna connector is the maximum output as defined in table 5.2A.1. Maintain this power level by sending alternating "0" and "1" TPC commands in the downlink so as to satisfy the condition of obtaining TPC_cmd = 0.
3)
Start transmitting HSDPA Data.

4)
With reference to Figure 5.13.1A.1 measure the EVM using Global In-Channel Tx-Test (annex B) during the last half slot period of the ACK/NACK in subframe n+3 when the UE is at its maximum power in the 12ms cycle and in the following half slot period when the CQI is off and the UE is at its minimum power in the cycle. Measure the EVM in the last half slot before subframe n when the UE is at its minimum power and immediatley following in the first half slot of subframe n when the ACK/NACK is transmitting and the UE is at its maximum power in the 12ms cycle. All measurements shall exclude the 25 us transient periods at the beginning and end of each measuremetn period.
5)
Generate suitable TPC commands from the SS such that the half slot period with the highest output power for the defined 12ms sequence as measured at the UE antenna connector is –13dBm with (1dB tolerance. Maintain this power level by sending alternating "0" and "1" TPC commands in the downlink so as to satisfy the condition of obtaining TPC_cmd = 0.
6)
Repeat step 4).


[image: image9] Figure 5.13.1A.1: HS-DPCCH on/off pattern showing measurement positions
All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I. The test specific exception for the TRANSPORT CHANNEL RECONFIGURATION message is as follows:

	Information Element
	Value/remark

	            - Ack-Nack repetition factor
	1

	            - CQI repetition factor
	1


5.13.1A.5
Test requirements

The measured EVM, derived in steps 4) and 6), shall not exceed 17.5 % for parameters specified in table 5.13.1A parameters for EVM.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.


















ACK/NACK



































CQI








CQI








CQI








CQI








Subframe n+4








Subframe n+3








Subframe n+2








Subframe n+1














Subframe n





























CQI








CQI








ACK/NACK








Subframe n+5











�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything. i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





_1176204980.doc
 

DPCCH 2560 chip�Slot boundaries







Mean�power







* =	step due to inner loop �	power control�** =	step due to CQI 	transmission











*







**







*







HS-DPCCH 2560 chip�Slot boundaries







Up-Link�HS-DPCCH







*







Up-Link�DPDCH







*







*







Up-Link�DPCCH







Mean�power







Mean�power







0.5 slot offset







Power�step 1







The HS-DPCCH power step is the difference between the mean power measured either side of the indicated HS-DPCCH slot boundaries. The mean power is evaluated excluding a 25μs period either side of any expected power step.







Mean�power







*







*







*







*







*







*







*







*







Power�step 2







Mean�power







Mean�power







Mean�power







Power�step 3







Mean�power











Power�step 4












