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6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329 [2].

6.6.3.1
Minimum requirement

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 6.12: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 6.13: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

	III
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

	V
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f < 2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions 


{Unchanged Sections are clipped here}
7.6.2
Minimum requirement (Out of-band blocking)

The BER shall not exceed 0.001 for the parameters specified in Table 7.7. Out-of-band band blocking is defined for an unwanted interfering signal falling more than 15 MHz below or above the UE receive band. 

For Table 7.7 in frequency range 1, 2 and 3, up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size.  For these exceptions the requirements of clause 7.7 Spurious response are applicable.

For Table 7.7 in frequency range 4, up to 8 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1 MHz step size.  For these exceptions the requirements of clause 7.7 Spurious response are applicable
Table 7.7: Out of band blocking

	Parameter
	Unit
	Frequency range 1
	Frequency range 2
	Frequency range 3
	Frequency range 4

	DPCH_Ec
	dBm/3.84 MHz
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS>+3 dB
	<REFSENS> +3 dB

	Îor
	dBm/3.84 MHz
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB
	<REFÎor> + 3 dB

	Iblocking  (CW)
	dBm
	-44
	-30
	-15
	-15

	Fuw

(Band I operation)
	MHz
	2050<f <2095

2185<f <2230
	2025 <f (2050

2230 (f <2255
	1< f (2025

2255(f<12750
	-

	Fuw

(Band II operation)
	MHz
	1870<f <1915

2005<f <2050
	1845 <f (1870

2050 (f <2075
	1< f (1845

2075(f<12750
	1850 ( f ( 1910

	Fuw
(Band III operation)
	MHz
	1745 <f <1790

1895<f <1940
	1720 <f ( 1745

1940(f < 1965
	1< f (1720

1965(f<12750
	-

	Fuw
(Band IV operation)
	MHz
	2050< f <2095

2170< f <2215
	2025< f (2050

2215( f < 2240
	1< f (2025

2240(f<12750
	-

	Fuw
(Band V operation)
	MHz
	809< f <854

909< f <954
	784< f (809

954( f < 979
	1< f (784

979(f<12750
	824 ( f ( 849

	Fuw
(Band VI operation)
	MHz
	815 < f < 860
900 < f < 945
	790 < f ( 815

945 ( f < 970
	1 < f ( 790

970 ( f < 12750
	-

	Fuw
(Band VII operation)
	MHz
	2570 < f < 2605
2705 < f < 2750
	na

2750 ( f < 2775
	1 < f ( 2570
2775 ( f < 12750
	-

	Fuw
(Band IX operation)
	MHz
	1784.9 < f < 1829.9
1894.9 < f < 1939.9
	1759.9 < f ( 1784.9

1939.9 ( f < 1964.9
	1 < f ( 1759.9

1964.9 ( f < 12750
	-

	Fuw
(Band VIII operation)
	MHz
	865 < f < 910

975 < f < 1020
	840 < f ( 865
1020 ( f < 1045
	1 < f ( 840
1045 ( f < 12750
	-

	UE transmitted mean power
	dBm
	20  (for Power class 3)

18  (for Power class 4)

	Band I operation
	For 2095(f (2185 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band II operation
	For 1915(f (2005 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied

	Band III operation
	For 1790(f (1895 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IV operation
	For 2095(f(2170 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band V operation
	For 854(f(909 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VI operation
	For 860(f(900 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VII operation
	For 2605 ( f ( 2705 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band VIII operation
	For 910 ( f ( 975 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.

	Band IX operation
	For 1829.9(f( 1894.9 MHz, the appropriate in-band blocking or adjacent channel selectivity in subclause 7.5.1 and subclause 7.6.1 shall be applied.
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