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1 ts_RRC_ConnRel_AfterSwitchOff_r5

	Test step  name
	ts_RRC_ConnRel_AfterSwitchOff_r5

	Reason for change
	The test step ts_CRLC_RelReconfSRB and ts_SS_ReconfigRAB_ToSRB is called in this test step but these test steps are not using the r5 verion

	Summary of change
	Changed every instances in this test step to use  ts_CRLC_RelReconfSRB_r5 and ts_SS_ReconfigRAB_ToSRB_r5 where appropriate

	Source of change
	New change

	Label
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Test Step Id ts_RRC_ConnRel_AerSwitthOf_rs
p_Cellld: INTEGER;
p_RRC_RelStatus : RRC_Rel_Status
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+15_SefTmpCellinfo (p_Cellid)
+15_RRC_Delay (tsc_DelayBeforsRRC_ConnRel)
+ I_8end_RRC_ConnectionRelease
+ I_ReStartCRLC_ForNedConnection
+15_55_ResetSecuritykey
RestartCRLC_ForNextConnection

6 [tey_TmpCellinfo.cellConfg = cell_DCH_StandAloneSRE |

7 +15_CRLC_RelReconfSRB_15 (p_Cellld )

8 +15_SetCellCiy (p_Cellid, cell_ DCH_StandAloneSRE_NoConn )

g [(tov_TmpCellinfo.cellConfig = cell_FACH) O (tov_TrmpCellinfo cellConfig = cell_
FACH_PS)]

10 +1s_CRLC_RelRechnfSRB_15 (b_Cellid )

11 +15_SetCellCiy (p_Cellld, cell_FACH_NoConn)

12 [tey_TrmpCellinfo.celiCopia = call EACH_BMC

13 +1s_CRLC_RelReconf$RB_r5 (p [Cellid )

14 +15_SetCellCiy (p_CTMTTBI—FACH_BMC_NoConn)

15 [toy_TmpCellinfo.cellC: ACH_2_PRACH]

16 +1s_CRLC_RelReconfbRB_r5 (¢ Celld )

17 +1s_SetCellCiy (p_CeT, o _FACH_2_PRACH_NoConn)

18 [tey_TrmpCellinfo.cellCopig.=call-FACH_2_SCCPCH]

19 +1s_CRLC_RelRecondRB_r5 (d Cellld )

20 +15_SetCellCiy (p_CEMTTBI—FACH_2_SCCPCH_NoConn)

2 [(tev_TmpCellinfo.cellConfig = cell_FACH_25CCPCH_StandAlonePCH) OR (1tv_T
mpCellinfo.cellConfiy = qek=FAGH _25CCFCH_StandAlonePCH_PS) ]

2 +1s_CRLC_RelReconfgRB_r5 (b_Cellld )

23 +15_SetCellCiy (p_CeMree#=PACH_25CCPCH_StandAlonePCH_NoConn )

24 [tey_TmpCellinfo.cellConge-=—safl_FACH_3_SCCPCH_4_FACH_Cnig! ]

25 +1s_CRLC_RelReconfSHB_r5 [p_Cellld )

26 +15_SetCellCty (p_CellwTeM.FACH_3_SCCPCH_4_FACH_Cni1_NoConn)

27 [tey_TmpCellinfo.celiConfig.= cell FACH_3_SCCPCH_8_FACH_Cnig2]

28 +1s_CRLC_RelReconfSRp_r5 (p_Cellid )

29 +15_SelCellCty (p_Celld, TBT_FACH_3_SCCPCH_4_FACH_Cni2_NoConn)

£l [tey_TmpCellinfo.cellCoy _SCOPCH_3_FACH_CTCH]

El +1s_CRLC_RelRecon Cellld )

22 +15_SelCellCiy (p_Celld, cell_FACH_3_SCCPCH_3_FACH_CTCH_NaCann)

33 [tev_TmpCellinfo cellConfiy = cell_FACH_25CCPCH_StandAlonePCH_2a) OR(tov_
TmpCellinfo.cellConfig = peH=F#EH_25CCPCH_StandAlonePCH_PS_2a) |

N +15_CRLC_RelReconfSRE 5 |p_celld )
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[itev_TmpCellinfo.celiCony FACH_3_SCCPCH_4_FACH_2a_Cnfg1) |
+15_CRLC_RelRecanfsR} (l ellid )

+1s_SetCellCiy (p_Cell CH_3_8CCPCH_4_FACH_2a_Cnig1_NoCann
)

[tev_TmpCellinfo.cellConfiy = cell FACH_3_SCCPCH_4_FACH_2a_Cnfg2) |
+1s_CRLC_RelRecontdRB_15 {p_Cellld )

+15_SelCellCty (p_CeMrenIFACH_3_SCCPCH_4_FACH_2a_Cni2_NoConn

)
tev_TmpCellinfo.cellCqafg=—=qil_FACH_3_SCCPCH_3_FACH_2a_CTCH) |
+1s_CRLC_RelReconfBRB_i6 J(n_Cellld )

+15_SetCellCiy (p_Celld, cell_FACH_3_SCCPCH_3_FACH_2a_CTCH_NoConn
)
[ (tev_TrmpCaliinfo celiConfiy = cell_DCH_Speech ) OR
(tev_TmpCellinfo.cellConfig= cell_ DCH_B4kCS_RAB_SRE) OR
(1tev_TmpCellinfo.cellConfiy = cell_DCH_57_BKCS_RAB_SRE) OR

( te_TmpCellinfo.cellConfig = cell_ DCH_64kPS_RAB_SRE) OR

( to_TmpCellinfo.cellConig = cell_ RLC_DCH_AM_RAB_15Lis) OR

( to_TmpCellinfo.cellConfig = cell_RLC_DCH_AM_RAB_TLis) OR

( to_TmpCellinfo.cellConfig = cell_ RLC_DCH_UM_RAB_TLis ) OR

( to_TmpCellinfo.cellConfig = cell RLC_DCH_UM_RAB_15Lis ) OR

( to_TmpCellinfo.cellConfig = cell_PDCP_AM_RAB) OR

( to_TmpCellinfo.cellConig = cell PDCP_UM_RAB) OR

( to_TmpCellinfo.cellConfig = cell_PDCP_AM_UM_RAB) OR

(1w _TmpCellinfo.cellConfig = cell_Twa_DTCH) OR

(1tev_TmpCellinfo.cellConfiy = cell_Four_DTCH_CS) OR
(tev_TmpCellinfo.cellConfiy = cell_Four_DTCH_CS_PS) OR
(tev_TmpCellinfo.cellConfiy = cell_DCH_2AM_PS) OR
(tev_TmpCellinfo.cellConfig=_cell_DCH_2_PS_Call)]
+15_55_ReconfigRAB_To! _Cellid)

+15_SetCellCiy (p_Celld, cell_ DCH_StandAloneSRE_NoConn )
[(tov_TmpCellinfo.cellConfig = cell_DCH_StandAloneSRE_NoConn ) OR
(1ev_TmpCellinfo.cellConfiy = cell_FACH_NaCann) OR
(tev_TmpCallinfo.cellConfiy = cell_FACH_BMC_NoConn) OR
(tev_TmpCellinfo.cellConfig = cell_FACH_2_PRACH_NoConn) OR
(tev_TmpCellinfo.cellConfiy = cell_FACH_2_SCCPCH_NoCann) OR
(tev_TmpCsllinfo.cellConfiy = cell_FACH_25CCPCH_StandalonePCH_NoConn )]
[TRUE]
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